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Main concerns in the building industry includes the development of alternative building 
materials that reduces the amount of energy spent during manufacturing process and easier to 
work with. 
Wood-crete is a composite material developed in this study, made up of wood waste 
(sawdust), paper, tradical lime and water. Wood-crete is developed to provide an alternative 
material in construction solving problems associated with the delivery of low-cost housing 
across all income earners, reducing the amount of energy spent during manufacturing process 
of construction materials and the ease with which these construction materials are developed 
and solve issues related to waste management. This thesis presents the processing 
technologies, factors which affect the performance and properties of wood-crete. Wood-crete 
properties were found to be closely related to the composition of the constituent elements 
though compressive strength and modulus of elasticity were low when compared to other 
building materials like concrete and steel.  
In a bid to improve the strength of the developed wood-crete, the properties were investigated 
based on the modification of sawdust by hot water boiling and alkaline treatments which help 
to modify cellulose fibre surface to reduce the hydrophilic nature of sawdust thereby 
improving the sawdust-matrix bonding. It was found that the surface modification, processing 
of cellulosic fibril and the extraction of lignin and hemi-cellulosic compounds with alkali had 
an effect on the compressive strength of wood-crete, with treating sawdust with 4% NaOH at 
140mins of boiling time achieving the highest compressive strength and boiling sawdust from 
100mins to 140mins had a gradual increase in compressive strength but reduced at higher 
boiling time. Furthermore, treating sawdust with NaOH more than 4% weakened the 
individual wood particles thus leading to poor strength of wood-crete 
Additionally, the properties of wood-crete were investigated based on the type of wood 
sawdust – hardwood (beech and oak) and softwood (pine and cedar). Apart from individual 
wood density having a significant effect on the density of wood-crete, other factors such as 
lignin, cellulose, hemicellulose contents including fibre length of individual wood species 
affect the strength properties of wood-crete. The compressive strength of wood-crete was 
closely related to the wood species, with highest compressive strength of 3.93MPa recorded 
for hardwood wood-crete compared to 1.37MPa and 0.26MPa of wood-crete from softwood 
and mixed wood respectively 
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Results from thermal conductivity tests on wood-crete also show that wood-crete blocks can 
be produced with good insulating properties for building construction. Addition of different 
types of paper fibres to reduce the density of wood-crete and improve the insulating 
properties of composite developed also had a dominant influence on both strength and 
thermal conductivity, reflecting its effect on the structure of composite and contribution of 
self strength of paper fibres. The addition of various percentages of waste paper (de-fibred) 
had a significant influence on the thermal conductivity of wood-crete with 75% addition of 
waste paper achieving a thermal conductivity value of 0.046W/mK performed with the TCi 
thermal conductivity analyser. Thermal conductivity results for wood-crete made from 
hardwood and softwood sawdust was closely related to the chemical composition of various 
wood species, with softwood wood-crete having about 20% lower thermal conductivity 
compared to hardwood wood-crete. 
The developed wood-crete was able to withstand impact load and considered, like hempcrete, 
most suitable for wall panelling or other non- and semi-structural applications with good 
thermal insulating properties. Findings of this study provides an alternative new material for 
the construction industry and an important background for achieving better strength of wood-
crete, choosing what type of sawdust to be used for development of wood-crete and for 
directing a better use of this potential material with very small embodied energy and carbon 
negative.  
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CHAPTER 1 - INTRODUCTION 
1.1 Background of Study 
Conventional construction methods involve wasteful resource use and create both external 
and internal pollutions. Natural Building, one of several alternatives to provide low-cost 
housing with simple manufacturing process makes use of waste materials which have low 
impact and the use of renewable materials [1]. Globally, the use of mass materials like cement 
and concrete causes significant pollution, and consumes energy and non-renewable resources 
which tend to be wasteful. There have also been reported health concerns related to some 
insulation materials and finishes which contain toxic chemicals like brominated fire retardants 
that also affects the eco system [1]. The development of wood-crete building material which 
will provide an alternative option for the building industry will help solve the problem with 
conventional materials.  
An approach to sustainable construction is to consider alternative methods of construction 
which significantly reduce the cost of construction, reduce resource consumption and provide 
energy efficiency without causing pollution, and damaging health and the entire eco-system. 
Presently being considered in this thesis is to develop a material which can be used in the 
construction of buildings whilst reducing cost in construction process and technology which 
minimise manufacturing process of construction materials. Natural materials are generally 
lower in embodied energy and toxicity than man-made materials and they require less 
processing and are less damaging to the environment. Table 1.1 shows some advantages of 
using natural materials when compared to the use of conventional building materials. 
Table 1.1 Comparison of conventional and natural materials 
Conventional building Natural building 
Uses non-renewable resources and materials Uses renewable materials which can be grown 
and provide cash to farmers 
Uses a lot of energy in extraction – high 
embodied energy 
Uses materials which need little energy to extract 
Significant transportation costs Should use local materials 
Extraction is often damaging and causes social 
problems 
Uses materials such as clay which is of low 
impact 
Many metals and other polluting materials are Materials are extracted and processed locally 
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extracted and refined in poor countries and 
shipped to rich countries 
Significant energy and chemicals are used to 
create energy efficient solutions 
Generally little energy used 
External air pollution caused by manufacturing 
processes 
Virtually no external pollution 
Internal pollution due to the use of toxic additives 
like solvents 
Natural materials rarely cause health problems if 
handled properly and not treated with toxic fire 
retardants etc. 
Waste in manufacturing and installation is a 
normal part of processes 
Little waste if care is taken 
Damage to ecosystem at end of life disposal End of life can be recycled or returned to the 
earth and decompose naturally 
Though the above can be said of natural materials, it is important to note that in many 
developing countries, the use of modern materials such as concrete, steel, aluminium is 
considered a symbol of wealth and power and natural materials seems less able to meet these 
aspirations [1]. In addition, the extraction of natural resources as building materials or as raw 
materials for production of building materials and building materials production itself 
consume energy, cause environmental degradation and contribute to global warming [2]. 
This problem can be solved using two different approaches as proposed by Kim and Rigdon; 
firstly by making maximum use of natural resources already used for conventional building 
material production and secondly by use of waste materials. The latter approach seems more 
advantageous as it will help reclaim most of our environmental problems whilst creating a 
new product to be used in construction. Rather than producing buildings from conventional 
building materials, it is important to consider the recycling of materials to utilize the minerals 
and energy embedded in the materials which are termed as waste.  
With considerations made on the use of natural materials for buildings; it is not possible to 
separate them with the delivery of adequate housing and sustainable development. Housing 
has been defined as a building or shelters in which people live, a place to live, a dwelling etc 
and to Nations, a critical component in social and economic fabric which represents one of 
the most basic human needs [3]. Housing, as a unit of the environment has a profound 
influence on the health, efficiency, social behaviour, satisfaction and general welfare of the 
community [4]. To a certain group of people, housing means just mere shelter while to others 
it means more as it serves as one of the best indicators of a person’s standard of living and 
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place in society [5]. Across the globe, various housing forms have been influenced by 
different values such as people’s culture, beliefs, religion, climate, urbanization and most 
recently, professionalism [6]. However, no matter the form or value that has influenced these 
dwellings; they are all geared towards achieving the same purpose of serving as a resting 
place, sleeping and family gathering and the day to day activities of the inhabitants. It has 
been postulated that housing not only provides shelter for a family but serves as a centre for 
its total residential environment, a focus of economic activities, a symbol of achievement and 
social acceptance and as an element of urban and income distribution [7].  
Many nations are of a heterogeneous type of society comprising of ethno-geographical 
regions like the north, middle belt, east, west and south exhibiting different cultures and 
housing forms - due to trend of civilization, cultural infiltration and technological 
advancement [6]. Certain types of architecture are identified with certain groups of people 
either as a state or nation [6]. Architecture in this dimension could be seen as the art of design 
of buildings and structures for convenient human habitation and utilization. It is intended that 
wood-crete in a broad spectrum satisfies a trinity of architectural requirements in a user that 
is, his physical needs (satisfactory body reaction of feeling), his emotional needs (aesthetic 
and psychological) and his intellectual needs (logic, orderliness and flawlessness); hence the 
appeal to architecture to be both art and science [8].  
As a result of population growth and urbanization, housing delivery, though becoming hard to 
achieve is still an essential part of everyday live and wood-crete technology developed in this 
study would thus help reduce the manufacturing process of building construction. In 
developing countries for instance, poor housing delivery can be attributed to a number of 
factors ranging from inadequate mechanisms and systems for land allocation, funding 
(materials for building), mortgage institutions and infrastructure [3]. Despite the importance 
of housing, its delivery to low, middle and high income earners has not been made any easy. 
A major obstacle to this is the increase in population and rapid urbanisation coupled with 
discrepancy in housing needs and supply. As part of some strategies to improve housing 
delivery system, it is suggested that an approach towards developing a cooperative model 
should be made priority [9], while some authors advocates for simple land allocation system 
and affordable financing model [10] [11]. The development of wood-crete, creates a model 
that provides a building material that resists impact load, reduces manufacturing process and 
the ease with which material is developed 
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In most developing nations, the population living in urban centres has increased over the 
years [3]. In Nigeria, (one of the fast growing developing nations), it is suggested that over 
40% of her population now live in urban centres of varying sizes [3] [12]. The incidence of 
this population in urban centres has created severe housing problems, resulting in 
overcrowding of inadequate dwellings, high rents, poor living, degradation of the 
environment and in a situation in which 60% of Nigerians can be said to be “houseless 
persons” [13] [14] [15] [16]. The National housing policy Federal Ministry of Works and 
Housing, Lagos in FRN 1991 report, projected the urban housing shortage to be about 5 
million housing units while the rural housing shortages stood at 3.2 million (a comparison of 
Nigeria housing deficit is presented in appendix 1. More recent United Nations study put the 
overall housing deficit at 17 million units while Nigeria National Bureau of Statistics 
estimates are between 12 and 14 million housing units [17]. These problems have also been 
exacerbated by excessive inequalities in the country with Gini index of 43.7%. Another 
aspect of the problem which is the gap between low and high income earners puts total 
expenditure of the poorest 10% to about 1.9%, that of the richest 10% about 33.2% whereas 
in a report by United Nations Development Programme, 2008 states that about 70.8% of 
Nigerians earned less than $1.00 (US dollar) a day between 1990 and 2005. 
As suggested by various studies, a host of issues including poverty, unemployment, 
landlessness, homelessness, environmental degradation and other problems continue to 
plague developing countries. According to World Bank's World Development Indicator, ''1.4 
billion people are living in extreme poverty—more than one-quarter of the population of 
developing countries. But countries and regions that have reduced their poverty rates are no 
less successful by the new measurements. In 1990, at the beginning of the period tracked by 
the Millennium Development Goals, 42 percent of the people in developing countries lived on 
less than $1.25 a day. Over 15 years global poverty fell by an average of 1 percentage point a 
year'' [18]. Countries with high poverty rate face a whole lot of challenges to achieve 
objectives of sustainable development and housing affordability. 
According to United Nations Educational, Scientific and Cultural Organization, Sub-Sahara 
Africa and South Asia are the largest regions with a concentration of people in extreme 
poverty in the world [19]. Poverty is a major challenge making sustainable development 
elusive for many African countries and most countries on the continent do not fully benefit 
from the opportunities of globalization. For instance, it is observed that house ownership is 
one of the first priorities for most households which represent the largest single investment 
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(between 50% and 70% of household income) [15]. In addition, since most tenants belong to 
the low income earning group (mainly in developing countries); it has become increasingly 
difficult to own their own houses from their insufficient, meagre financial resources. Many as 
a result have reverted to self-help housing development with the use of sub-standard building 
materials without employing the services of building professionals. In order to achieve 
sustainable development in Africa, the issue of poverty must be a priority. Thus, government 
development initiatives must focus on alleviating poverty in order to pave way for a self-
sustained society. However, except by the implement-ability of sustainable policies in a long-
term, achieving sustainable development might remain elusive.  
Sustainable development on its own has gained currency in the last decade, particularly in the 
developed world [20]. Some of the many positive impacts seen from sustainable development 
and construction include increasing the efficiency of resource consumption and reducing the 
impact of buildings on human health and the environment [21]. Other benefits from 
sustainability include: the extended lifespan of a project, the lifecycle cost savings, and 
improved indoor environment quality. In the developed world, there are initiatives to promote 
sustainable construction and standards have been created with which to measure 
sustainability. The developing nations are however striving to establish themselves with a 
great chance to improve sustainable construction practices in order to avoid many of the 
problems that have been experienced in developed countries [22]. As the discussion for 
sustainable development continues, there is an added pressure on resources in developing 
countries which means construction work should be sustainable with zero mistakes [23]. The 
theory of sustainable development was defined in the World Commission on Environment 
and Development as “meeting the needs of the present without compromising the ability of 
future generations to meet their own needs”. Most developed countries have viewed housing 
projects in this light as it is a norm that when considering sustainable projects, there needs to 
be the incorporation of economic, social and environmental issues in the planning and design 
stages with the aim of providing a building that is affordable, accessible and environmentally 
sound [24]. However, the reverse is the case for developing countries. The notion of 
sustainability needs to drift away from the construction of buildings and structures. As 
construction occupies land and uses minerals, water, technology, chemical processes and 
energy in production of building materials and use, there needs to be critical examination of 
its impact on the environment. 
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A number of authors have ascertained that to save energy; protect the environment; reduce 
pollution and conserve resources, the process of sustainable development needs to include 
sustainable design; sustainable planning; sustainable financing and investment; sustainable 
materials; sustainable tools, technology and methods; sustainable ownership and use; 
sustainable professional and labour practices; sustainable institutions thereby actualizing a 
sustainable end product. As a result of the fast rate of urbanisation experienced in most urban 
areas in developing countries and the increasing pressures on what can be referred to as 
limited resources, there is great necessity to make sustainable interventions now while built 
environments are being created, rather than try and change things after they have been built.  
With the present rate of underdevelopment in developing countries, there is a great 
opportunity for development in these countries to avoid the problems currently experienced in 
the developed countries [23]. An undisputable fact therefore is that sustainable construction 
can happen in developing countries if only all the essential elements of design both 
technological and contextual enablers, energy/CO2 pollution, water, health and well-being, 
materials management, surface water run-off ecology, waste are developed and work together 
to suit their design practices and policies. Various scholars have studied the challenges of 
sustainability and urban development. Some studies have focused on the challenges of a 
sustainable environment [25], others have centred on urban governance and the challenges of 
urban poverty [26], gender and urbanization [27], and sustainability and urban poverty [28]. 
Nevertheless, it is accentuated that the delivery of sustainable housing should begin from 
conceptualization where housing is to be considered both as a product and a process, which 
takes into account the economy, social and psychological phenomenon of all parameters [29]. 
Achieving sustainable development has to do with having a responsive housing policy which 
should be in consonance with the existing national and socio-economic realities of a country. 
To put this in perspective, there needs to be a push for greater participation of ordinary 
citizens in the affairs of cities and town through a degree of power decentralized to local 
authorities (public participation). Existing policy or programmes should be reviewed and 
reinvigorated to ensure adequate sustainable infrastructural development alongside housing 
delivery as well as the overall urban development [30].  
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1.2 Statement of Problem  
Issues of housing delivery in relation to cost, the manufacturing process of materials, 
environmental impacts from building and building materials are a major concern in the 
construction industry both internally, locally and globally, most especially when achieving 
low-cost housing and shelter-for-all. It is imperative that every rich and poor person or family 
should be able to afford a home, which may resist the rigors of climate and environment, and 
must not cause a hazard to at least the occupants. With the extraordinary rise in population, 
number and size of cities over the past few years, there is acute shortage of dwelling units 
which has resulted in overcrowding, high rents, poor urban living conditions, low 
infrastructure services and indeed high crime rates.  
Taking a look at the developed countries using England as an example, more than two million 
people find their rent or mortgage a constant struggle with 1.4 million children living in bad 
housing [31]. In addition, 7.4 million homes in England failed to meet the Government’s 
Decent Homes Standard which meant many households had no choice but to live in poor 
conditions, which had severe damage to their health and often posed dangerous hazards [32]. 
In 2008 / 09, 654,000 households in England were overcrowded and in 2009, the height of the 
economic problem across the globe, the number of repossessions rose to 48,000 from 25,900 
in 2007 [31]. Overcrowding, has a detrimental effect on family relationships and health, as 
well as a damaging influence on children's education and emotional development.  
The rapid up-swing in the prices of building materials in the last five years has further 
reduced the affordability on housing [15]. Construction materials and housing design play a 
crucial role in the bid to address housing problem. In some countries, total cost of materials 
on construction is about 75 per cent [33], though the cost of construction is generally about 50 
to 70 percent. Some of the factors contributing include inadequate infrastructural facilities 
which may increase the cost of delivery of materials and the tariffs charged on the materials 
also shoot up the prices [33]. Further evident is that as estimates of housing projects are 
determined largely by the cost of building materials involved, most developers, individuals or 
corporate bodies have been compelled to use modern materials because of unavailability of 
generally acceptable local materials that can stand the test of time [33].  
As the major building material used in construction is cement, in developing countries like 
Nigeria, does not produce enough cement domestically (appendix 2 and 3) to meet demands 
making it one of the world’s largest importer of cement though with restriction of 70.5% 
 Development of Wood-Crete Building Material Chapter 1 Introduction 
8 
 
dependence on importation [15]. The minister of industry, trade and investment Dr Olusegun 
Aganga was quoted in ThisDay live newspaper on 29
th
 May 2013 [34] that Nigeria now 
exports cements and production rate of cement is on the increase though statistical figures are 
yet to verify this claim. The chances of the local industry rising to the task remain very slim 
as only four out of the seven of the cement companies in the country are still limping along at 
various levels of capacity utilisation. While various factors such as artisans, craftsmen and 
various building materials that contribute to the overall cost of building are on the increase, it 
is alleged that most people are not able to afford a house/home due to the high cost of 
production including labour force like masons, painters, carpenters, plumbers, electricians, 
site labourers and materials [35]. It is therefore imperative to consider innovative ways to 
reduce cost in construction where possible in other for low income earners to be able to afford 
a house or home.  
One way of combating this problem will be to look into the use of materials made out of 
waste and which is readily available for use. There will also be need to conserve materials, 
reduce their unnecessary use, make them last longer, recycle and reuse them. All of these, 
being considered in the development of wood-crete building material will go a long way in 
cost reduction of houses as materials used will be from waste thus reducing purchasing cost 
of materials and low level of technicality in assembling. The above shows that there is the 
need to focus and encourage the use of local materials that could be more effective in 
providing decent housing to households. There is also the need for policy and decision 
makers to have deeper understanding of the forces that influence and shape housing 
affordability of different income earners within a society. There is no doubt that large-scale 
development is needed to address issues such as adequate housing, rapid urbanisation and 
lack of infrastructure.  
It is true that these problems need to be addressed in a way that is socially and ecologically 
responsible. One major problem facing developing countries today is macro-scale factors. 
These factors include: Political instability and in-transparency in governance leading to 
corruption in bidding, tendering and contract awards having a great negative effect on 
sustainable construction among other facets of socioeconomic life. During violence, people, 
buildings and settlements are often the first targets which have adverse on: 
- Rendering people homeless and creating a growing refugee population which increases the 
demand for emergency shelter and settlements. 
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- Reducing the lifespan of buildings, either through actual destruction or lack of care and 
maintenance. 
- Reducing incentives to invest in property development and maintenance. 
- Reducing incentives for research and training, while contributing to the exodus of existing 
capacity. 
Also central to the achievement of adequate provision and distribution of housing is the issue 
of managing the relationship between the price of housing and the capacity of household to 
pay for housing [36]. With over 1.7 million households currently on local authority housing 
waiting lists in England, and a huge under-supply of family-sized properties, the only solution 
to the current housing crisis is to build more homes [37]. In a bid to achieving housing for all, 
it becomes a responsibility for the government, private developers and designers to make this 
attainable. While the government makes regulations, policies and subsidiaries for housing, 
designers in the construction industry must also try to bring innovative ideas of minimising 
construction cost through the use of local materials as modern construction materials are on 
the increase. The use of waste in the manufacture of wall panels may serve as one of many 
solutions to not only solve the problems of waste management but also present solutions to 
the construction industry to attaining sustainable designs and affordable housing. A barrier to 
this is the reported low strength properties of some low cost composite materials like 
hempcrete which wood-crete being developed in this study tries to solve. 
1.3 Objectives of Study 
The primary objective of this research is to develop a new building material (wood-crete) 
using sawdust, paper and tradical lime for wall construction. Material thus developed is aimed 
at having optimum strength and lightweight, thus improve thermal conductivity and reduce 
heat absorption of wall whilst enabling people across all levels of income to be able to afford 
sustainable and healthy homes. Other specific objectives of this research include: 
 To identify concerns with issues related to waste materials and how they can be used 
to achieve effective housing delivery by: 
 Reviewing the use of waste materials with major focus on the use of sawdust 
and paper waste. 
 Understanding the technology associated to combining sawdust and binders 
for building applications.  
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 To investigate the bonding strength between fibres and matrix for enhancement of 
strength properties of composite materials 
 To develop and identify comprehensive products and models (material technology). 
Within this scope, this research focuses on the following aspects: 
 Determining the effectiveness of surface modification by alkaline treatment 
and water boiling treatment of sawdust 
 Understanding the developmental stages of determining the application of the 
developed material. 
 Examination of the developed material for insulation purposes 
 To investigate the effect of different wood species on strength properties of 
composite. 
It is expected that in this research, the current problem of housing delivery will be identified 
and addressed with use of waste materials namely sawdust and paper leading to a faster 
manufacturing process of composite, ease of manufacturing, achieving good strength 
properties and thermal conductivity properties. The combination of these two materials would 
lead to the development of a composite material “wood-crete” which would enable this 
researcher to make useful recommendations regarding the use of a new building material in 
the construction industry, environmental potentials of the new building material and the 
utilization of waste materials as value added products. 
1.4 Research Methodology 
The research design directs the research strategy by defining an action plan and propounding 
how answers to research objectives would be achieved.  An initial literature review was done 
to determine relevant information associated with the concept of achieving housing delivery. 
Focus on literature is based on housing and the possibility of using waste to develop 
composite material for low-cost housing.  
As the research mainly focuses on the use of waste materials, part of literature review is on 
waste materials in relation to the construction industry. Within this section, wood and paper 
wastes (main materials for this research) are reviewed giving a significant insight on different 
ways these waste products have been used and managed. The availability of wood and paper 
wastes are carefully investigated as they are of crucial importance to help establish the 
viability of these materials being used in the course of this study. The use of wool fibre and 
chicken feathers were at first considered during investigation.  
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Furthermore, a review on technology on the use of inorganic binders for building materials is 
carried out with the aim of ascertaining various processes of how composite materials have 
been developed in the past. Within this section, major factors such as hydration, compatibility 
and particle geometry which affects wood and inorganic binders for instance Portland cement 
are investigated. This provides a background for analysis of various types of sawdust 
treatments carried out to improve strength properties of wood composite. This study also 
makes extensive use of laboratory experiments designed to determine the viability of using 
the developed material by looking at different properties of the new building material which 
includes strength, thermal conductivity, and water absorption and fire resistance properties. 
These tests have been carefully chosen as they help indicate significant properties of materials 
to be used in building construction. These test where chosen based on the following reason: 
 Compression test: For the developed materials to be used as a structural material or 
load bearing material, it is important to conduct a compression test to determine the 
behaviour of the material under crushing load. 
 Fire test: Fire test to know the behaviour of the material under a specific condition. 
The test gives an understanding of how the developed product will perform in actual 
fire situations. Equipment used to conduct this test includes a cone calorimeter used to 
determine the heat release and combustion of the developed material. 
 Water absorption test: As most construction materials are subjected to weather 
condition, it was important to determine the behaviour of the developed material 
under water absorption to ascertain the percentage increase in weight of the material 
after exposure to water under specified conditions and deterioration due to water 
attack. 
 Thermal conductivity test: Thermal conductivity test was done to measure how easily 
heat can pass through the developed materials. It would help the research to determine 
if the developed materials can be used as insulation in building construction. 
Results of tests were analysed and compared to British Standards and other existing materials 
mainly hempcrete. 
During initial experimental design, sawdust was mixed with feathers and 20% of DSM bio-
resin for the manufacture of wood panels. Limitation did exist due to higher percentage of 
resin needed to bond materials together and in addition, treatment of feathers with chemicals 
before use which is suggested due to feather contamination thereby leading to increase in 
cost. Flexibility study also involved the use of wool fibre, sawdust and inorganic binder for 
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better insulation properties and reduction in mass of developed product by addition of wool 
fibre to sawdust and binder mix with the use of normal wet casting method for fabrication. 
As consideration was made to the use of alternative materials due to high cost of wool fibre, 
two types of waste paper, de-fibred waste paper - broken down by soaking in water to form 
paper sludge and then dried in oven before blending and paper strip - shredded with the use of 
a shredder, shredded into 2mm by 10mm are considered. Normal wet casting method used 
during flexibility study was used for production of wood-crete. During fabrication, two 
different ratios (1:1 and 1:2) of sawdust to binder where used to ascertain the correlation of 
binder and wood particles. Mixing of various materials was carried out by first mixing 
reinforcement (waste paper) with water before the addition of all other materials to enable the 
paper to be properly wetted. After mixing of all materials, light compaction was carried out in 
the forming mould due to light weight of sawdust. Samples were left to set for 24hours and 
then 32days to cure before testing.  
Optimising the properties of the developed product involved considerations made to the 
various types of paper reinforcements used (de-fibred and paper strips), treatment of sawdust 
with use of water boiling method and NaOH. The choice of using NaOH was based on studies 
which show that the addition of aqueous sodium hydroxide (NaOH) to natural fibre helps 
form a good bond and promotes the ionization of hydroxyl group. Treatment of sawdust was 
done by boiling sawdust at various times and at different percentages of NaOH till a peak 
level was reached for attaining maximum strength. Aim of the treatment was to remove 
extractives from wood which inhibits compatibility and hydration of wood and inorganic 
binders thereby improving on properties of developed material. 
1.5 Scope of Study 
This research aims to develop new building materials “wood-crete” and define and consider 
the application of a newly developed building material to be used in the construction industry 
for housing delivery and strength improvement compared to other existing materials like 
hempcrete.  
The scope of this study is limited to the use of waste materials only for development of wood-
crete material for housing delivery. The main reason for limiting the scope of this study to use 
of waste materials include the fact that for affordable housing to be achieved, consideration 
made to any material used for housing delivery needs to be cost effective and readily 
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available. In addition, limiting the scope to low income earners is due to the fact that housing 
problems across the globe is generally more severe and profound on low income earner than 
high income earner. 
Major housing problem is centred on developing countries because of higher levels of 
population density, higher population growth rates, high levels of migration, higher costs and 
value of property and land, and higher levels of income and employment disparity which 
consequently leads to overcrowding, high rents, slums and squatter settlements. Also, issues 
of housing affordability are of great significance in developing countries than the developed 
countries. 
1.6 Significance of Study 
As this study is based more on experimental and theoretical approach, whilst developing a 
new building material, it is hoped that the study will contribute to the process of developing 
more sustainable and affordable material that will more readily have an impact on better 
housing and fast delivery of housing across various income earners. The study is geared to a 
better understanding of the impacts of housing expenditure on housing affordability across 
the socio-economic groups, with a hope that it contributes to knowing and appreciating actual 
housing conditions thus giving rise to improved housing delivery strategies that are effective 
in improving adequate housing delivery. 
Given the environmental problems with regards to waste pollution, one strand of waste not 
fully maximised in the construction industry is the management of sawdust and paper waste 
which currently are being land-filled or incinerated. Although this has helped in propounding 
a solution to the aforementioned problem, this can only be considered temporary (a short term 
solution) and poses health concerns to people living within the environs. Landfills are a usual 
source of methane gas, the second most important greenhouse gas emission that contributes to 
the ozone layer depletion and climate change. Its practice thus leads to a free unchecked 
emission of methane into the atmosphere. Though the practice of land filling and incineration 
has temporarily ensured a clean society, it is the least in the waste management practice 
hierarchy with the least economic benefits and most environmentally negative effects.  
By using waste material (sawdust and paper) in the production of the new and value added 
material, it proffers a more sustainable approach to waste management practice that will be of 
immense benefit both environmentally, economically and socially. 
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1.7 Thesis Outline 
 This thesis work comprises nine chapters. A brief review of each of the chapters is 
given as follows: 
Chapter 1 comprises an introductory session and a background of the statement of 
problems. This gives a background for the development of this research in line with research 
motivations and objectives. It includes the necessity for this study and its importance to the 
construction industry. This chapter thus includes the outline (methodology) on how this thesis 
would be carried out. 
Chapter 2 presents a literature on low income housing and its associated problem of 
delivery. A further look into waste and waste management with major focus on construction 
waste and its utilization is analysed.  
Chapter 3 investigates the technology and process of existing building materials 
mainly focused on composite materials in combination with inorganic binders. 
 Chapter 4 presents the developmental stages of this research work. It helps readers to 
have a good understanding on what materials where first considered during the course of 
developing wood-crete materials and how eventually the decision to use sawdust and waste 
paper came about. 
  Chapter 5 gives a comprehensive detail of the materials used (sawdust, paper and 
tradical lime), presents the processing technology, the developmental stages and factors 
which could affect the manufacturing of wood-crete in line with how the various test 
procedures were performed.  
 Chapter 6 analyses the results and discussions of development of wood-crete building 
materials from sawdust and waste paper. It presents results of compressive test and thermal 
conductivity test of wood-crete. Results across all developmental stages are analysed and 
compared with existing materials (Hempcrete). 
Chapter 7 presents development of wood-crete from treated sawdust. It gives an 
insight on the necessity of modifying sawdust before use. Further results on the effect of other 
factors affecting wood-crete building materials including water absorption and behaviour 
under fire are presented.  
Chapter 8 presents the development of wood-crete building material specifically 
from hardwood and softwood sawdust. It was necessary to make this consideration in order to 
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ascertain the effect of various wood species and their chemical composition effects on 
properties of wood-crete. 
Chapter 9 summarises the research thus far and presents research conclusions and 
recommendations for future research. 
1.8 Interim Conclusions 
This chapter has thus laid a good overview of the thesis. It introduced the background of the 
research and an extensive view of research problems. It has also illustrated the significance of 
the research whilst highlighting its benefits as well. The methodological approach has also 
been introduced, objectives of the thesis clearly identified and an outlined format of the 
report. In view of all that has been discussed, this thesis can thus advance with a detailed 
description of the research.  
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CHAPTER 2 LITERATURE REVIEW: LOW-
COST HOUSING AND WASTE MATERIALS 
2.1 Low-Cost Housing 
Achieving low-cost housing greatly depends on the use of low-cost materials. Issues of low-
cost housing have become a great challenge for every economy. This is because the quest for 
affordable housing has grown over the last few years with increase in urban migration and little 
or no concerns of environmental impact which puts a high number of urban populations at risk 
from natural and built environmental hazard. The challenge only becomes worse for 
developing countries such as Nigeria where a number of her populations are homeless or not 
with adequate shelter. Thus, the goal to attaining low-cost housing cannot be more important in 
the present day economy of the nation. Notable among the early literature in the housing field 
are [38] [39] [40] [41] [42] [43]. Their research provided a broad overview of housing 
problems and prospects, within the frameworks of the National Development Plans (NDP). 
They formed the basis for the development of much of successive national and state housing 
policies. While some researchers considered haphazard housing policies and obscure 
implementation strategies as major obstacles impeding government objectives in the housing 
sector and suggested the formulation of an integrated housing policy, these recommendations 
were seldom empirically supported.  
Agenda 21, identified some adverse problems affecting most cities and towns including 
inhabitants which creates a challenge for government to be able to achieve a sustainable 
environment. Amongst these are low employment opportunities, spreading homelessness and 
expansion of squatter settlements, inadequate and deteriorating building stock, services and 
infrastructure, increased poverty and a widening gap between the rich and poor, growing 
insecurity and rising crime rates and lack of financial resource. Others include problems in the 
education and health sectors, traffic congestion, high rate of pollution, lack of green space, 
unavailability of water supply and poor sanitation, improper use and land with increasing 
insecurity in land tenures.  
Most developing counties are experiencing rural-urban migration. Consequently, the way in 
which housing is produced and exchanged has an impact over development goals such as 
equity and poverty eradication [44]. Construction techniques and location of housing can 
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influence environmental sustainability, the mitigation of natural disasters and the design of 
dwellings both which reflects and protects important elements of culture and often religious 
beliefs [44]. In view of this, the state of Nigerian cities is characterized with poor housing 
delivery, slums, low productivity, poverty, inadequate infrastructures, problems with 
transportation and high rate of crime amongst youths [45]. However, efforts being made by the 
government to solve this problem have had little success so far [46] as most of the housing 
projects embarked upon have failed to adequately cater for both the qualitative and quantitative 
of housing needs of the increasing urban population.  
Generally speaking, the problem of inadequate housing does not seem to rest any longer on the 
absence or lack of relevant policies, but on the lack of commitment on the part of government 
at ensuring effective and good governance which recognizes the significance of 
decentralization of decision making and participatory processes, premised on the principles of 
good urban governance which are effectiveness, equity, participation, accountability and 
security that were adopted in the UN-Inter-Agency meeting of 2001 [47] [30]. Housing 
therefore should not be looked at as a problem area requiring major social spending but as a 
means for promoting and mobilizing savings, expanding employment and economic activity 
particularly as a tool for poverty alleviation [44].  
It was also noted that the most important challenge in housing development strategies is how to 
balance market incentives and private initiative (which are essential to efficient housing 
delivery), with social and environmental goals and collection action (which are central to 
equity and sustainability). The critical evaluation of public housing providers and products has 
been negligible. There have been a few efforts focused on the economic aspects relating to 
low-cost housing and how low-income earners have been dealing with housing problems [48] 
[4]. Although various governments have tried in different ways to mitigate the delivery of low 
cost housing, there are a number of challenges still faced by government and private sectors 
particularly for low income and other vulnerable groups mainly in developing countries. These 
constraints include but are not limited to the following issues discussed below:  
2.1.1 Inadequate Supply of Affordable Land 
A critical problem in the delivery of low-cost housing in developing countries is land 
acquisition for new construction. Though there have been different measure to put an end to 
these problems, most of these measures have not been implemented. Taking a look at Nigeria, 
one of these measures initiated is Land-Use Decree of 1978 and Land Use Act of 1980 
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produced to make possible for urban land to be put into building production more quickly by 
changing ownership from traditional owners, the extended family, and indigenous community 
and placing it with the state governors and the state Land Allocation Committees. This decree 
has not been implemented and thus it is estimated that over 25% of new construction costs is 
attributed to land costs. Land scarcity thus leads to escalating land prices, overcrowding of 
existing neighbourhoods and illegal invasion of vacant land and growth of squatter settlements. 
To avoid this trend, there has to be provision of adequate and affordable land for low-income 
housing. In order to increase the supply of urban land, it is believes that the financial and 
technical capabilities of the municipalities must be strengthened [49]. More emphasis are laid 
on the necessity to create conditions that would facilitate the growth of private land 
development agencies and as such, governments should formulate a regulatory framework 
ensuring that such private sector land developers will serve all income groups [49]. 
2.1.2 Lack of Effective Implementation Strategies  
It has been observed that failure of policy implementation has proven to have significant 
impact on housing sector [50]. The solution to overcoming this is for government to promote 
an effective facilitative role in order to harness the full potential of all sectors in housing 
industry. As noticed in many developing countries, most governments have adopted enabling 
shelter strategies and initiated actions to support the actors in the housing delivery process. 
This also indicates that there is extensive room for improvement and articulation in this area to 
make known what is on paper as a policy document and what is really happening on the ground 
[49]. 
2.1.3 Poor Promotion of Security of Tenure  
Promoting security of tenure is a prerequisite for sustainable improvement of housing and 
environmental conditions [51]. Addressing the issue of squatter settlements with a view to 
upgrading them need to be carried out to prevent/reduce evictions. Governments should focus 
on regularization schemes in order to provide incentives to families to invest in their homes and 
communities whilst promoting security of tenure to also support better functioning of rental 
housing markets.  
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2.1.4 Improving Infrastructure and Services  
Many authors believe that financing and facilitating infrastructure to meet basic needs of many 
urban communities have been difficult for the majority of governments and local authorities. 
Most of the time, this is owing to the high standards that make provision of infrastructure very 
costly. Corruption has a role to play here in most parts. It is noticed that infrastructural services 
are sometimes unnecessarily subsidized and these subsidies are most wrongly directed. As a 
result of this trend, most households in growing urban communities are beginning to see how 
best they can provide these services for themselves. This approach is leading to unregulated 
planning and random scattering of services.  
2.1.5 Promotion of Housing Finance Mechanisms 
Majority of housing finance mainly in developing countries being set up provide services only 
to a small proportion of population. For example, the United Nations Human Settlement 
Programme (2008) on Housing Finance Mechanisms in India reports that smaller housing 
finance companies have ended up merging unto parent bank as has been the case with Vibank 
Housing and Andhra Bank Housing. Since most national policies have not been so successful 
especially to low income earners in encouraging domestic savings, getting finance through 
informal sources of credits like borrowing becomes the order of the day. Lacking collateral, the 
guarantee of regular and recorded income, the low-income groups depend completely on 
informal credit sources, which are expensive and mostly short-term [49].  
2.1.6 Utilization of Local Building Materials and Technologies  
The use of building materials usually constitutes the single largest input to housing 
construction in most developing country cities. It is estimated that the cost of building materials 
alone can take up to 70 per cent of a standard low-income formal housing unit [49]. Current 
trend in most developing countries depends largely on imported building materials and 
technologies which off course has sustainability issues associated with them in line with high 
cost. Building materials constitutes the single largest input in construction and in low-income 
shelter and the value of building materials can be as high as 80% of the total cost, because of 
the relatively low requirements for other inputs, such as equipment, installations and 
specialized skills [52]. In addition, the cost of Portland cement which is considered the most 
commonly used binder in most developing countries [52] is very high because of energy 
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requirements, high transportation costs in many countries and artificial price fixing due to the 
influence of non-technical factors. 
In light of this, there is a wide notion that the use of alternative building approach should be 
exploited. Hence, some researchers have advocated for the use of local building materials. It is 
hoped that this thesis will be of significant impact in this field as main focus is on the use of 
locally sourced materials for facilitation of building delivery. 
2.2 Wastes 
A disturbing concern for the public and private sectors is to find proper disposal of urban solid 
waste (USW) in large cities, since suitable dumping sites for this waste are increasingly scarce 
due to the spread and development of large urban centres [53]. International estimates for 
production of civil construction waste (CCW) vary between 130 and 3,000 kg/inhab.year [53]. 
Waste has been defined as any material that is considered to be of no further use to the owner 
and is, hence, discarded. Most of these materials termed waste can usually be reused or 
recycled [54]. Waste is generated universally and is a direct consequence of all human 
activities thus waste are classified into solid, liquid and gaseous [54]. Gaseous waste is 
normally vented to the atmosphere, either with or without treatment depending on composition 
and the specific regulations of the country involved. Liquid wastes are commonly discharged 
into sewers or rivers, which in many countries is subject to legislation governing treatment 
before discharge. However, some of the legislation are either not adhered to or not 
implemented in most countries and thus liquid wastes are discharged into water bodies or 
allowed to infiltrate into the ground. Indiscriminate disposal of liquid wastes pose a major 
pollution threat to both surface and groundwater.  
Focus on material waste taken into account for this project is sawdust and waste paper which 
are considered part of municipal solid waste. According to Martin Medina, [55], municipal 
solid waste (MSW) refers to materials discarded in the urban areas for which municipalities are 
usually held responsible for collection, transport and final disposal. Examples of municipal 
solid waste include household refuse, institutional wastes, street sweepings, commercial 
wastes, as well as construction and demolition debris. In developing countries, MSW also 
contains varying amounts of industrial wastes from small industries, as well as dead animals, 
and faecal matter [56]. 
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2.2 Construction Waste 
Construction waste generally consists of unwanted material resulting from alteration of the 
construction of buildings or structures. They range from all kinds of materials used in 
construction such as stone, sand, insulation, nails, electrical wiring, and rebar, as well as waste 
originating from site preparation such as dredging materials, tree stumps, rubble and wood 
damaged or unused for various reasons during construction. These wastes are said to be as high 
as 2.5 – 5% by the construction industry. However, some researchers have reported recently 
that actual construction waste is as high as 10 to 15% of the materials that goes into a building. 
Most of these wastes can be recycled or reused on sites most especially as some of them 
produce hazardous chemicals when sent to landfill.  
In the UK and US, construction and demolition waste is said to account for over 50% of waste; 
in a typical landfill site in UK and about one-third of the volume of materials in landfill sites in 
the US although the majority of building types in the United States records a waste ranges from 
20 to 30 kg/m
2
 [57] [58]. In Hong Kong 1994 / 1995, 65% of landfill space was covered with 
construction and demolition waste as reported by Stokoe, et al. [59]. The Environmental 
Agency in the United Kingdom estimates that the true cost of construction waste management 
is around ten times the actual amount paid at landfill site taken into account labour cost of 
handling waste, storing waste, purchase price of material thrown away and the loss of potential 
income from salvaged materials. As a result, there has been a push towards the reduction of 
construction waste in the early life of construction (during design stage).  
Obadan and Uga [60] asserted that in developing countries the construction industry 
contributes between 3 and 6% of the Gross Development Product (GDP). In developing 
countries like Nigeria, records from the Federal Office of Statistics shows that the contribution 
of construction industry to Nigeria’s gross development product (GDP) is roughly at 2% for the 
past 15 years which accounts for about 69% of the Nation’s Gross Fixed Capital Formation 
[61]. Due to lack of statistical data in Nigeria, it is difficult to ascertain the amount of 
construction waste. Undermining the above fact, Olomolaiye [62] noted that, estimator’s waste 
allowances were consistently lower than actual figures. It was discovered that four of the most 
significant impact on construction waste generation on site was the lack of attention paid to 
dimensional coordination of products, design changes while construction is in progress, 
designer’s inexperience in method, sequence of construction and the lack of knowledge about 
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standard sizes available on the market [63]. Amongst these, design changes during construction 
recorded top followed by designer’s inexperience in methods and sequence of construction. 
Some of the other factors attributed to generation of waste on site include designer’s 
unfamiliarity with alternative products, complexity of drawings, lack of information in the 
drawings, errors in contract documents; incomplete contract documents and selection of low-
quality products. There have been calls for rethinking to minimise, reuse and recycle waste 
generated during construction. Contractors who play a vital role in achieving the above 
statement need to ensure effective control of materials from design to construction stage so as 
to adequately reduce processes that can lead to wastages in construction [64]. This view has 
also been supported by various researchers including Ekanayake and Ofori [63]. 
2.3 Wood Waste 
Currently, the reduction in natural resources and the general disturbance of the ecological 
balance constitute significant environmental problems that should be taken into account by 
society and governments all around the world. The increase in CO2 and CH4 emissions, 
resulting from the over-consumption of fuel, from forest fires and from the decomposition of 
waste are to a large extent, responsible for the ‘greenhouse phenomenon’ which involves 
overheating of the planet and extreme meteorological and climatic events. Many countries from 
all over the world agreed to sign the Kyoto protocol to gradually reduce greenhouse gas 
emissions [65].  
The carbon balance on earth is also considerably influenced by photosynthesis. Forests, via 
photosynthesis, absorb large quantities of CO2 from the atmosphere and as a result they 
constitute an enormous natural carbon reservoir with an important role in regulating the 
‘greenhouse phenomenon’. The crucial contributions of forests to the ecological balance not 
only arises from the fact that they facilitate water storage but are also great recreation areas and 
of course provide wood which is a valuable raw material. Changes in economic and 
demographic growth, combined with the many advantages of wood compared with other 
construction materials, have resulted in an increase in demand for wood worldwide combined 
with an increase in the generation of wood waste [66]. Nevertheless, wood waste can 
potentially constitute a valuable resource for the production of various materials and products. 
It is known that waste wood has been recycled in to various products for many years. 
Generally, the main user of recovered wood is the particleboard manufacturing industry, but 
other uses are increasing in importance and amongst them are: pellet and wood chip 
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incineration, animal beddings; surfacing; mulches; fermentation and composts. Figure 2.1 
shows recovered wood waste from across the European countries. Amongst the benefits of 
wood is that it can be recycled several times before eventually being disposed of by 
incineration with energy recovery. 
The traditional users (wood-based panel industry) of industrial wood residues and recovered 
wood are experiencing increasing competition for its raw material, mainly from the fast 
growing biomass energy generating sector.  From an environmental point of view, the 
increased recycling of recovered wood can be seen as a positive evolution because it increases 
the total volume of CO2 stored as wood-based products and enlarging the life-cycle of the fixed 
carbon in the new recycled products.  
 
Figure 2.1 Recovered Wood in Europe 
One strand of waste not fully accounted for is the management of sawdust. Sources reveal that 
at the moment, sawdust wastes generated are land-filled. Although this has helped in 
propounding a solution to the aforementioned problem, this can only be considered temporary 
(a short term solution) and poses health concerns to people living within the environs. Studies 
also show that landfills are a usual source of methane gas, the second most important 
greenhouse gas emission that contributes to the ozone layer depletion and climate change. Its 
practice thus leads to a free unchecked emission of methane into the atmosphere. This land-
filling practice though has temporarily ensured a clean environment is the least in the waste 
management practice hierarchy with the least economic benefits and most environmentally 
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negative effects. Although waste management agencies across the globe have taken a turn in 
the right direction, there is still a lot to explore on how to manage wood waste (sawdust).  
In Nigerian, one of the fast developing countries in Africa with a large landed area, 39% of 
Nigeria’s landed area is classified as forest area of which 10% is forest reserves and 16% is 
high forest containing timber [67]. The Federal Ministry of Statistics also records 7, 959, 047 
hectares for forest reserve and an area of 812, 537 hectares for forest plantation. In 1987, the 
log production in Nigeria as stated in the Federal Ministry of Statistics was reported to be 6, 
172 000 m
3
 with an average increase of 2.6 annually. The report states that for every 1 m
3
 of 
tree cut and removed from the forest, 0.8 m
3
 goes to waste which are in the form of damaged 
residuals (50%), abandoned logs (3.75%), tops and branches (33.75%), stumps (10%), and butt 
trimmings (2.5%) which mean that 80% of the timber is wasted during logging operations [68].  
As a result of this it is observed that Nigeria gave off a total of 5, 369 600 m
3
 wood waste in 
1987 based on the total log production of 6, 712 000 m
3
 [68]. 
In Lagos Nigeria for instance (Nigeria’s most commercial city), there are about 2150 
(estimated) sawmills at the bank of Lagos lagoon. Fig 2.2 shows sawdust piles from local 
timber factory in Lagos, Nigeria. Each sawmills has at least one sawing machine and some 
have as many as three machines. An average of 8 logs is being sawn per day per mill (i.e. 
103,200 logs per week of six working days). Information gathered from Lagos state authority 
states that the minimum girth (or diameter) of the log that can be fell and brought to Lagos for 
processing is 1.126m. Putting this statement into context, the minimum volume of wood will 
be: 
(πD2/4) x 12ft x 0.3 = 0.3632m3  
In one week, a minimum of 103,200 logs of wood will generate approximately 5,669.19 tons of 
waste [68]. This will amount to about 294,797.9 tons of waste per year. This is an enormous 
amount of waste for a city that can hardly cope with its domestic waste. It is, therefore, not 
surprising that these waste accumulate year after year with propensity to increase as the 
demand for wood increases. The mills presently incinerate some of these wastes as a way of 
management. The burning is carried out as crudely as possible, thereby introducing air 
pollution into the already bad situation. It is imperative to state here that the above is a 
calculated amount of saw-dust waste generated in Lagos as stated by [68] though in practice, 
the situation is worse considering the fact that some sawmills are unregistered and a majority of 
sawmills exceeds the minimum girth of log that can be fell and brought into Lagos for 
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processing. It is also crucial to state that as noting has been done about these saw-dust wastes 
for the past years the volume of saw-dust waste at present is significantly enormous. 
 
Figure 2.2 Sawdust piles from local timber factory in Lagos, Nigeria 
2.3.1 Utilizing Wood Waste 
There are a great potential that exists for developing products for housing made from wood 
waste and wastepaper [69]. This will definitely have a positive effect on reducing waste 
management problems most especially in landfill and its use in the construction industry will 
help reduce the total amount of building construction cost. This can be greatly achieved 
through the modification of existing and creation of new technologies to produce building 
products from recycled waste wood, wastepaper, and other materials from the MSW.  
Some of the types of wood waste that might be converted into housing products includes full-
sized used lumber salvaged from razed buildings, wood broken-up during building demolition, 
old wooden pallets, scrap wood from new construction sites, old wood utility poles and railroad 
ties, wastepaper in landfills, yard trimmings, and wood fibre found in the land filled sludge 
produced by paper mills [69]. Despite some conversion of these materials like chipping, 
grinding or de-fibred, its importance cannot be overlooked. As some researchers have reported, 
the merits of utilizing recycled wood waste cannot be over emphasised.  
Wood unsuitable for construction in its native form may be broken down mechanically (into 
fibres or chips) or chemically (into cellulose) and used as raw material for other building 
materials such as High Density Fibreboard (HDF), Medium-Density Fibreboard(MDF), 
particleboard, Oriented Strand Board(OSB) and plywood. Amongst these also includes wood-
plastic composites made by the binding of various wood waste with recycled plastics, synthetic 
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fibres and resins and wood-inorganic composites made by bonding wood particles with 
inorganic matrix. The latter will thus give opportunity to depart from conventional frame and 
panel building systems and create the opportunities to produce a variety of moulded products 
that can be designed for structural efficiency as well as architectural flexibility which is 
acceptable to home buyers and owners, builders, producers of manufactured housing, financial 
institutions, and regulatory agencies. For wood waste to be utilised in the construction industry, 
there needs to be design and testing to meet structural performance, fire performance, 
environmental performance (including moisture effects and durability), insulating and 
acoustical properties, and toxicity hazards.  
2.3.2 Waste Paper 
In the last 40years, it is reported that worldwide consumption of paper has risen by 400% with 
35% of harvested trees being used for paper manufacture. In the United States alone, paper 
waste accounts for up to 40% of its total waste which adds up to 71.6 million tons of waste per 
year (United States Environmental Protection Agency). Paper waste like other wastes faces the 
additional hazard of toxic inks, dyes and polymers that could be potentially carcinogenic when 
incinerated or comingled with groundwater via traditional burial methods such as modern 
landfills.  
Waste paper may have some components that may impact the environment negatively, such as 
inorganic ink or some of the materials used to make up the paper. The logging of old growth 
forests accounts for less than 10% of wood pulp. Amongst the environmental problems 
associated with paper include air pollution, water pollution, wood pulping process and 
deforestation which is a common problem associated with developing countries as well as 
developed countries though most developed nations have initiated sustainable measures to 
tackle this problem. Waste paper finds its use in mainly packaging but there are current 
research looking into how to produce both structural and non-structural housing components 
from recycled wastepaper fibre. United Nations report states that the annual rate of 
deforestation in Nigeria is of serious concern. A measure to mitigate the problems as suggested 
in the report is by having a sound forest implementation policies and enforcement [23].  
2.4 Use of Local Building Materials 
Building materials often constitute the single largest input to housing construction. In the 
United Kingdom, there has been a rise since 2010 in the price of housing construction materials 
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(Figure 2.3) but a fall of 2 percent noticed in 2012 still gives an indication that more needs to 
be done to further reduce the price of housing construction materials [70].  
 
Figure 2.3 Price of housing construction materials in UK [70] 
The price is on the increase most especially in developing countries as most developing 
countries now have restriction in place on the importation of cement which is one of the most 
popular building materials. In Nigeria, this problem has been more compounded with low level 
of production of cement domestically (appendix 3). There is also no promotion in the use of 
clay, timber and other building materials which has only but resulted in high increase in price 
of cement. It is important that materials used for construction is readily available for use. This 
factor has been thought through hence the choice of wood waste.  
Factors that have contributed to the low use of local building materials include lack of basic 
infrastructures and services, housing finance mechanisms, community participation and on a 
wider note, having a stable political environment for implementation of policies and 
regulations. Building materials are one of the major factors affecting the effective delivery of 
housing in the construction industry. In the construction industry, building materials plays an 
important part because materials constitute the single largest input in construction often 
accounting for about half of the total cost of most or any construction products [71] [72] [73] 
[74] [75]. For the development of a country’s economy, the importance of the building and 
construction industry cannot be overlooked [76]. The construction industry can thus be 
summarised as a source of livelihood for a nation. [77].  
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There are three different groups of materials as stipulated by the United Nations [78]. Firstly, 
the modern or conventional building materials which are material based on modern 
conventional production methods like concrete, steel and glass; secondly, traditional which 
relates to materials that have been in local production from ancient times using small-scale 
rudimentary technologies, e.g. laterite, gravel, thatch, straw, stabilised mud, Azara and raphia 
palm; and thirdly, innovative materials which are materials developed through research efforts 
aimed at providing alternatives to import-based materials e.g. fibre-based concrete, ferro-
cement products etc. Despite the success of innovative materials, there are calls for the return 
to the use of local building materials. Some of the reasons include a call for more sustainable 
approach in building construction and the high costs of both the modern and innovative 
building materials and inadequacy in supply not counting the technological knowhow and 
expertise associated with installation process [79] [80] [81] [82].  
The use of these locally sourced materials depends highly on their availability and the 
technology involved in implementing their use. As reported by various researchers [83] [84] 
[85], if technologies, which have low import input, can be operated and maintained with 
available skills developed, the bottlenecks of prohibitive costs and irregular supply can be 
overcome over time. For this to thrive there needs to be support from the government in other 
to be able to convert the locally sourced materials into commercial scale use. Government 
activities in housing hampers the use of local resources where they continue to build and 
manage houses, and thereby making same mistakes by setting material standards, and building 
codes, which are ill suited and far too expensive for the poor majority [86].  Some of the 
problems usually attributed to the use of locally sourced materials consist of; 
2.4.1 Quality of Output and Design Limitations 
It is a general belief that construction done with local materials are usually not of good 
qualities. This compounded with the problem of unavailable standards for quality production of 
local materials makes the issue more complex [83].  The lack or unavailability of standards 
means that the output of the productive process will not have a basis for standardisation and 
acceptance. However, most projects that have incorporated the use of local materials have 
recorded success in recent times an example is the secondary school project in Gando 
Burkinafaso which won the regional holcim award Africa Middle East in 2001 designed by 
Diebedo Francis Kere [87]. 
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2.4.2 Demand for Local Material and Inadequate Supply 
One other reason for the unpopularity of local materials is as a result of fewer demands for 
these materials which lead to low viability in the market [83]. There is a general feeling that 
local materials when used, are of low quality which makes demand for them very low. It was 
reported that in 1976, the Federal Government of Nigeria established seven clay brick factories 
and though these plants were designed with an installed capacity of 1.5 million bricks annually, 
as at the year 2002, they were on the average running at 15 to 25 percent capacity due to low 
patronage [72] [75]. Government needs to lead by example in this field by having policies that 
promotes the use of local materials and incorporating the use of locally sourced products in 
their projects. 
2.4.3 Inappropriate use of Local Building Materials and Technical 
Problems 
Some researchers have reported the inappropriateness use of local building materials 
construction application and lack of skilled workmanship which results to most projects been 
abandoned. The full range of what constitutes local building material is unknown while the 
lack of basis for cost comparison between local building materials and the conventional 
materials has always been a problem [72]. Several scholars classify technical limitation with 
the use of local building materials and legal problems associated with their use as another 
problem needed to be addressed. Other authors have objected to the return of local building 
materials in modern buildings [80]. One reason given is that these materials cannot satisfy the 
new needs of building forms and functions and that it is not possible to provide enough 
materials to satisfy demand. A number of researchers are of the view that better understanding 
of the failings of these materials and their innate characteristics, overcoming their shortcomings 
and ways to use them with confidence can be gained through the application of new knowledge 
and techniques [88]. It is therefore important that when considering developing new local 
materials for construction, the technicalities are kept simple but of standard. 
2.4.4 Transport and Cost Implication 
Issue of transportation has always been a problem in the use of local building materials. There 
have been issues with the transportation of materials from sites where materials are of excess to 
areas where they are not. There is also the concern of the cost of maintenance after building. 
However, the existence of this problem should not be viewed as a reason to abandon these 
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materials but rather a valuable challenge to accomplish. Using local available materials helps 
reduce cost of energy consumption when compared to using materials that are shipped across 
country or imported from other continents. Locally sourced materials can be readily available 
much more quickly than if shipped from a distance and can be harvested and processed in a 
customized fashion for specific needs. 
Despite the shortcomings attributed to the use of locally sourced building materials, which 
includes uncertain durability and life span of products, low aesthetic value and poor social 
acceptability by the general public, there are some benefits associated with their use which 
include: 
 Providing affordable housing 
 Reducing cost of constructions 
 Provision of employment opportunity 
 Meeting increasing demand for housing stock 
 Use of environment friendly resource 
 Energy conserving alternative 
 The development and propagation of indigenous technological ingenuity and skills of 
the local people. 
 Enlarging and promoting the economic strengths of people and the country at large. 
 Provides a source of study and research for both present and future generations.   
The areas of potential benefit of incorporating local building materials in building construction 
include: 
 Providing affordable housing for the citizenry though, the general bias is that it will 
only be suitable for low-income cadre of society.  
 Reducing costs of construction since materials found locally will be used thus 
eliminating costs associated with manufactured products and transportation. 
 The development and propagation of indigenous technology and the provision of 
employment. These will invariably contribute to the economic growth of the nation. 
2.5 Interim Conclusions 
It is true that reducing the cost of materials in building construction has a significant influence 
on the total cost of building. There needs to be innovative ways to adopt and vigorously pursue 
a housing delivery strategy that is ‘end-users driven’ [89] through the use of low-cost materials 
(waste products). Professor Olumide Olusanya as quoted in Nigerian Tribune [90] stated that 
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“sustainable systems building has become imperative for mass housing production in a 
developing economy because carrying on with housing development using conventional 
building methods would only hinder housing growth mainly in developing countries. A mass 
housing would therefore be based on the use of local content using local components that are 
available and of low-cost.  
In light of the above discussion on policies and regulations, different authors advocates for the 
governments to engage on an “Enablement Strategy” to housing which would see the 
government to assume the role of “supporter” in contrast to “provider” in the housing sector 
[91]. This implies that rather than embarking on the construction of dwelling units, the 
government should rather concentrate on reforming and managing the legal, regulatory and 
financial policy framework [92] in such a way as to create an environment for people and the 
private sector to provide housing. There has to be commitment and genuine participation of all 
groups in society to make this goal a reality. The need to forge partnership of not only 
shareholders but also stakeholders in environmental issues should be considered. Broad public 
participation in policy development, combined with greater accountability, is essential to 
achieving sustainable development. In order to achieve a great step forward, there will be need 
for integration between individuals, groups and organizations in environment and development 
decisions, most especially those which can affect immediate communities. One thing that is 
generally accepted is that there needs to be a change of focus from full direct housing 
construction to that of providing enabling environment for the sector (a level playing field).  
Due to the problems associated with the environment, there is requirement for a bilateral and 
multilateral collaboration to facilitate creative innovations on how to curtail the global issues of 
waste. One of such methods to combat waste is turning them into value added products. This 
will help provide those in the wood and paper industries a means of discarding their wastes 
whilst enabling the creation of new commercial viable environmental friendly product for the 
construction industry. It will thus provide a solution for instance to the increasing amounts of 
wood and paper wastes.  
On building materials, though there are a number of challenges associated with the use of local 
building materials, there is however some positives for being adopted as alternatives to 
conventional building materials as earlier discussed. There needs to be change in pricing and 
subsidy structures to give encouragement to the production of local materials and awareness on 
the use of LBM. Local building materials also have the potential to enhance a sustainable 
construction practice.  
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Their advantages are numerous to mention ranging from environmental principles which 
includes renewable, energy efficient, affordable, recyclable potentials to social involvement 
which includes self-construction, family and community working together. A lack of 
understanding and information on the advantages of alternative building materials have 
resulted in designs based on concrete blocks wall systems. Use of local building materials and 
methods has significant impact on lowering transport costs and environmental impacts, reduce 
waste and often have some major cost advantages. 
The next chapter will provide an insight on some composite materials of similar properties with 
wood-crete being developed in this study.   
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CHAPTER 3 TECHNOLOGY FOR 
DEVELOPMENT OF INORGANIC BUILDING    
MATERIALS 
3.1 Introduction 
It has long been recognised that buildings and their use contribute significantly to C02 
emissions, perhaps more than 50% of total emissions [93]. There has been a growing debate 
on finding ways of meeting housing and building needs while having a low impact on the 
planet. Bevan and Woolley noted that two main approaches have been observed. Firstly, there 
are those who focus on getting the main stream construction industry to make buildings more 
energy efficient, even though they rely on high embodied energy petrochemical based 
insulations, cement, bricks and concrete while others have tried to search for lower impact 
alternatives that are healthier and less polluting. There is now a range of building methods 
and materials derived from natural low impact sources [1] such as earth, straw, fibre 
reinforced polymer components, recycled materials and so on [94] [95]. 
Wood-inorganic composites offer the potential to be fire resistant with good thermal 
conductivity and are likely to be highly resistant to attack by decay fungi and insects. The use 
of inorganic materials to bond waste wood fibre, chips, and particles has proven to be 
technically feasible in commercial products such as sound insulation board, gypsum fibre-
board, and low-density cement-bonded wood building blocks [69]. Furthermore, it has been 
acknowledged that the range of products can be greatly extended if means are developed to 
convert waste wood into desirable particle sizes. Examples of areas they can be used include, 
wall construction for residential that combines studs, sheathing, and siding into a single panel, 
cladding, balcony parapets, flooring, sound barriers, garden and fence walls, interior 
partitions, and wall linings in areas requiring higher durability. Their uses are however not 
limited to the aforementioned. The combination of wood fibres with inorganic binders 
provides a unique opportunity to utilize recycled waste and low-grade wood fibre [69]. Some 
major inorganic building materials currently used include hempcrete and wood composites. 




Hempcrete is probably most similar to the wood-crete developed in terms of processing 
technology; aim to achieve a low carbon footprint and reduction in construction cost thus 
leading to affordability in construction. Hemp, like many natural materials has been used for 
centuries as a reinforcing binder in “concrete,” in drainage work and for rope and cloth 
making. Hemp-lime construction is a composite construction material and building method 
that combines fast growing renewable and carbon sequestrating plant-based aggregates (hemp 
shive) with a lime-based binder to form a lightweight material that is suited to solid walls, 
roof insulation and under-floor insulation and as part of timber-framed building [93]. 
Hempcrete is formed by mixing together hemp shive and lime-based binder. The lime helps 
bind the hemp aggregates together creating a material of modest structural strength and 
stiffness and also acts as a protection for the shive from biological decay, mainly through its 
ability to wick water away from the hemp shive and its high alkalinity. Hemp lime can be 
used to form solid non-load bearing panels or blocks, typically as part of timber or other 
framed buildings. The use of Hemp shives were introduced in the early 1990s in France in a 
bid to make concrete lightweight [96]. However, there has been a growing research on the use 
of hemp lime in the UK, funded by the Department of Food and Rural Affairs (DEFRA 2009) 
through the National Non Food Crops Centre (NNFCC 2009). Mixture of hemp shives and 
cementitious binder creates a building material with different properties including 
mechanical, thermal and acoustic properties that differ from those of conventional concrete. 
With a low density, thermal conductivity, better acoustic insulation properties its ability to 
regulate internal relative humidity through hygroscopic material behaviour, contributing to 
healthier building spaces and providing effective thermal mass, such material is advantageous 
for use in construction [97] [98] [99]. Hemp concrete when used for wall application is not 
load-bearing. One significant benefit of hemp lime construction is its capacity to sequester 
C02 into the building fabric. It seems possible that hemp lime can make a major contribution 
to offering a genuinely zero-carbon solution to sustainable construction most especially when 
government policies are becoming increasingly concerned with reducing carbon emissions 
and finding more efficient ways of meeting current targets. 
Chopped hemp hurd can be mixed with a range of building limes and cast as a form of 
“concrete” to create walls [1]. The use of hemp however has been mainly as insulation in 
building but where it has been used as a load bearing material is in combination with a timber 
stick frame using plywood shuttering. The lime in the mixture helps to preserve the timber 
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frame and the hemp lime mixture sticks to the wood very well which helps to create a 
composite structure that is very strong. The composite provides a reasonably good level of 
thermal insulation with the added advantage of retaining warmth due to its thermal mass. This 
form of walling is also a breathing wall, allowing the passage of moisture vapour whilst able 
to absorb quite high quantities of water and then release it again without damage. Hemp wall 
are known for their warmth which makes it particularly good for climates where there is a 
high level of humidity. Hemp is relatively easy to construct though joinery skills are needed 
to create the timber frame when used as a load bearing wall. During construction, hemp 
material is strong enough for formwork to be removed almost immediately but then takes 2 
weeks to dry out and 2 - 3 months to reach its full strength [1]. Hempcrete is produced by 
mixing hemp shive or hemp fibre and lime with water which creates a lightweight lime and 
hemp mixture (Fig 3.1). Hemp shives have a highly porous structure and strong capillarity 
effects thus, during hempcrete production, a significant excess of water is required with 
respect to what is needed to slake the lime. Apart from method of casting, hempcrete can be 
sprayed on surfaces mainly when used as a roofing material. Main reason for this is that the 
spraying method help reduces the density of hempcrete. In the spraying method, lime and 
shive is conducted by air through a hose, and water is added just before the hose outlet. The 
degree of compaction can easily be controlled by varying the distance of projection. 
Mukherjee [100] reported that using a hemp material that includes both shive and fibres does 
not appear to create a mechanically stronger hempcrete compared to only using shive. The 
proportions of the hemp lime can be varied according to the density and characteristics 
required. Once the material is mixed with a small amount of water, it can then be cast into 
walls, roofs or floors to produce a solid insulating mass using shuttering or by spraying.  
The hempcrete mass is solid enough to hold together quite quickly between 12 – 24 hours of 
setting period and about 35days to cure. It has been reported that a higher compressive 
strength of 2.4MPa is achieved at 215days compared to 1MPa at 35days [101]. Drying and 
curing time varies according to the mix and climatic conditions but usually about four weeks. 
When hempcrete has dried out, it becomes a strong and solid composite which creates a 
weather proof mass providing significant amount of strength, thermal insulation, thermal 
storage and a substrate, which can take a variety of finishes. 
Some authors have reported that compressive strength values for Hempcrete vary from 0.02 
to 1.22MPa [96] [102], depending on the composition of the mixture design. It is reported 
that the hemp lime ratio of 3:1 is similar in strength to a 4:1 and 5:1 mix [99]. In addition, 
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depending on the amount of hydrated lime in the binder mix, the maximum compressive 
strength is obtained after a period of time ranging from several months up to several decades 
[102]. Splitting tensile strengths, depending on the mixture, vary from 0.12 to 0.23 MPa [99]. 
Hempcrete when used for wall construction ensures that water does not find its way inside 
cavity which destroys insulation because they are monolithic with only vapour permeable 
plaster on both external and internal side [103]. This helps to allow the wall to take on the 
extra humidity in the air inside or outside the building. The water inside the walls is kept until 
the air humidity drops down and the released back. The monolithic nature of hempcrete 
contributes to its property as a good insulation material. Hempcrete wall made of 300mm has 
a U-value of 0.23 - 0.36 W/mK. A lower U-value can be further achieved with thicker walls. 
Research shows that the energy lost in the first 24 hours from a hempcrete wall-section with a 
U-value of 0.29W/m2.K equated to an average heat loss of only 0.11W/m2.K. As a result of 
this, hempcrete unlike traditional construction materials performs well in real life conditions 
where heating is constantly turned on and off. Walls constructed with hempcrete retain heat 
from our radiators and release it back when the temperature drops during winter whereas in 
summer, the opposite process is observed, as cooler air is preserved. It is observed that the 
temperature in hempcrete homes during the winter is 2°C higher than houses built with 
conventional material having the same U-value [104]. In addition to the good insulating 
properties of hempcrete, hemp walls are said to have excellent sound qualities though not as 
good as traditional wall materials. On fire performance of hemp walls, BRE carried out a 
standard fire test on a 300mm thick hemp wall. It was discovered that the wall survived a 
temperature of about 1000oC as one wall of a kiln with the outer surface remaining below 
70°C for a period in excess of three hours until the test was halted. It is claimed that the wall 
passed a fire rating of 1hr BS EN 1365-1:1999. 
Thermal conductivity has been reported ranging from 0.07 to 0.11 W/mK [96] [102]. The 
compressive strength values in combination with the low Young’s modulus of the hempcrete 
mixtures indicates that the material in its present form cannot be used as a load bearing 
material. Presently, hempcrete is used in combination with other structural material to form 
load bearing structures (Fig 3.2). More rigidity and higher compressive strength are needed if 
hempcrete is to be used as a stand-alone load bearing material. 




Figure 3.1 Mixing of hempcrete [100] 
 
Figure 3.2 Hempcrete used in combination with timber frames 
3.3 Straw Bale 
Straw is one of an alternative material used in the construction industry which offers good 
thermal insulation properties and a much lower environmental impact than many current 
mainstream construction materials. Straw is a waste product of grain production which 
generates a substantial amount of carbon dioxide emission when burnt after harvest. Straw, in 
the form of straw bales, is an agricultural by-product and because of the limited uses found 
for the 12 million tonnes produced annually in the UK, it is viewed as a waste material [105]. 
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 Avoiding destructive combustion when waste straw is used helps reduce a significant amount 
of lumber and synthetic materials used in building products. Just like hempcrete, straw bale is 
suitable as infill insulation for timber frame buildings with either an external render or timber 
rain screen finish [106] [107]. Straw provides a vapour-permeable wall construction using a 
locally sourced, low-impact material, although it does need careful detailing and construction 
to avoid the ingress and retention of moisture. 
A downside of the use of straw bale in construction is that it is labour intensive and the skills 
needed though a fairly simple method. Straw bales may be used in both infill (non-
loadbearing) and modest loadbearing wall applications. Non-loadbearing straw bale walls are 
mainly used for external infill above the damp-proof course level in moderate or sheltered 
environments. Bales come in various sizes and can be constructed either on site or as 
prefabricated panels delivered to site already enclosed in a protective outer finish, such as 
lime render. In addition to the other general benefits of offsite construction (speed of 
construction, reduced waste – which is biodegradable), straw bale is particularly well suited 
to prefabricated construction, as the risks of water damage during construction, and of fire 
associated with loose-cut straw, can be minimised [106]. After construction, straw bales are 
of fire resistance when carefully plastered on all sides with moisture being of great 
disadvantage of the use of straw bale. However, with carefully designed foundation and roof, 
and with windows and doors fitted towards the outer face of the wall, the damage posed by 
moisture can be significantly reduced. During construction, straw bale building walls can be 
protected using rain screens, appropriate damp-proofing to reduce the degradation of the 
straw walls. It is also important to ensure that miscellaneous penetrations through the walls 
are detailed to ensure that they do not allow moisture to build up.  
Straw bales can also be used for semi-loaded structural walls. During construction, bales are 
usually stacked on top of each other and pinned with metal rods or bamboo sticks without any 
mortar. While compressive strength is very low (governed by displacement rather than 
material failure), 450 mm-thick bale walls are capable of supporting 0.8–1.0 tonnes/m length, 
sufficient for domestic-scale buildings and loadings [106]. Its density in construction is 
normally between 100 – 120 kg/m3. Thermal properties of straw bales were found to be 
dependent on the density of the bales [105]. Goodhew et al stated that a load-bearing straw 
bale wall requires bales to have a higher density, typically more than 110 kg/m
3
 while a non-
load-bearing straw bale used for infill can tolerate a lower density usually within the range of 
80–100kg/m3. Bales can be finished with stucco, lime or cement and this helps to plays a 
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significant structural role by increasing resistance and improving stiffness, protecting the 
straw from decay and enhancing fire resistance. As a result of simplicity in method of 
construction, skills for straw bale construction can be learned easily and fast. Due to the 
nature of the material, straw bales provide lightweight, large building blocks which form a 
tough wall infill that can receive a vapour-permeable lime render finish internally and 
externally. Straw is popularly known as a roofing material for thatched roofs and also finds its 
use in vertical or lateral (racking) load-carrying capacities in walls. Straw can be sourced 
from wheat or barley from local farmers. Durability of straw bale depends on various factors 
including the binder used to form the bale, type of plastering and skills adopted during 
construction. Constructing with straw has great potential where wall space is not at a 
premium and like hempcrete and several building materials, straw bale requires appropriate 
detailing, planning, protection and maintenance when used for construction. 
3.4 Wood-Cement Composites 
The technology of mixing sawdust with cement is to produce a composite enjoying the 
desirable attributes of concrete with some of the inherent merits of wood. One attribute of this 
technology is to produce a light-weight material, with better insulating qualities than normal 
concrete. Cement-bonded wood composites have the potential to provide a wide range of 
products for building applications by using a wide range of recycled wood based materials 
[108]. The use of waste paper (recycled newspapers and magazines), old pallets, construction 
waste, and small-diameter tree stems have been used for both experimental and commercial 
products. A better understanding of the fabrication process resulting in material properties is 
thus very important. The development and use of wood-cement composites attest to their 
attraction as building materials. In addition to their resistance to fire, wood-cement bonded 
materials have a special attraction for use in warm, humid climates where termites and decay 
are a major concern [108]. 
In recent times when wood-cement has been used, it provides a durable surface as well as one 
that can be easily embossed and coloured for an attractive, low-maintenance finished product. 
The raw materials used are compatible with a range of processing methods to provide a 
variety of products that are easily machined with conventional woodworking tools. 
Preliminary research results suggest that wood-cement composites can be manufactured to 
exhibit a range of unique energy-dissipating properties, which are advantageous in areas 
subject to seismic and/or heavy wind loads [108].  
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Private industry has taken the lead in research to develop and use wood-cement composites in 
building construction. Research shows that cement-bonded wood-excelsior panels have been 
in use for more than 60 years with major emphasis on acoustics, fire resistance, and 
aesthetics, rather than strength and stiffness. Further research has focused on the development 
of fibre-reinforced cement cladding products which normally use about 8 to 10 percent wood 
by weight compared to 20 to 40 percent for wood particle composites and rely on appearance 
and durability rather than on strength and stiffness for their acceptance [108]. Wolfe and 
Gjinolli [108] reports on the two categories of wood-cement composites: wood particle-
cement composites which have been in use as architectural, fire-resistant, and acoustic panels 
and wood fibre-reinforced cement products which were developed primarily as a substitute 
for asbestos-cement and are relatively new, developed and promoted mostly in the last 25 to 
30 years. 
3.4.1 Cement-Bonded Particleboards  
Cement bonded particle boards generally have densities in the range of 300 to 1,300 kg/m3 
with maximum bending strengths often limited to less than 10MPa [108]. According to Evans 
[109], debarked logs, usually coniferous species, are stored for at least 2 – 3 months prior to 
processing to reduce their moisture and sugar content. Wood particles are then prepared in the 
same manner as for conventional particleboard. Logs are processed to produce chips 
approximately 10 – 30mm in length and 0.2 – 0.3mm in thickness, which are then further 
reduced in size using knife ring flakers or hammer mills. The resulting flakes are screened 
into three classes; fines, standard and coarse flakes. Fines are used for the board surface and 
standard - size flakes are used for the core of boards. Coarse flakes are returned for further 
reduction in size. Wood flakes are mixed with Portland cement and water in the following 
ratio by weight — wood 20%: cement 60%: water 20%. The moisture content of the flakes is 
monitored continuously and the volume of water added to the mix is adjusted accordingly. 
Calcium chloride (2–3% w/w) may be added to the mix to accelerate the setting of the 
cement. After the mixing, cement-coated wood flakes are fed to a forming station where a 
continuous mat of uniform thickness is deposited on an endless series of caul plates running 
on a conveyor. The mat is cut into lengths corresponding to the size of the caul plate and a 
stack of mats is compressed to about a third of its original height over a period of 2 – 3min at 
a pressure of approximately 2.4Nmm
–2
. While the stack of cauls is still in the press, clamping 
arms are attached to it so that, on release from the press, the batch of mats is still held in a 
compressed state. These are transferred to a heated chamber at 70 – 80°C for 6 – 8hours to 
 Development of Wood-Crete Building Material Chapter 3Technology of Building Materials 
41 
 
facilitate cement hardening. The clamps are released at the end of this period and the cauls are 
removed for boards to be air-dried, trimmed and then stacked for 12 – 18days to allow the 
cement to cure. The boards are further dried and conditioned prior to shipment and can be 
sanded on one or both sides. Common board thicknesses are 12 and 18 mm, but boards as thin 
as 8mm and as thick as 40mm can be produced. 
3.4.2 Wood-Wool Cement Board 
It has been reported by some researchers that in 1920s there was a practice whereby wood 
chips where used in cement to make building blocks and early 1940s saw the production of 
cement-bonded wood composite commonly called wood-wool, which uses a wood: cement 
ratio in the range 0.4 to 0.6 by weight. Wood-wool is made with a ribbon like particle called 
excelsior coated with cement and pressed into panels that have densities in the range of 300 to 
500 kg/m3 [108]. Generally, wood-wool finds its use as non-combustible and sound-
absorbing ceiling and wall panels. According to Evans [109], wood-wool is manufactured 
from wood-fibre (7 – 8.5%), sand (60%), cement (30%), and aluminium trihydrate (3 – 4%). 
The wood-fibre, which is usually obtained from softwood chemical (Kraft) pulp, acts as a 
reinforcing agent in the boards, a role previously played by asbestos fibres in an older 
generation of building materials. The manufacture of wood-fibre reinforced cement 
composites involves washing the sand and reducing it to a fine powder using a ball mill. 
Bales of Kraft pulp are added to a vat containing water and agitated to re-disperse the fibres. 
Fibres are then refined in conical refiners to increase their ability to interact with sand and 
cement [109]. The cement, sand, fibres and additives are combined and diluted to form slurry 
with a solids content of 10%. The slurry is fed into a tub containing three screen cylinders 
which pick up the slurry mix and deposit it on a felt-like belt moving at 80m min
–1
. The belt 
is then turned so that the slurry is on top and while this is occurring the fibre-cement mat is 
trimmed at its edges by water jets and partially dewatered using vacuum suction boxes. The 
mat passes under a large drum that winds layers of fibre-cement around itself. A cut-off knife 
or wire releases the mat from the drum and it is then deposited onto a conveyor belt. After 
leaving the conveyor belt the fibre-cement mat is cross-cut; mats are cured by autoclaving for 
6 – 8hours at temperatures and pressures of approximately 200°C and 900KPa, respectively. 
Also, as described by Evans [109], wood-wool cement boards are made from either debarked 
softwood or hardwood logs that have been stored for varying periods of time to reduce the 
starch and sugar content of the wood. After storage, logs are cross-cut into billets and these 
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are shredded on a cutting machine to produce wood-wool. Typical wood-wool strands used in 
the manufacture of WWCB are approximately 3 mm wide and 0.5 mm thick with lengths up 
to 40 – 50 cm coinciding with the lengths of the billets processed by the shredding machines. 
Coarser wood-wool is often used in the manufacture of very thick boards. When hardwood 
species with a high extractive content are used, the wood-wool may be soaked in cold water 
overnight to remove any soluble low molecular-weight sugars and heartwood extractives that 
might interfere with cement hydration reactions.  
Wood-wool may also be treated with inorganic compounds such as calcium chloride, again to 
reduce the inhibitory effects of soluble wood components on the setting of cement. Wood-
wool is air-dried and mixed with cement using a cement-to-wood ratio of 2:1 to 1:1. The 
mixed material is conveyed to a mat former and a pre-determined weight of cement-coated 
wood strands is deposited on a forming board. The mats are then stacked and pressed in a 
hydraulic press at room temperature in batches of 8–12. The pressure used for pressing varies, 
depending on the degree of densification required in the final board, but can be as low as 
80KPa for low-density insulation boards. The stack is clamped under pressure for 24h to 
allow for initial cement cure to occur. Boards are then de-clamped and post-cured for 2 – 3 
weeks before trimming and finishing. Generally, fibres added to cement composites is aimed 
at increasing energy of fracture thus by bridging gaps, the fibres prevent stress concentrations 
at crack tips, thus retarding brittle fracture mechanisms and dissipating energy in the form of 
fibre pull-out or rupture.  
3.4.3 Factors Affecting Wood Composites 
Amongst the factors that affect wood-cement composites includes compatibility of wood with 
cement, hydration reactions and particle geometry. One of the main factors when examining 
the suitability of wood for the manufacture of wood–cement composites is the effect the 
wood has on the hydration (setting) of cement [109].  
 Hydration - A key issue that has been addressed over time is the effect wood has on 
the hydration (setting) of cement. When wood and water are added to cement, hydration 
reactions occur and heat is evolved [109]. Evans [109] reported that during the initial stages 
of hydration, di- and tri-calcium silicates are converted to tobermorite gel (Ca3Si2O7.3H2O) 
and calcium hydroxide (Ca(OH)2). The latter increases the pH of the wood–cement mixture 
to approximately 12.5, which facilitates dissolution of wood constituents, particularly low 
molecular-weight carbohydrates and heartwood extractives. When these substances interfere 
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with cement hydration, strength properties of wood-cement composites are significantly 
reduced. The effect of cement hydration differs from wood species. Some reports have noted 
that there exists a correlation between hydration characteristics and compressive / tensile 
strengths of wood-cement composites [110]. There is a relation between wood-cement 
hydration and wood-cement compatibility. In the work of Hachmi and Moslemi [111], it was 
discovered that wood extractives has adverse effect on the exothermic hydration 
characteristics of Portland cement, which in turn affects the wood cement compatibility. 
 Compatibility of wood with cement - The presence of inhibitory substances such as 
starch, sugars, hemicelluloses and extractives in wood are known to affect and influence 
cement curing / setting time. It has been reported by Singh and Garg [112] that extractives in 
wood prolong the setting time of cement and Xu and Stark [113] also discovered that wood 
extractives has a significant delay in wood-cement hydration. The presence of these 
compounds causes a possible interference with cement hydration and setting which results in 
wood–cement composites of inferior strength [114] [115]. With variation in the percentages 
of extractives in various types of wood (hardwood and softwood), the hydration time of 
different types of wood when mixed with sawdust is thought to be variable. Some studies 
have accelerated the setting times of wood-cement composites by the addition of chemical 
additives while other studies have concentrated on the extraction of soluble sugar and 
extractives in wood for better bonding between sawdust and cement [110] [116]. Those with 
significant effect is due to greater quantities of cement-inhibiting compounds that are easily 
leached from the wood in the alkaline environment of cement [117] and those with less effect 
contain soluble compounds which, although present in the wood, are in small quantities. 
Wood species that greatly inhibit cement hydration are classified as incompatible with cement 
and therefore unsuitable for the manufacture of wood–cement composites [109]. 
 Particle geometry - The geometry and size of particles as well as density depends on 
the application of wood-bonded cement composites [118] [119]. It is reported that smaller 
particles increase the adhesive consumption because of enlargement of the surface [110]. 
Frybort, et al. [110] noted that as wood particle volume increases, the regions of stress 
concentration around adjacent particles become more diffuse, thus resulting in an increased 
resistance to the stresses applied. The ratio of constituent materials has as well been reported 
to play a significant influence in mechanical properties of wood-cement composites. Studies 
have shown that MOR increases as the cement-wood ratio is lowered [120]. However, a 
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greater cement-wood ratios result in higher MOE values since MOE is dependent on the total 
amount of stiffness and incompressible cement matrix [110] [120]. 
3.5 Interim conclusions 
The technology and mechanism of inorganic building materials has been presented. A unique 
feature of inorganic building materials is that their manufacture is adaptable to end of cost 
and technology spectrum. Inorganic building materials exhibit manufacturing versatility; 
products can be manufactured on a small scale using simple tools and low technical skills 
required. With advantages in high fire resistance, wet and dry rot resistance, freeze-thaw 
resistance, termite and vermin resistance, excellent workability, exceptional insulation and 
acoustic performance (WWCB), low cost and ease of manufacture, it was thus decided to 
apply the mechanisms illustrated above in the development of wood-crete building material. 
Issues related to hydration, ratio of material mix, geometry of particles and compatibility of 
wood and matrix has as well been presented. These issues give a clear insight on factors that 
affect the development of composite materials mainly made from fibre materials. It helps the 
researcher to have a good understanding on what considerations to be made whilst developing 
wood-crete.
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CHAPTER 4 – PRELIMINARY EXPERIMENT 
ON THE DEVELOPMENT OF WOOD-CRETE 
4.1 Introduction 
This chapter describes the developmental stages considered before the development of wood-
crete being presented in this thesis. A description of initial materials is considered and test 
results are presented. 
The development of wood-crete started with consideration made on making lightweight 
composite materials from waste products. Initial materials considered included mixing 
sawdust and chicken feather with bio-resin, mixing sawdust and wool fibre with inorganic 
binders. 
Composite is the term used to describe any two or more constituent materials with 
significantly different physical or chemical properties, that when adhesively bonded together, 
produce a material with characteristics different from the individual components. The focus 
on composite material in this research is based on sawdust (waste material from the sawing of 
wood).  
The first attempt considered was to make panels by mixing sawdust with feather and bio resin 
(DSM). The use of DSM, a bio resin was considered due to the health effects associated with 
formaldehyde resins. 
4.2 Feathers 
Feathers are one of the epidermal growths that form the distinctive outer covering on birds. 
They are considered the most complex integumentary structures found in vertebrates. 
Feathers are known to aid flight for birds but over the years, they have found their use in 
thermal insulation and waterproofing. The main reason for considering feather at initial stage 
of research was to exploit the properties which range from soft and excellent at trapping heat, 
and known for its lightweight for use in the construction industry. Another significant reason 
for choosing feather is as a result of the large amount produced as waste in the poultry 
industry which makes it readily available for use. Feathers consist of keratins which are slow 
in their decomposition which makes it difficult in waste management. Feather waste has been 
 Development of Wood-Crete Building Material Chapter 4 Preliminary Experiment on the Development of Wood-Crete 
46 
 
used in a number of industrial applications as a medium for culturing microbes [121] 
biodegradable polymers, [122] and production of enzymes [123].  
Some benefits associated with the use of feather for this research are listed as follows: 
 Use of feathers would help local suppliers save both financial and environmental costs 
during waste disposal. 
 The use of waste feathers reduces the environmental impact caused by the production 
of virgin alternatives. 
 Avoidance of material going to landfill 
4.3 Resin 
Resins are natural or synthetic organic compound consisting of a non-crystalline or viscous 
liquid substance. Generally, natural resins are typically fusible and flammable organic 
substances that are transparent or translucent with either a yellowish to brownish colour 
gotten from certain trees and plants. Natural resins are formed in plant secretions and are 
soluble in various organic liquids but not in water while synthetic resins consist of a large 
class of synthetic or manmade products that have some of the physical properties of both 
natural resins but are different chemically. Natural resins are categorized as oil soluble or 
spirit soluble (spirit is alcohol or related solvents), and are insoluble in water. Recently, 
natural resins have been almost entirely replaced by synthetic resins, which are divided into 
two classes, thermoplastic resins (which remain plastic after heat treatment) and 
thermosetting resins (which become insoluble and infusible on heating). 
DSM bio-resin (Paraleg) was considered as the binder though adhesives in the form of urea, 
phenol and melamine formaldehyde are generally used to bind together particle mix, with the 
former being the most favoured resin in use. DSM is a thermoset resin (Palapreg ECO P55-
01) designed for use in sheet and bulk moulding compound. The resin is composed of 55% 
renewable resources which makes it a composite resin with high bio-based content. 
DSM claims that high renewable content of Palapreg ECO P55-01 does not reduce material's 
product performance under industry testing.  




Sawdust is composed of fine particles of wood and is a by-product of cutting, grinding, 
drilling, sanding, or pulverization of wood with a saw or other mechanical tools. One major 
application of sawdust in the construction industry is its use in particleboards. Particleboard 
(PB) is a panel product made of sawdust and wood shavings bonded together by urea 
formaldehyde or other synthetic resin and pressed into sheets. Used primarily as core material 
for doors, furniture and cabinets, particleboard is often covered on one or both sides with 
veneer or another surface finish. In housing construction, particleboard is used under carpet or 
other finished surfaces as floor underlayment and stair tread; it is also used as floor decking in 
mobile homes. Sawdust was chosen as the main material intended to be bonded with DSM 
resin for the production of inorganic panels. Sawdust of 1mm and 2mm particle size was 
considered for the production of panel. This was done to be able to compare the difference in 
percentage use of resin and strength properties of sawdust-bonded DSM panels. In addition, 
specification for particle sizes generally requires that particles be slender for attaining high 
strength. 
4.5 Tradical Lime 
Binders (Tradical lime HB) was sourced from Lime Technology Ltd. Generally, the first step 
of lime production involves finding a suitable raw material which includes discovering 
calcium carbonate based stones (limestone or marble). Air-lime is produced by heating high 
purity limestone at temperatures around 900°C. The definition of pure air lime products 
according to criteria (including fineness, reactivity, and available lime) and quality control in 
production provides confidence in their application. The air-limes, pure or formulated, 
fulfilling these quality levels for the building industry receives the brand label Tradical.  
4.6 Sample Preparation 
4.6.1 Bioresin-Sawdust Composites 
The first step of making bioresin-sawdust composite is the preparation of wood particles. 
Sieved sawdust needed to be dried for 24hours at 100
0 
C so that the overall moisture level of 
the particles is significantly reduced for the purpose of bonding with liquid resins (usually 
between 3 – 10%). Particle drying is a critical step in production of bioresin-sawdust 
composite and the moisture content of the particles leaving the dryer should usually be in the 
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range of 4% to 8%. After drying, the particles were blended with an adhesive (DSM resin). 
Due to the use of bio-resin, different percentages of resin to weight of sawdust was tried until 
a 20% peak level for resin to sawdust mixture was attained which was considered workable. 
However, between three and ten percent by weight of resin is the standard requirement used 
to impact properties such as fire resistance. Blending was done in a small blender with rapid 
mixing and shorter blending times.  
The resin-soaked wood was blended to form a consistent paste and placed in a mould already 
prepared for hot press. Hot-press temperature was in the range of 100 °C to 120 °C, and 
pressure in the range of 2 to 3MPa. The formed panel was then pressed down for easier 
transportation to the final curing ovens. Individual sheets are held under pressure as the air 
around them is superheated. This allows the resin to harden and form a very strong bond with 
the wood fibres (Fig 4.1). 
 
Figure 4.1 Wood panel samples made with DSM resin 
1mm sieve size of sawdust 
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4.6.2 Sawdust composites 
Binders (Tradical lime HB) was sourced from Lime Technology Ltd. UK and commercial 
Ordinary Portland cement (OPC) was mixed with sawdust sourced from the Wood Workshop 
at Brunel University, London. The sawdust particles were refined to 1mm mesh size. Wool 
fibre also a constituent in this experiment was cut into smaller sizes of 3mm in length. The 
wool fibre was then mixed with sawdust and Tradical lime to improve the insulating 
properties and reduce the density of block samples. Before making samples to standards, it 
was important to make small samples to know the compatibility of sawdust, wool and binder 
(Fig 4.2). 
 
Figure 4.2 Initial samples of sawdust, wool fibre and tradical lime 
4.7 Initial Results 
Initial composite samples made from sawdust and wool fibre showed a good bonding 
between sawdust and fibre, workability between materials was established and the possibility 
of blocks being used as an insulating material as a result of wool fibre. 
4.8 Full Experiment on Sawdust-Wool Blocks 
4.8.1 Experimental Design 
Preceding block formation, the wood particles were dried in the oven at 100
0
C for 24 hours to 
reduce the amount of water and then mixed with Tradical lime at the designed ratios. Wool 
fibre added was calculated in percentage ratio of sawdust by weight. These various ratios of 
sawdust to Tradical lime were designed with the intension of ascertaining the effect of lime 
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compositions on the strength properties of sawdust. Sample blocks were made by mixing 
wool in water before the required amount of sawdust and lime were added in the mixer. 
Amount of water added was 20% of total mix weight. This was determined at the level mix 
was considered workable. The mix was uniformly distributed into the cylindrical and square 
moulds which were treated with a mould release agent. The mixtures were placed in a 
forming mould for 24 hours before de-moulding while maintaining a relative humidity 
between 46% - 49% for all samples. Preparation of specimens for testing strength properties 
was based on BS EN12390-2 [12]. Blocks were moulded in the dimension of 100mm x 
200mm for cylindrical mould and 100mm x 100mm x 100mm for square moulds. It was 
important at this stage to use both cylindrical moulds and square moulds as they both offer 
different advantages to experimental procedure. Cylinders blocks can be cast in single-use or 
rigid metal moulds whereas square moulds can only be cast in rigid metal moulds. However, 
as a result of capping needed to distribute the applied load evenly over the ends for 
cylindrical moulds, square moulds was considered more useful since cubes do not need to be 
capped as they can be flipped on their sides for loading. This consideration is important for 
reduction in experimental and testing procedure. The actual volume of the blocks was taken 
from the measurement of samples after drying while sample mass was determined using a 
weighing scale. The density of the blocks was calculated from mass and volume. Three 
replicates were taken for each type of blocks. The de-moulded blocks were further cured for 
32 days and tested for compressive strength at 20°C/65% relative humidity by applying a 
gradually increasing load under an universal Instron (Fig 4.3). The test pieces were placed 
between a supporting base and a flat steel plate. The machine applied a uniform load at a rate 
of 6mm/min until the maximum failure load was reached. The maximum load (in Newton) 
was automatically recorded and the compressive strength was calculated as maximum failure 
stress per unit area. 




Figure 4.3 A – Wool composite block samples, B – block under compressive test 
Table 4.1 Experimental mixture design 
Samples Sawdust / Binder 
ratio  
% of Wool 
Fibre 
Density (Kg/m3) Compressive strength 
(MPa) 
CYLINDRICAL MOULD SAMPLES 
     
A S/TL (1:2) 5 656 2.11 
B S/TL (1:2) 10 644 2.31 
C S/TL (1:2) 20 641 2.67 
D S/TL (1:1) 5 618 1.01 
E S/TL (1:1) 10 609 1.25  
SQUARE MOULD SAMPLES 
F S/TL (1:2) 5 601 0.55 
G S/TL (1:2) 10 597 0.63 
H S/TL (1:2) 15 592 0.69 
I S/TL (1:1) 5 591 0.39 
J S/TL (1:1) 10 584 0.42 
K S/TL (1:1) 15 578 0.49 
S = Sawdust, WF = Wool Fibre, TL = Tradical Lime 
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4.9 Results and Discussion 
4.9.1 Compression Strength of Blocks 
Compressive strength of blocks are summarised in Table 4.1. It is observed that compressive 
strength increased with reduction in density of blocks. It is suspected that the wool fibres 
added to mix helped reduce the density of blocks significantly. Also observed is that 
compressive strength was higher for samples made with S:TL of 1:2 compared to samples 
made with S:TL of 1:1 (Figure 4.4). Overall, there was 32% increase in compressive strength 
of cylindrical blocks made of S/TL 1:2 compared to S/TL 1:1 and 18% increase in 
compression strength of square blocks made of S/TL 1:2 compared to S/TL 1:1. In addition, 
the compressive strength of cylindrical block was significantly higher than those of square 
blocks. This defies normal expectations where compressive strength of square blocks is 
usually higher than those cylinder samples due to ratio of height to cross-sectional dimension 
[124]. One reason for the unusual result can be due to the compaction in various moulds and 
possible experimental errors. 
During compressive test, main failure mode noticed was ductile followed by shear cracks. 
However, this needed more test for confirmation (Fig 4.5). 
 




































Figure 4.5 Compressive strength of samples with various percentages of sawdust / lime / 
water and fibre 
4.9.2 Effect of Wool Fibre on Compression Strength   
Results show that there was an increase in compressive strength with increase in percentage 
of wool fibre for cylinder and square samples of S/TL ratio 1:2 and 1:1 (Fig 4.6). However, it 
is envisaged that the most obvious effect of wool fibre would be on insulating properties of 
blocks samples [125]. There was an increase in compression strength of blocks with an 
increase in the proportion of wool fibre, for both square samples and cylindrical samples. For 
square blocks, compressive strength increased from 0.55 to 0.69 (about 11.3%) when 
percentage of wool fibre was increased from 5 to 15% for S:TL (1:2) and from 0.39 to 
0.49MPa (about 11.4% increase) for S:TL (1:1).  




Figure 4.6 Compressive against percentage of wool fibre 
4.9.3 Correlation of Density and Compressive Strength 
The densities for blocks for S:TL (1:2) and S:TL (1:1) series are plotted against compressive 
strength in Figures 4.7. It is observed that compressive strength increases linearly with the 
decrease of density (Fig 4.8). Compressive strength increased from 0.55 to 0.69 MPa when 
the density decreased from 601 to 592 kg/m3 for S:TL (1:2) and from 0.39 to 0.49 MPa when 
density decreased from 578 to 591 kg/m3 for S:TL (1:1). Low density resulting in an increase 
in compressive strength has been observed in some composite materials like foam concrete. 
The reason for this can be drawn to air bubbles in the mix which provides stability for the 
composite material and once the material hydrates, load transfer takes place via the matrix 
around the bubbles [126]. Overall, an increase in density of 1.1% resulted in an increase in 
compressive strength of 7.8%. 
y = 0.0371x + 1.93 
R² = 0.9993 
y = 0.014x + 0.4833 
R² = 0.9932 
y = 0.048x + 0.77 
R² = 1 
y = 0.01x + 0.3333 









































Figure 4.7 Mean density against sawdust – tradical lime ratio 
 
Figure 4.8 Compressive strength against density 
4.10 Interim Conclusions 
1. Square samples made with S:TL of ratio 1:2 achieved a compressive strength of about 
7.8% higher than samples made with S:TL ratio of 1:1. 
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3. There was a corresponding increase in compressive strength with increase in 
percentage of wool fibre. 
4. Comparing samples of same mix, (A, B, C, D with F, G, I, J), it is observed that 
cylindrical samples has about 54% increase in compressive strength. 
4.11 Outcomes and Recommendations from Preliminary Study 
1. Using organic and inorganic binder: The organic resin (e.g DSM resin) was first 
tried. It can be seen that there is an improvement of the sawdust blocks. However 
(tradical lime) was more efficient compared to organic binder (Bioresin sawdust 
composite). The major setback why this process was not exploited any further was the 
amount of percentage of resin needed to bond sawdust and feathers together. This was 
considered to be very expensive. The 20% weight ratio to sawdust of resin used for 
bonding was considered too high as normally, about 3 – 10% is required for bonding. 
This however gave room for the consideration of organic binders including cement 
and lime. 
2. Using reinforcements: The trial firstly used feathers. Feather waste contains parasites 
which meant they needed to be cleaned with chemicals and uncontaminated making 
their use, expensive. It has been reported that feather surface is the home for some 
ectoparasites, notably feather lice (Phthiraptera) and feather mites. Wool on the other 
hand showed reduction in mass of composites; achieve a better environmental 
balance, reduction in costs and manufacture of composites. 
It can be concluded that there is significant benefits of adding reinforcements (wool fibre). 
This was then further discussed within the group and it was decided to try waste paper 
because waste paper was cheap and it is readily available for commercial use. From results of 
compressive strength above, sawdust - lime constituents needs to be properly and carefully 
investigated. This is because a sawdust mixture needs a lot of water in order for it to be 
thoroughly wetted before compaction in the mould. Lime also has the ability of water 
retention which makes sawdust – lime mix a bit difficult and requiring more water when 
compared to sawdust – cement mix.  
3. From the results of the tests carried out, the following recommendations were 
suggested:  
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 There exist the possibility for the partial replacement of cement work with 
sawdust and lime in the production of lightweight panels though this needs to be 
further investigated thoroughly. 
 Minimum ratio mix between sawdust and lime has been found to be 1:2 for 
compaction to take place. Any ratio less than this would be unsuitable for 
bonding. 
 Organic materials are subject to deterioration over time hence sawdust and lime 
application should be carefully enhanced and coated.  
Based on the above,  
 It is recommended that studies on how to improve the performance of sawdust / 
lime be looked into.  
 Insulation properties of sample materials 
 Consideration made to availability of material. 
 Consider using similar material but with reduction in cost as wool fibre used is 
also expensive. 
 Use of waste material but able to attain similar properties to those of wool fibres. 
4. Potential for applications 
 Load / non load bearing walls 
 Noise barriers 
 Wall panel 
 Insulation material 
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CHAPTER 5 – METHODOLOGY (MATERIAL 
AND METHODS) 
5.1 Introduction 
This chapter gives details of the materials and methods used in the fabrication of wood-crete. 
Testing procedure used to study the structural behaviour of wood-crete composites and 
procedure used for the structural compressive testing of wood-crete along with the 
instrumentation and test setup are discussed as well. The details of all the constituents of 
wood-crete, including sawdust, waste paper and tradical lime are well outlined. Also 
discussed in this chapter is the process of making of wood-crete.  
5.2 Materials 
5.2.1 Sawdust 
Sawdust or wood floor is a by-product of cutting, milling, sanding, or otherwise pulverizing 
wood with a saw or other tools mainly in a sawmill. Sawdust has been used as one of the 
main component of particleboard though coarse sawdust particles are sometimes used for 
wood pulp. Sawdust has a variety of other practical uses, including serving as mulch or as a 
fuel. 
Sawdust can be defined as loose particles or wood chippings obtained as by-products from 
sawing of timber into standard useable sizes. Timber is one of the oldest structural materials 
used by man. 
Olutoge [127] in his investigations into the physical properties of rice husk ash, sawdust and 






respectively. He concluded that these materials had properties which resembled those of 
lightweight concrete materials. Sawdust as it originates is normally green (not dry) and fairly 
uniform in size and shape. Sawdust is also commonly referred to as “wood flour,” which 
indicates the particles can pass through a 20-mesh gauge screen. Unfortunately, green 
sawdust has relatively limited uses. Green sawdust can be used for domestic heating in 
special sawdust furnaces, although this is not very common, as well as for smoking meats. 
Research shows that after being dried, sawdust can also be utilized via the gasification, 
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combustion, and pyrolysis processes to generate electricity, heat and oil. In addition, sawdust 
has many desirable qualities, making it a popular material for fibre composite manufacturing. 
Most companies dump sawdust waste in landfill or give it away as animal bedding. Some are 
lucky enough to be able to sell their waste. Another way sawdust waste has been utilised is its 
conversion into briquettes. Not only does this process reduce the volume of the chips and 
shavings by up to 10 times, but it also helps increase the specific weight (gravity) of wood. 
The briquettes burns well, are easy to stock and can be sold to other businesses that need 
cheap energy. There are more ways to use wood waste efficiently. In most cases, there is 
enough waste and scrap to not only produce power for the entire plant, but to also heat 
facilities that can be used to air condition plants.                                                     
Sawdust used for experiment was sourced from the wood workshop at Brunel University, 
London. The sawdust is milled from different types of wood (Fig 5.1A) for other construction 
purposes in the wood workshop and collected in transparent bags (Fig 5.1B) by which they 
are taken to the laboratory for experiment. 
 
Figure 5.1 A – Brunel University wood workshop, B – collection of sawdust in 
transparent bags. 
5.2.2 Waste Paper  
Paper making generally produces a large amount of solid waste with its fibres only limited to 
a number of recycled times before they become too short or weak to make high quality paper. 
Of the 4.6m tonnes of paper that is thrown away by households in the UK each year, only 
about one-third is recycled (Fig.5.2) [128]. The rest is sent to landfill sites where it is left to 
rot and produces the powerful greenhouse gas methane. Some of the wastes are land spread 
on cropland as a disposal technique, raising concerns about trace contaminants building up in 
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soil or running off into lakes and streams. Recycling has proven to be a significant way of 
making good use of waste paper.  Findings show that recycling one tonne of paper saves a 
similar amount of electricity to that consumed by a three-bedroom house in a year [129]. This 
equates to a saving of 1.3t of CO2. In addition, not sending paper to biodegrade which 
consumes a large percentage of most local landfill space every year helps to significantly 
reduce methane emissions. Some companies burn their sludge in incinerators, contributing to 
our serious air pollution problems [129]. To reduce disposal and pollution problems 
emanating from waste paper, it is most essential to develop profitable building materials from 
them. A number of studies have been carried out on the utilization of waste paper in concrete 
[129] [130] which show that there is potential in the use of waste paper in the construction 
industry.  
Waste paper has been used in asphalt road surfaces which makes use of old newspaper fibres 
to act as a thickener, which holds the liquid bitumen in place around aggregate of asphalt. 
Without it, the bitumen would drain away, allowing the aggregate to be more easily dislodged 
by traffic. In concrete repairs, recycled newspaper fibres are used as carriers for electrolyte 
solution, which enables concrete steel reinforced structures to be re-alkalised or desalinated, 
both responsible for the corrosion of steel reinforcement and in building constructions, homes 
are being built using recycled fibres as wall and loft/roof insulation, providing levels of 
insulation far and above that of traditional houses which makes it possible for houses to 
require no heating due to high standard of insulation [130]. This solution not only saves 
money for the home-owner or tenant, but vastly reduces the production of CO2 gas normally 
generated by the heating boiler. 
 
Figure 5.2 Waste paper site [128] 
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5.2.3 Tradical Lime 
Lime is manufactured in various kinds of kilns by one of the following reactions: 
CaCO3 + heat   CO2 + CaO (high calcium lime) 
CaCO3.MgCO3 + heat   2CO + CaO.MgO (dolomitic lime) 
In some lime plants, the resulting lime is reacted (slaked) with water to form hydrated lime. 
The basic processes in production of lime are: (1) quarrying raw limestone; (2) preparing 
limestone for the kilns by crushing and sizing; (3) calcining limestone; (4) processing the 
lime further by hydrating; and (5) miscellaneous transfer, storage, and handling operations.  
Air-lime is produced by heating high purity limestone at temperatures around 900°C. The 
definition of pure air lime products according to criteria (including fineness, reactivity, and 
available lime) and quality control in production provides confidence in their application. The 
air-limes, pure or formulated, fulfilling these quality levels for the building industry receives 
the brand label Tradical.  
The choice to use lime over cement in this research was based on literature on how best lime 
performs over cement. The use of lime also allows damp to be absorbed to a limited degree 
and then evaporate harmlessly away [131]. Environmentally, use of lime mortars has been 
found to significantly reduce carbon footprint and are termed carbon neutral. Lime mortars 
like cement, gives off carbon dioxide during manufacture but unlike cement, re-absorbs 
carbon dioxide when it sets. Amongst some other benefits associated with the use of lime 
includes: 
 During manufacture lime produces 20% less carbon dioxide than cement production. 
 Lime is essential in the building of any natural house (any house built using straw 
bales, timber, earth etc). 
 Lime is biodegradable. 
 Lime is burnt at a lower temperature than cement in the production process (900°C as 
opposed to 1300°C), therefore making lime production not only more environmentally 
friendly but also more economical as well. 
 Lime is recyclable. 
 Lime allows the building to "breathe". Water can escape by evaporation, unlike 
cement where the only way the water can escape is by being absorbed into the bricks 
and therefore, risking damp and erosion of the building substrate. 
However, during early stages of making wood-crete blocks, it was important to investigate the 
difference in properties of blocks made with tradical lime and blocks made with cement in 
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order to ascertain which binder bonded well with sawdust and achieved a higher compressive 
strength. 
Tradical lime HB used as binder in this study was sourced from Lime Technology Ltd. UK. It 
is claimed that tradical lime (a natural hydrated air lime) is a natural high performing 
construction material attaining elastic, durable, workable, vapour permeability and healthy 
material when used.  
5.3 Methods 
The performance of most materials like concrete is determined by its microstructure [132]. 
Microstructures are determined by its composition, its curing conditions, and also by the 
mixing method and mixer conditions used to process the concrete. The mixing procedure 
includes the type of mixer, the order of introduction of the materials into the mixer, and the 
energy of mixing (duration and power). To produce a good wood-crete block, it is therefore 
important to control how wood-crete is processed during manufacture. 
To determine the mixing method best suited for a specific application, Ferraris [132] stated 
that the factors to be considered include the process of material production, location of the 
construction site (distance from the batching plant), the amount of material needed, the 
construction schedule (volume of material needed per hour) and the cost. To achieve the 
desired wood-crete, process of fabrication and production play an important role on the 
performance. The preciseness of each detailed process and reinforcement (waste paper) affect 
the test results such as the compressive strength, density and thermal conductivity. Normal 
wet casting method was used in the fabrication and production of wood-crete following the 
steps below: 
 Collection and separation of sawdust particles: This step involved the collection of 
sawdust from sawmill (in this case from Brunel University workshop). Sawdust comes 
in various sizes thus the use of a sieve shaker was used to breakdown sawdust 
particles into various sizes from 0-1mm, 1-2mm and 2-3mm. This process helps to 
separate larger particles from smaller particles and other impurities in sawdust. 
 Drying of sawdust: After separation of particle size, sawdust is dried in the oven for 
24hours at 100°C to reduce moisture content in sawdust before use. This enables the 
determination and control of addition of water during production of wood-crete. 
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 Breakdown of waste paper: Waste paper in this study was used as reinforcement for 
wood-crete. Two different types of waste paper used were de-fibred waste paper and 
paper strip. De-fibred waste paper was broken down by first soaking paper in water to 
turn into paper marsh, drying for 24hours at 80°C and then blending into smaller 
particles of 1211.79µm in length and 25.97µm in breadth. Paper strip used was 
shredded to 279.4mm in length and 10.0mm in breath. 
 Assembly of mould: Moulds used measured 100mm x 100mm x 100mm according to 
British standards [133]. It is important before casting to check the level and flatness of 
the mould base and the squareness of the mould forms. 
 Mould cleaning and preparation: mould is cleaned and free from debris. Mould 
release agent (cream mould oil) applied evenly over the mould surface. Due to high 
moisture content in wood-crete during manufacturing, it is also important to make 
sure that joint and edges of mould are properly secured to avoid water runoff. 
 Wood-creting: During the production of wood-crete, a required amount of waste 
paper is mixed before the addition of sawdust and binder (tradical lime). This process 
helps make sure that the waste paper (reinforcement) is properly wetted before 
addition of other materials. It is also essential to conduct a slump test to assess the 
workability of the wood-crete mix before placing in the mould. This helps to 
determine the amount of water content necessary for the production of wood-crete. 
Proper vibration (in this case tamping) is carried out to remove voids in wood-crete. 
Same number of tamping and consistency is carried out for all moulds as this has a 
great influence on the density of wood-crete. After spreading of wood-crete in mould 
and tamping, another main factor to be considered is levelling of wood-crete surface. 
This helps to flatten the surface of wood-crete thereby avoiding point load during 
compressive test. Point load is load applied at one point of a material during test and it 
may be caused due to uneven surface during production of materials. 
 Setting and demoulding: Wood-crete is allowed to set for 24hours before 
demoulding. Setting is the result of the hydration of binder, producing microscopic 
mineral products that link adjacent tradical lime grains to each other. As hydration 
progresses, materials are bound more tightly together, so that it becomes more 
difficult for an outside force to deform wood-crete. 
 Curing: Wood-crete is cured in open air for 32days. This was determined by taking 
the weight of samples until a constant value was attained for a period of 3 days. 
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Consistency in weight gives an indication of no further loss of moisture from wood-
crete blocks. 
5.3.1 Production of wood-crete with waste paper 
One of the wood-crete products developed in this study involved the mixing of tradical lime 
with sawdust and waste paper (de-fibred). The process involved measuring the required 
amount of sawdust needed and tradical lime and ordinary Portland cement at the designed 
ratios. Firstly, sawdust needed was separated into different particle size with the use of an 
electric sieve shaker machine (Fig 5.3). The sieve shaker was arranged in different mesh sizes 
ranging from 0-1mm, 1-2mm and finally 2-3mm (Fig 5.3). The various sawdust sizes were 
collected from the sieve shaker and dried in the oven at 100
0
C for 24hours before use to 
enable proper control of water content during experimental work. 
 
Figure 5.3 Separation of sawdust particles 
Waste paper used for this project was in the form of discarded newspapers and office waste 
paper. Some of the experimental work used shredded paper measuring 10mm in width by 
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294.4mm in length (Fig 5.4 A). Other experimental work made use of modified newspaper 
shown in Fig 5.4 B and Fig 5.5.  
 
Figure 5.4 A - shredded paper, B – chopped newspaper 
The newspaper was first chopped into smaller piece and then soaked in water for 2 hours. It 
was allowed to turn into a sludge which was then dried in oven for 48 hours at 80
0
C. 
Following the drying process, the dried sludge was separated into smaller pieces and blended 
with a blender in order to break down the fibres into smaller particles (Fig 5.5) now known in 
thesis as de-fibred waste paper. 
 
Figure 5.5 A – Waste paper sludge, B – blended waste paper (de-fibred waste paper) 
The average microscopic measurement taken for 150 fibres was 1211.79µm in length and 
25.97µm in breadth (Fig 6.6). 




Figure 5.6 Microscopic image of de-fibred waste paper 
De-fibred paper was then mixed with sawdust and tradical lime to improve the insulating 
properties and reduce the density of block. The paper added was calculated in percentage 
ratio of sawdust by weight. These various ratios of sawdust to Tradical lime / cement were 
designed with the intension of ascertaining the effect of lime and cement compositions on the 
strength of wood-crete. The ratios of sawdust to tradical lime / cement used were based on 
economic considerations and permissible impact on the strength ascertained using the 
dropping method, as explained by Zziwa, et al. [134], where preliminary trial specimens of 
varying compositions of sawdust and cement were made, dried and dropped from waist 
height (approximately 1m) to assess their structural integrity.  
Wood-crete blocks were made by first mixing waste paper in water before the required 
amount of sawdust and tradical lime / cement was added in the mixer. This method is advised 
so that the waste paper can be thoroughly wetted. The amount of water added for every 
sample was 750ml per every 400g of sample. This was determined during trial making of 
samples. Mix made with 750ml of water less than 400g of total mix weight was termed 
unworkable while trial samples made with 750ml of water higher than 400g of total mix 
weight was termed to be slurry. This was important in other to be able to control the amount 
of water for every mix which has a direct effect on the density of sample (Table 5.1).  
Table 5.1 Trial making of samples - Determination of mix ratio for wood-crete from 
waste paper 
Water (ml) Total mix weight (g) Workable mix Unworkable mix 
500 400 No Yes 
600 400 No Yes 
700 400 No Yes 
800 400 Yes (Slurry) No (slurry) 
750 400 Yes No 
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During mixing, it was important for individual wood particles and paper fibres to be fully 
encased by the binder to attain acceptable properties. Consistent and uniform mixing was 
carried out to allow for clumps to be broken down and binding powder (tradical lime) to be 
dispersed evenly throughout the sawdust and waste paper with the use of machine (Fig 5.7). 
Continuous mixing was done for a further few minutes after the addition of all materials in 
the mix. The setting of inorganic binders is the result of a series of chemical reactions causing 
a succession of crystallization stages [135]. The mix was uniformly distributed into the square 
moulds which were treated with a mould release agent. Preparation of specimens for testing 
strength properties was based on BS EN12390-2 (making and curing specimens for strength 
tests). Wood-crete blocks were moulded in the dimension of 100mm x 100mm x 100mm (Fig 
5.7). It was noticed that due to the light weight of sawdust, there was almost no compaction 
under self-weight hence the tendency to create larger voids in moulds which could lead to low 
density and lower strength. Of significant note is that the degree of compaction has a great 
impact on the density of wood-crete. In a bid to ensure equal compaction and uniform 
distribution of materials in the mould, a minimum of 8 tamps was performed on each mould 
with minor force before levelling. The importance and advantage of tamping helps remove 
voids and fill gaps whilst creating a consistent end product. The mixtures were placed in a 
forming mould for 24 hours before de-moulding while maintaining a relative humidity 
between 46% - 49% for all samples. The samples were left at open air cure in the lab to attain 
the required amount of strength before being subjected to various kinds of tests. 




Figure 5.7 Moulding of wood-crete blocks (A – mixing machine, B – casting of wood-
crete in square moulds, C – open air curing of wood-crete) 
Mixing water with tradical lime and waste paper creates a wood-crete product that sets in a 
few hours and hardens over a period of weeks. This process varies however depending on the 
curing environment. It was discovered that wood-crete sets (becomes rigid) in 24hours and 
hardens in 32days to develop its compressive strength. The number of days was determined at 
the point where the density of wood-crete remained constant (i.e. no more loss of water). 
Normally, in principle as with concrete, strength continues to rise slowly as long as water is 
available for continued hydration but wood-crete should be allowed to dry out before use as 
water in wood-crete reduces the strength properties due to presence of waste paper. Setting 
and hardening of wood-crete is caused by the formation of water containing compounds, 
forming as a result of reaction between tradical lime and water. Stiffening, setting and 
hardening are caused by the formation of a microstructure of hydration products of varying 
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5.3.2 Production of wood-crete with treated sawdust 
Sawdust particles and waste paper where refined as discussed in the previous section. 
Preceding block formation, the wood particles were dried in the oven at 100
0
C for 24 hours to 
stabilise the amount of water in sawdust particles before boiling. Sawdust was treated with 
NaOH at different percentages and boiling times (Fig 5.8).  
 
Figure 5.8 Boiling sawdust 
In chapter 8 of this thesis, first group of experimental design was treated with NaOH at 
different percentages namely 0,1,2,3,4,5,6 and boiling times namely 100,120,140,160 without 
the addition of waste paper and second group was treated with NaOH at different percentages 
namely 0, 2, 4, 6, 8 and boiling times namely 40, 60, 80, 100, 120, 140 with the addition of 
waste paper (de-fibred and paper strip at 50% and 75% of sawdust weight used). More details 
of experimental work are given in tables 8.1 and 8.2 of chapter 8. The treated sawdust 
solution was washed with distilled water to remove the adsorbed alkali and soluble like sugar 
which tends to inhibit hydration as noticed in wood-cement composites and then dried in an 
oven at 80°C for 24hours before being sealed in an airtight container to be used for 
experiment (Fig 5.9). 




Figure 5.9 A - Washing of sawdust after boiling, B – storing sawdust after treatment 
Two types of waste paper were used for purpose of comparison. First type of waste paper 
(newspaper) was de-fibred firstly by soaking in water, dried and then blended. The average 
microscopic measurement taken for 50 fibres was 1211.79µm in length and 25.97µm in 
breadth as shown in fig 5.6. Second type of waste paper (paper strip) used measured 
279.4mm in length and 10mm in breath. The de-fibred and paper strips waste paper was then 
mixed with sawdust and Tradical lime to improve the insulating properties and reduce the 
density of block samples but most importantly contributing to self-strength of wood-crete. 
The amount of water used for all samples was calculated as shown in Table 5.1 and described 
in previous section.  
The de-fibred and paper strips added was calculated in percentage ratio of sawdust by weight. 
Wood-crete blocks were made by mixing waste paper in water before the required amount of 
sawdust and lime were added in the mixer as described in previous section. This method is 
advised so that the waste paper can first be thoroughly wetted. The mix was uniformly 
distributed into the square moulds which were treated with a mould release agent. Preparation 
of specimens for testing strength properties was based on BS EN12390-2 [133]. Three 
replicates of samples were made for each fabrication of wood-crete. The mixtures were 
placed in a forming mould for 24 hours before de-moulding while maintaining a relative 
humidity between 46% - 49% for all samples. The de-moulded wood-crete blocks were 
further cured for 32 days and tested for compressive strength at 20°C/65% relative humidity 
by applying a gradually increasing load under an universal Instron. The actual volume of the 
blocks was taken from the measurement of samples after drying. Samples were sandpapered 
 Development of Wood-Crete Building Material Chapter 5Methodology (Materials and Methods) 
71 
 
for evenness and flatness in all sides while sample mass was determined using a weighing 
scale. The density of the blocks was calculated from mass and volume. 
5.3.3 Production of wood-crete with different wood species 
The production procedure was similar to the previous sections except waste paper was not 
used. The process still involved measuring the required amount of materials needed (sawdust 
and tradical lime) and mixing with water. Amount of water used (450ml for 360g of total mix 
weight) was determined by making trial samples as shown in Table 5.2. The importance of 
individual wood particles to be fully encased by the binder (tradical lime) was also 
emphasised in this section. Consistent and uniformity in mixing was carried out to allow for 
clumps to be broken down. Samples were made based on preparation of specimens for testing 
strength properties (BS EN12390-2). 
Table 5.2 Trial making of samples - Determination of mix ratio for wood-crete made 
from hardwood and softwood 
Water (ml) Total mix weight (g) Workable mix Unworkable mix 
300 360 No Yes 
400 360 No Yes 
500 360 Yes (slurry) No (slurry) 
480 360 Yes (Slurry) No (slurry) 
450 360 Yes No 
5.4 Testing 
Prior to testing, actual volume of the blocks was taken from the measurement of samples after 
drying. Samples were sandpapered for evenness and flatness in all sides while the mass of 
samples was determined using a weighing scale. The density of the blocks was calculated 
from mass and volume. Three replicates were taken for each type of wood-crete blocks. The 
test environment was kept at 20°C/65% relative humidity. Various tests were carried out 
including compressive test, thermal conductivity test, fire test and water absorption test. 
These tests are described below. 
5.4.1 Compressive Test 
Compressive test was carried out according to BS EN 12390-1: Testing hardened concrete – 
Part 1: Shape, dimensions and other requirements for specimens and moulds. The test 
involved applying a gradually increasing load under a universal Instron.  The test pieces were 
placed between a supporting base and a flat steel plate. The machine applied a uniform load at 
a rate of 6mm/min until the maximum failure load was reached (Fig 5.10). The maximum 
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load (in Newton) was automatically recorded and the compressive strength was calculated as 
maximum failure stress per unit area.  
 
Figure 5.10 A - Instron compressive test machine, B – wood-crete under compressive 
test 
5.4.2 Thermal Conductivity Test 
The thermal conductivity of wood-crete in chapter 6 was determined by using thermal 
conductivity analyser which uses a novel analysis NDT technique. One major reason for 
choosing this method of thermal conductivity test is that the test is a non-destructive test 
which is a major advantage this test method has over other methods of thermal conductivity 
test which includes traditional guarded hot plate, transient plane source and laser flash 
diffusivity. Furthermore, some other advantages of using the thermal conductivity analyser 
are that additional sample preparation is not required and results are displayed within seconds 
of testing. The test procedure involves placing samples on a sensor which produces an 
amount of heat on application of current (Fig 5.11). The heat provided results in a rise in 
temperature at the interface between the sensor and the sample, typically less than 2ºC. This 
temperature rise at the interface induces a change in the voltage drop of the sensor element. 
Both thermal conductivity and effusivity are measured directly and rapidly, providing a 
detailed overview of the thermal characteristics of the sample material. The results are then 
displayed on the system’s computer. 
Thermal conductivity was also investigated for various wood-species (chapter 8) to explore 
the difference in thermal conductivity of wood-crete made from both hardwood and softwood 
with the use of Isomet Thermal Conductivity analyser. Sensor is placed on a sample which 
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produces an amount of heat on application of current (Fig 5.12). Its working principles are 
based on the same as the seteram thermal conductivity analyser as discussed above.  
 
Figure 5.11 A - TCi thermal conductivity censor, B – TCi thermal conductivity analyser 
 
Figure 5.12 A - Isomet thermal conductivity analyser, B – wood-crete under test 
5.4.3 Fire Test (Cone Calorimeter Test) 
Fire test was carried out with the use of the reduced cone calorimeter test which involves 
exposing the surface of the test specimen to a constant level of heat irradiance, within the 
range 0-100 kW/m
2
, from a conical heater. These conditions were based on test specimen 
positioning which is horizontal, a 50kW/m
2
 of heat flux exposure, test duration of 15mins use 
of specimen holder and frame during test and recording of observations related to specimen 
behaviour and times of interesting and significant events. Different samples were tested to 
give an indication of various behaviour of the wood-crete made (discussed in chapter 7) 
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placing a total of 5 thermocouples (TC) used to measure the temperature of samples at 
specific intervals (Fig 5.13). Fire test was conducted according to BS 476-15: 1993 standards. 
 
Figure 5.13 A – Preparation of wood-crete sample for fire test, B – wood-crete under 
fire test 
One of the main advantages of conducting cone calorimetry testing is that smaller sample 
sizes are required, resulting in a number of benefits including: 
 Lower test cost in comparison to full scale investigative European testing 
 Cheaper than testing larger samples, particularly when the material is expensive 
 Easier transportation and lower shipping costs 
 Multiple samples can be tested and used for material comparison 
 Allowing testing where an investigation is being carried out and larger samples are not 
available. 
 Assisting with before and after testing comparison (for investigations into fire 
performance after exposure to weathering, UV light or frost etc.). 
5.4.4 Water Absorption 
Experimental set up was carried out according to long term water absorption by total 
immersion as described in BS EN 1208:1997 standard (Fig 5.14). It involves measuring the 
change in mass of test specimen, totally immersed in water over a period of 28 days. Excess 
water adhering to surface, not absorbed by the test sample is removed by drainage or taken 
into account by deduction of the initial water uptake. For this test set up, excess water on the 
surface not absorbed by test sample was removed by deduction method. The method involved 
weighing the test sample to the nearest 0,1g to determine its initial mass, m0. The test sample 
is then placed in the water tank in such a position that it is totally immersed in water with the 
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top face of the test specimen (50 ± 2) mm below the water level. Sample is removed after 10s, 
holding it horizontally and placed within 5s, in a plastic tray of known mass. Test sample and 
tray are weighed together to determine the mass of the test specimen, m1, including the initial 
water uptake. Test sample is then placed in the water tank and a sufficient load is applied to 
keep the sample totally immersed in water, with the top face of the test sample (50 ± 2) mm 
below the water level (Fig 5.15). 
 
Figure 5.14 Experimental set up for determination of water absorption by total 
immersion (BS EN 12087:1997) 




Figure 5.15 Wood-crete samples under water absorption 
During the test period, water level is maintained at a constant level. After 28 days, test sample 
is removed from water tank holding it horizontally and placed within 5s in the plastic tray of 
previously determined mass to determine its mass, m28. Initial water uptake is calculated by 
the given equation below and should be less than or equal to 0.5kg/m
2
. 
m1 – m0 
         At 
Where: 
m0 is the initial mass of the test sample in kg 
m1 is the mass of the test specimen including the initial water uptake in kg 
At is the total surface area of the test specimen exposed to water in m
2
. 
The long term water absorption by total immersion is thus calculated as: 
 
  mn – m1 × 100 
     V         ρw 
Where: 
m0 is the initial mass of the test sample in kg 
m1 is the mass of the test sample including in kg 
(1) Wi = 
(2) W1t = 
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mn is the mass of the test specimen after total immersion for n number of days in kg 
V is the initial volume of the test sample, m
3
 
ρw is the density of water, assumed to be 1 000 kg/m
3
. 
Wlt shall be rounded to the nearest 0.1 volume percent. 
After the 28day period of water absorption test, the samples were subjected to compressive 
test as described under compressive testing and results were compared to similar compressive 
test results of same samples not subjected to water absorption test. 
5.5 Interim Conclusions 
A background on materials and general methods (process and manufacturing technologies) 
employed in the investigation on the use of waste materials (e.g. wood wastes and waste 
paper) in the production of a novel building material (wood-crete), which is comparable to 
Hempcrete has been described. Main raw materials discussed included: 
 Sawdust 
 Waste paper 
 Tradical lime 
Main methodologies developed to be used in this research included: 
 Production of wood-crete with waste paper 
 Production of wood-crete with treated sawdust 
 Production of wood-crete with different wood species 
The next chapters (6 – 8) study the utilization of various wood wastes and waste paper by 
creating new innovative composite material (wood-crete). 
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CHAPTER 6 – WOOD-CRETE MADE WITH 
SAWDUST AND WASTE PAPER 
6.1 Introduction 
Wood-crete is a new material made from sawdust or other wood wastes, and Tradical Lime 
with consideration for cheaper and locally available materials to meet desired needs, enhance 
self-efficiency, and lead to an overall reduction in construction cost for sustainable 
development. Wood-crete has been developing in this research, intending to achieve similar 
properties but more cost effective as those of Hempcrete. Wood waste, a major constituent of 
wood-crete, may be sawdust from the sawing of wood or any other wood wastes. Since wood 
is used in large quantities in many different sectors and is a part of our everyday lives, the 
volumes of sawdust and other recovered wood available are also large. Sawdust could be 
loose particles or wood chippings obtained as by-products from sawing of timber into 
standard useable sizes. 
The size of sawdust particles depends on the kind of wood from which the sawdust is 
obtained and also on the size of the teeth of the saw [97]. Between 10% and 13% of total 
content of log is reduced to sawdust in milling operations, depending largely on the average 
width of the blade, thickness of the timber sawed and technology of the sawing process [136]. 
Other wood wastes may include 1) solid or chipped wood in its natural stage without 
chemical contamination, 2) glued, coated lacquered wood without halogenic materials as 
timber preservative, 3) wood with halogenic materials (i.e. PVC) but no timber preservatives 
and 4) wood with timber preservatives [96]. According to COST Action E31 [137], the 
annual quantities of recovered wood in Europe reach about 30 million tonnes. 
Particles of wood when held together with an inorganic matrix, like Tradical lime and 
Portland cement, form a composite that can be used for different applications in the 
construction industry. There are a number of merits offered by wood and inorganic binders 
over some conventional building materials presently used today. These composites combine 
the properties of both the wood fibre and matrix which makes them more valuable to the 
building industry.  
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A number of proposed advantages of developed wood-crete over other conventional wood 
composite materials include better insulation properties, resistance to water absorption, fire 
performance, and strength properties.  
Wood-crete is produced with a binder known as tradical lime which is known for its 
elasticity, durability (long lasting quality mortars), workability, vapour permeability, healthy 
material (natural and solvent-free) when compared to the use of cement.  
This chapter was to develop wood-crete using mixed sawdust and addition of waste paper. It 
presents the factors which affect the performance of wood-crete and its properties in relation 
to sawdust and waste paper. By using waste paper, wood-crete is not only reducing the 
amount of aggregate and binder but also making environmentally friendly building materials. 
This chapter is aimed at evaluating the fundamental mechanical properties such as 
compressive strength and thermal conductivity of wood-crete containing waste paper. It also 
analyzes the relation of wood-crete to evaluate the ductile behaviour of wood-crete.  
6.2 Experimental Design 
Waste paper was added in different percentages to weight of sawdust as shown in Table 6.1 
and three replicates were made for each sample test making a total of 85 wood-crete blocks. 
In addition, it evaluates the effect of sawdust related to shrinkage because waste paper has 
high water absorption so high shrinkage of wood-crete was expected after curing. Different 
particle sizes where used to investigate the effect of particle size on wood-crete strength and 
also sawdust to binder ratio was varied. 
Table 6.1 Experimental design 









































































S/TL (1:1) – 2mm sieve 
S/TL (1:1) – 2mm sieve 
S/TL (1:1) – 2mm sieve 
S/TL (1:1) – 3mm sieve 
S/TL (1:1) – 3mm sieve 







S = Sawdust, WP = Waste Paper, TL = Tradical Lime, C = Cement 
6.3 Results and Discussion 
6.3.1 Density of Wood-Crete 
It is observed that the density of wood-crete blocks was closely related to the composition of 
sawdust, waste paper and Tradical lime (Table 6.2). Overall the density of wood-crete 
decreases with the increase of the waste paper added. For X-series of wood-crete, an increase 
in waste paper from 5 to 75% weight of sawdust resulted in a consistent reduction in the 
density of wood-crete from 724 to 473 kg/m
3
, about 1/3 reduction in density. This trend is 
also observed in the Y series of wood-crete composites made, with a reduction from 640 to 
408 kg/m
3
 when waste paper was increased from 0 to 75% weight of sawdust (Fig 6.1). The 
reason for the lower density of pure sawdust and tradical lime composites compared with 
those of composites with 5, 10 and 15% waste paper in the X-series experiment is still 
unknown. The only suspicion is the experimental deviation for some of the specimen made in 
this group as the cov is also abnormally high (Table 6.2).   
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Table 6.2 Mean density and compressive strength of wood-crete 













X1 75 473 0.80 (2.0) 
X2 50 526 0.61 (15.1) 
X3 30 604 0.48 (6.4) 
X4 25 673 0.43 (7.2) 
X5 15 702 0.41 (5.5) 
X6 10 713 0.35 (5.7) 
X7 5 724 0.31 (3.8) 
X 0 616 0.26 (19.4)  
S:TL=1:1 
Y1 75 408 0.53 (4.6) 6.39 
Y2 50 411 0.49 (2.9) 
Y3 30 490 0.44 (9.1) 
Y4 25 485 0.41 (10.3) 
Y5 15 505 0.36 (8.0) 
Y6 10 530 0.31 (11.6) 
Y7 5 549 0.22 (4.6) 
Y 0 640 0.21 (0.0) 18.33 
S:C=1:1 7.5 
Z 0 424 0.06 (37.3) 
S:C=1:2 4.2 
Z1 0 543 0.10 (10.0) 
S:TL:C=2:1:1  
W1 20 397 0.27 (15.7) 
W2 15 404 0.22 (19.3) 
W3 10 416 0.18 (20.0) 
S:TL=1:1 (2mmSieve size) 15.4 
XX1 25 409 0.29 (14.6) 
XX2 10 376 0.19 (22.3) 
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XX 0 427 0.15 (9.3) 
S:TL=1:1 (3mm Sieve size) 12.57 
XXX1 25 364 0.20 (18.0) 
XXX2 10 356 0.12 (8.3) 
XXX 0 383 0.09 (11.4) 
Hempcrete  445 0.4  
Concrete  20000 12 – 18  
* Values in (  ) are cov in %. 
A comparison of the density of X series and Y series shows that the density of wood-crete 
blocks made with 1:2 mix ratio of sawdust to tradical lime had a higher density of 11.2% 
higher than that made with 1:1 mix ratio of sawdust to tradical lime (Fig 6.2). Theoretically, 





is expected that the densities of X series would be greater than those of Y series by more than 
1.5 times. However, wood-crete blocks made with 1:1 ratio of sawdust to tradical lime 
showed a density difference of less than 1.1 times compared to similar ratio in the X series. It 
can thus be inferred that the sawdust may have more significant influence on the density of 
wood-crete than tradical lime. 
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Figure 6.2 Mean density for X and Y Series 
6.3.2 Correlation of Density and Size of Sawdust  
Wood-crete made with 2mm sieve and 25% of waste paper, has higher density than that made 
with 3mm sieve at 25% waste paper, with the former being about 15% higher than the latter. 
A similar trend is found for the composites with 10% waste paper (Table 6.2). The density of 
wood-crete made with 2mm and 3mm sieve of sawdust was very low compared to the 
densities of all other samples made with 1mm sieve (Table 6.2). Comparing the density of 
samples Y, XX and XXX, it is found that density of 1mm particle size increased with 19.96% 
compared to 2mm particle size and 2mm particle size increased with 5.43% compared with 
3mm particle size (Fig 6.3). The smaller the size of particles of sawdust, the higher the 
density is achieved. The geometry of sawdust particles may be related to the structure of the 
final composites; large particles may limit the compaction of formatting composites, resulting 
in a reduction in density. Lower density of sawdust itself in comparison with Tradical lime 




























Figure 6.3 Effect of particle size on density 
6.3.3 Correlation of Density and Shrinkage 
The replacement ratio of waste paper of wood-crete is correlated to their density. The density 
of the wood-crete decreases as higher waste paper was included (Fig 6.1). Due to the low 
density of the waste paper (250 – 1500kg/m3), the overall density of wood-crete is reduced. 
Table 6.2 indicates the trend of decreasing density of wood-crete according to increase of 
paper replacement ratio.  
There was about 5% shrinkage of X2 wood-crete compared to X1. This continuous reduction 
in shrinkage was noticed across series X and series Y with increasing amount of waste paper. 
This means that paper replacement ratio of wood-crete affected increase of shrinkage. 
6.3.4 Compression Strength of Wood-Crete 
Compressive strength of wood-crete blocks are summarised in Table 6.2. It is very interesting 
that there was an increase in compression strength of blocks with the decrease of density of 
wood-crete. This may be due to the presence of waste paper in mix which acts as fibrous 
substance to network the materials and improve the bonding between sawdust and Tradical 
lime and among them whilst reducing density of blocks. This was also noticed with wood-
crete made with cement binder.  
Another important property of wood-crete noticed during testing was the large deformation 
that can undergo after reaching the ultimate load. An example of the failure is given in Figure 
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of blocks. Also noticed during compressive test is that wood-crete did not fail catastrophically 
a failure normally associated with concrete under compressive load. Of importance to wood-
crete property is the stiffness of wood-crete blocks. When the load is removed after testing, 
wood-crete rebounds slightly in an attempt to return to its prior shape. 
This reveals that wood-crete has a quasi-ductile behaviour unlike the sudden brittle failure 








Figure 6.4 A - Behaviour of wood-crete under compressive loading, B - failure of wood-
crete after compressive test 
Considering that wood-crete, as other existing hempcretes, is intended to be used in 
combination with structural elements, such observed ductile behaviour may be attractive as it 
enhances the accommodation and adjustment between structural and non-structural elements 
which helps improve the absorption of small displacements and dumping, which always occur 
in houses and buildings. 
The strength properties of wood-crete were not as good as those of normal concrete, but 
comparable to those of hemp lime composites, e.g. hempcrete. The compression strength 
values required for materials to be used as pavements ranges between 20 and 25 MPa while 
that for beams is between 20 and 35 MPa and up to 65 MPa for the reinforced concrete 
depending on the expected loads [134]. The compressive strength values of wood-crete 
composites made with waste paper were incomparable with those of concrete bricks which 
mean that they are not fit for a direct or stand-alone application as structural elements. The 
 
A B 
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strength values, ranging from 0.26 to 0.80 MPa for wood-crete made, were rather comparable 
to compressive strength of hempcrete which is 0.4 MPa. 
The compressive strength achieved and various densities depended upon the ratio of sawdust 
to lime and cement used in addition to the percentage of waste paper. The wood-crete blocks 
with sawdust lime ratio of 1:2 showed higher compressive strength compared to those made 
with a ratio of 1:1. Also observed here is that higher proportion of tradical lime in the 
composite helps achieve stronger blocks. The composites did fail prematurely which again 
suggests that the sawdust:lime:cement matrix exhibited plasticity properties to some extent. 
This suggestion is, however, supported by previous work [134]. There is a strong probability 
that the mechanical properties and dimensional stability of composites can be improved with 
increasing amounts of the additives as reported previously for other lime based composites 
[138] and also with the treatment of sodium hydroxide at different temperatures. 
6.3.5 Effect of Waste Paper on Compression Strength   
There was an increase in compression strength of wood-crete blocks with an increase in the 
proportion of waste paper, whether for the 1:1 mix or 1:2 mix of wood-crete (Table 6.2). The 
compressive strength increased from 0.26 to 0.80MPa when the waste paper was increased 
from 0 to 75% sawdust for the ratio of 1:2 of sawdust to Tradical lime (X-series) and from 
0.21 to 0.53MPa when the waste paper was increased from 0 to 75% for the ratio of 1:1 of 
sawdust to Tradical lime (Y-series) wood-crete blocks (Table 6.2). Overall, the compressive 
strength consistently increases with the increase of the waste paper (Fig 6.5), reaching 54% 
increase in compressive strength for 75% addition of waste paper. The test results also 
indicated that an inclusion of waste paper below 5% did not improve the compressive 
strength. These results are of importance for a mixture design: an inclusion of a small 
percentage of waste paper may not increase compressive strength of wood-crete due probably 
to the lower compressive strength of waste paper itself compared to the sawdust and Tradical 
lime. At this point, the waste paper simply acts as filler for the wood-crete. However, a 
further increase of waste paper, such as from 5 - 75% in this study, could improve the 
structure of the wood-crete: a more consolidated bonding structure of the wood-crete may be 
established and hence give rise to a consistent increase in compressive strength of the wood-
crete. The waste paper at this time acts as network links within the composites, improving 
bonding between waste paper with sawdust, between waste paper and Tradical lime and 
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among them, and enhancing the stress transfer from one material to another within the 
composites.  
 
Figure 6.5 Increase in compressive strength with waste paper 
6.3.6 Effect of Sawdust and Tradical Lime on Compression Strength  
Figure 6.6 shows the difference of compressive strength of wood-crete made with different 
ratio of sawdust to Tradical lime: 1:2 for X series and 1:1 for Y series. It is apparent that 
lower sawdust content gives rise to a higher compressive strength of wood-crete. The strength 
of wood-crete with a ratio of 1:2 (sawdust: tradical lime) is about 11.22% higher than that 
with 1:1 ratio comparing. It is also noticed here that wood-crete achieved a compressive 
strength of 0.41MPa at addition of waste paper of 15% in X series while the same strength 
was noticed in Y series at an addition of waste paper at 25%. This was also noticed when 
wood-crete achieved a compressive strength of 0.31MPa with addition of 5% waste paper for 
X series and same compressive strength was noticed in Y series when waste paper was 10%. 
This gives an indication that the ratio of sawdust to tradical lime played an important role in 
compressive strength of wood-crete. The effect of tradical lime on compression strength of 
wood-crete has also been reflected in Figure 6.6. Wood-crete made with higher sawdust 
means lower concentration of binder ratio achieving lower compressive strength. Without 
waste paper, an increase in tradical lime from 50% to 70% results in an increase in the 
compressive strength of 25%. With 10% waste paper, an increase of Tradical lime from 45% 
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increase of Tradical lime from 40% -57% results in 25% increase of compressive strength of 
wood-crete.  
 
Figure 6.6 Compressive strength with different ratios of sawdust and waste paper 
Figure 6.7 shows the percentage of total sawdust and Tradical lime in relation to the 
compressive strengths for X and Y series. It is apparent that the strength linearly decreases 
with the increase of total sawdust and tradical lime. The bonding between sawdust and binder 
and between sawdust particles may be more comprehensive and stronger for wood-crete with 
ratio of 1:2 than those of 1:1. The interface between particles may be more compact. This is 
also reflected with a higher density of X series wood-crete. Wood-crete blocks made with 
ratio 1:1 were fragile due to their low density which indicates poor bonding between the 
binder and sawdust.  
y = -0.0677x + 0.7611 
R² = 0.8906 
y = -0.048x + 0.5871 



























Figure 6.7 Effect of total sawdust and tradical lime on compressive strength 
6.3.7 Combined Effect of Sawdust and Waste Paper on Compressive 
Strength 
It is evident that the combined effect of sawdust and waste paper had a significant effect on 
the compressive strength of wood-crete. With the total sawdust and waste paper increased 
from 33.3% to 46.7%, the compressive strength increased about 3.5 times, see Figure 6.8 (X-
series) and for Y series from 50% to 57.9%. The combined effect reflects the compaction of 
sawdust and waste paper: relatively small particles and paper fibres at this point may have 
filled many gaps between and within each other, thus enhancing stress transfer between both 
materials.  
y = -0.0258x + 2.8395 
R² = 0.9871 
y = -0.015x + 1.7281 
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Figure 6.8 Compressive strength against total sawdust and waste paper 
6.3.8 Correlation of Density and Compressive Strength 
The average measured densities for the wood-crete for X and Y series are plotted against 
compressive strength in Figures 6.9 It is interesting that for both X and Y series wood-crete 
blocks, the compressive strength increases linearly with the decrease of density of wood-
crete. The compressive strength increased from 0.31 to 0.80 MPa when the density decreased 
from 724 to 473 kg/m
3
 for X series wood-crete blocks and from 0.21 to 0.53 MPa when 
density decreased from 640 to 408 kg/m
3
 for Y-series wood-crete blocks. This result defies 
the normal expectation of increasing density with increasing compressive strength. The 
addition of waste paper may have added to the improvement of strength and a reduction in the 
density of wood-crete.   
y = 0.0387x - 1.0289 
R² = 0.9871 
y = 0.0416x - 1.8306 































S + WP (%) 
X Series (1:2)
Y Series (1:1)




Figure 6.9 Compressive strength against density 
6.3.9 Combined Effect of Cement and Tradical Lime on Wood-Crete 
The test results show that wood-crete made with the combined binder of cement and tradical 
lime (W2 and W3) has a lower compressive strength compared to wood-crete made with only 
tradical lime as the binder (Table 6.2). Comparing samples W3 and Y3 made with same ratio 
of sawdust and percentage of waste paper, W3 has the compressive strength of 0.18MPa in 
comparison of 0.31MPa for Y3. The rationale behind this may be the different hydration 
processes of two different binders. Different hydration schedules between binders may result 
in 1) inconsistent structure of the cured products because of local curing process of one 
binder, 2) incompact structure because if one binder hydrates first, the hydrated product may 
be damaged during the curing process of the second binder, 3) insufficient bonding due to the 
lack of binder. This means the same amount of binder has been divided into two processes. 
When the first hydration takes place, the limited binder may not be distributed and cover the 
whole surface area of sawdust and paper. However, when the second hydration takes place, 
the hydrated products and sawdust and waste paper all work as aggregates. It is thus 
suggested that single binder should be used whilst making wood-crete and if the binders are 
to be combined, the hydration process of individual binders should be worked out for careful 
analyses before mixing. 
S = -0.0017D + 1.5082 
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6.3.10 Comparison of effect of Tradical Lime and Cement on Wood-
Crete 
It was important to compare the strength of wood-crete made with Portland cement to that 
made with tradical lime. Test results show that wood-crete made with tradical lime achieved a 
higher compressive strength than those made with cement. This result was same with the 
different ratios of 1:2 and 1:1. It is clear that this result has not been affected by the density of 





respectively. There was significant difference in compressive strength of 44% of wood-crete 
made with tradical lime and cement (Fig 6.10). As discovered here with higher compressive 
strength achieved with tradical lime binder compared with cement and comparing the 
advantages tradical lime has over Portland cement as already stated in literature review, it was 
important to continue wood-crete manufacture with tradical lime. 
 
Figure 6.10 Effect of different binders on compressive strength of wood-crete  
6.3.11 Effect of Size of Sawdust on Compressive Strength of Wood-
Crete 
Particle size of sawdust plays an important role in the mechanical properties of wood-crete. It 
is observed that wood-crete made with 1mm particle size (Y5) has a compressive strength of 
16.7% higher than that made with 2mm particle size (XX) and 40% higher than that made 
with 3mm particle size (XXX). Likewise, compressive strength of wood-crete with 2mm 
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waste paper, the former is about 50% higher than the latter (Table 6.2).  Although the strength 
is relatively low, the result proves that with smaller particles of sawdust at a higher 
percentage of waste paper, better strength is obtainable. This result is also a confirmation of a 
study on compatibility of no-fine concrete [139], where it was discovered that smaller particle 
size exhibits higher compressive strength. Fig 6.11 compares average compressive strength of 
samples Y2/Y3 with XX1/XX2 and XXX1/XXX2. The size of sawdust may have influenced 
the penetration of the tradical lime into the particles, that is, the larger particle may prevent a 
thorough penetration of tradical lime, resulting in inconsistent structure of wood-crete and 
hence reduction in the compressive strength. 
 
Figure 6.11 Mean compressive strength against particle size of same mix ratio  
6.4 Thermal Conductivity 
The test results showed that wood-crete blocks have a good thermal insulation property. 
Thermal conductivity of the wood-crete blocks tested (X1, X2, X3 and – X5) has a thermal 
conductivity ranging from 0.041 – 0.069 (Table 6.3). Thermal conductivity values achieved 
indicate that the wood-crete blocks can be used as in-fill wall panels since their strength is 
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Table 6.3 Mean thermal conductivity of wood-crete: X-Series 








75 473 0.80 0.046 
50 526 0.61 0.069 
30 604 0.48 0.063 
15 702 0.41 0.052 
6.4.1 Correlation of Compressive Strength with Thermal 
Conductivity  
It is evident that an increase of compressive strength from 0.41 to 0.61 MPa, thermal 
conductivity increases from 0.052 to 0.069 W/mK. Further increase of the strength to 0.80 
MPa, the thermal conductivity decreased from 0.069 to 0.046 W/mK. The increase in the 
strength of wood-crete means an improvement of both network and bonding systems of the 
materials which reflects in an improvement of heat conduction, i.e an improvement of thermal 
conductivity. However, much lower thermal conductivity (0.046W/mK) may be due to the 
dominated influence of nature of pores within the materials which is discussed in more details 
in next section.  
6.4.2 Correlation of Density with Thermal Conductivity  
Overall thermal conductivity increased with a decrease in density (Table 6.3). Thermal 
conductivity increased from 0.046 W/mK with density of 473kg/m3 to 0.069W/mK with 
density of 526 kg/m
3
. However, further increase of density from 604kg/m
3
 to 702 kg/m
3
 
resulted in a decrease of thermal conductivity from 0.063 to 0.052 W/mK. Thermal 
conductivity may be influenced by the degree of all processes of heat transfer such as heat 
conduction, convection and radiation. The efficiency of heat conduction is directly related to 
the density of material, i.e. with the increase of density, the conduction is improved, and 
hence, thermal conductivity increases. The convection may also play an important role in the 
thermal conductivity. The convection is related to the amount and geometry of pores and 
network system within the materials and this may be one of the reasons for the lower thermal 
conductivity of the wood-crete with a density of 702kg/m
3
 compared to that of 604kg/m
3
 
because the pores may be too small for the formation of convection. The effect of porosity on 
the thermal conductivity of solids has also been reported by previous worker [140]. It was 
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stated that the reduction in thermal conductivity depends on not only the volume fraction of 
pores but also their aspect ratio and their spatial distribution. 
Both the correlation of compressive strength and density with thermal conductivity indicates 
that the addition of waste paper and composition of wood-crete and hence the structure of 
wood-crete may have played an important role on the thermal conductivity of the wood-crete 
blocks made. An increase in waste paper may have helped establish networks and bonding 
systems between sawdust particles and binder, resulting in an increase of compressive 
strength. A high percentage of waste paper in general resulted in reduction in density, 
therefore, the thermal conductivity decrease. 
6.4.3 Comparison of Thermal Conductivity of various Materials  
Table 6.4 Thermal conductivity of different materials used in construction in 
comparison to wood-crete 
Materials Thermal Conductivity (W/mK) Density (kg/m
3
) 
Sheep wool 0.042 15 
Gypsum board 0.18  600 
Hempcrete with lime 0.13 – 0.19 445 
Straw bale 0.038 – 0.052 75 - 100 
Composite of expanded cork 0.036 – 0.40 160 
Cork 0.045 240 
Rock wool 0.042 – 0.045 150 - 200 
Glass fibre quilt 12 0.040 
Glass fibre slab 25 0.035 
Phenolic foam 30 0.040 
Polyurethane board 30 0.025 
Urea formaldehyde foam 10 0.040 
Steel 52 7500 - 8500 
Concrete 1.5 2400 
Cellular concrete 0.14 – 0.23 420 - 1250 
Brick 0.27 – 0.96 1300 - 1700 
Wood 0.12 – 0.3 350 - 900 
Wood-crete   
75% waste paper 473 0.046 
50% waste paper 526 0.069 
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30% waste paper 604 0.063 
15% waste paper 702 0.052 
Cedar 548 0.089 
Pine 674 0.111 
Oak 832 0.137 
Beech 930 0.153 
 
Average thermal conductivity value obtained for wood-crete was 0.058W/mK. Comparing 
the densities and thermal conductivity values of sheep wool and wood-crete in table 6.4 for 
instance, it is seen that wood-crete achieves about the same thermal conductivity value with 
sheep wool when their densities are of high differences. The reason for this would be as a 
result of air gaps in wood-crete which has a direct influence on the thermal conductivity of 
materials [140]. By comparing this coefficient with those of other materials used for similar 
applications, one may conclude that wood-crete has a good thermal conductivity. 
6.5 Interim Conclusions 
The compressive strength of the wood-crete ranged from 0.06MPa to 0.80MPa indicating that 
like hempcrete, the composite can be used as in-fills for wall panels and hollow blocks. The 
composites had good thermal conductivity ranging from 0.046W/mK to 0.069W/mK and thus 
could be used for thermal insulating materials for building construction. With some artistic 
designs and good wall finishes (e.g. wall papers), wood-crete blocks can be used for interior 
for non- or semi-structural panelling application. The properties of the composites were 
closely related to its composition with percentage of waste paper having an increasing effect 
on the compressive strength of wood-crete and ratio of sawdust to tradical lime having an 
effect on the bonding strength of wood-crete.  
There is potential in the combined use of sawdust and waste paper as reinforcement in wood-
crete composites for building construction helping in reducing waste disposal costs and 
generating incomes from sales of sawdust by sawmills and waste paper to the building and 
construction industry. One problem discovered for the low compressive strength of wood-
crete was as a result of poor bonding strength between sawdust and matrix (tradical lime) 
used which the next chapter tries to address through the treatment of sawdust to improve the 
strength properties of wood-crete for structural application. 
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CHAPTER 7 – WOOD-CRETE MADE FROM 
TREATED SAWDUST 
7.1 Introduction 
The strength of wood-crete was discovered to be directly related to the bonding strength 
between sawdust and tradical lime which made compressive strength of wood-crete relatively 
low. The chemistry between the bonding of sawdust and binders for instance Portland cement 
has been argued by a number of authors [141] [142] [143]. Wood contains a number of 
substances, including hemicelluloses, starches, sugars, phenols and hydroxylated carboxylic 
acids which could dissolve and affect lime crystallization. The major problems of wood 
composites made from sawdust, cassava starch and natural rubber latex are associated with 
the hydrophilic character of the cellulose structure of fibre [144]. Researchers have suggested 
some propounding solutions to the above problem by stating the necessities to modify 
cellulose fibre surface by scientific methods to reduce the hydrophilic nature of sawdust 
thereby improving the sawdust–matrix bonding [144] [141]. As a result of the enhancement 
through different surface modification of sawdust interface, there is a significant increase in 
the strength of composites [142] [143]. The partial removal of the components of sawdust 
which include cellulose, hemi-cellulose, lignin (the main components that contribute to the 
strength, flexural and impact properties of composites) and pectin, waxes, and water-soluble 
substances [144] with alkali solution and the modification of cellulose fibre was reported by 
Zaikov, et al. [141]. Modification of sawdust as stated by Prompunjai and Sridach [144] 
include de-waxing, alkali treatment, cyanoethylation and benzolation. Several studies have 
noted that the reason for cohesion of matrix with the treated sawdust is that as lignin is 
removed, the middle lamella joining the ultimate cells becomes more plastic and 
homogeneous due to the gradual elimination of micro-voids [144]. It has also been stated that 
during modification by alkaline treatment, the hydrogen bonding in the network structure is 
disrupted, thereby increasing surface roughness [144]. The treatment removes a certain 
amount of lignin wax and oils covering the external surface of the fibre cell wall and 
depolymerises cellulose, and exposes the short length crystallites [142] [145]. The addition of 
aqueous sodium hydroxide (NaOH) to natural fibre helps form a good bond and promotes the 
ionization of hydroxyl group [142] [145]. The bonding between sawdust and hydrophobic 
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matrix has a direct effect on the mechanical properties of composite materials while studies 
have also shown that the removal of hemicelluloses produces less dense and less rigid inter-
fibrillar region [144]. 
This chapter thus focuses on the properties of wood-crete based on the modification of 
sawdust by hot water boiling, alkaline treatment and the addition of different types of waste 
paper (de-fibred paper and paper strip). Various treatments were proposed to optimise the 
property of wood-crete and the performance of the developed wood-crete was assessed.  
7.2 Experimental Design 
Sawdust was treated at different boiling times and with the addition of sodium hydroxide 
(NaOH) at various percentages to be able to ascertain a peak where sawdust particles when 
use for the production of wood-crete attains a high strength and low strength. Different types 
of waste paper (de-fibred and paper strip) were used as reinforcement to as well improve on 
the self-strength of wood-crete properties and a comparison was made between the different 
percentages of waste paper used (50% and 75%) both for de-fibred and paper strip. Three 
replicates were made for each type of test combination making a total of 1186 wood-crete 
blocks tested.  
7.3 Results and Discussion 
7.3.1 Effect of Water Boiling Treatment on the Compressive Strength 
of Wood-crete 
Table 7.1 shows that the compressive strength of wood-crete increased gradually as the 
water-boiling time increased from 80mins to 140mins and then decreased at 160mins. The 
average compressive strength of wood-crete without an addition of NaOH increased from 
0.25 to 0.33 MPa and then decreased to 0.28MPa. These results are in agreement with the 
previous studies conducted by Aigbomian and Fan [146], a compressive strength of 0.26 MPa 
was achieved for the wood-crete made with sawdust without boiling treatment. It is apparent 
that boiling time less than 120mins has little effect on the compressive strength but rather 
tends to weaken the bonding between sawdust and binder. This may also explain why, as 
boiling time increased from 140mins to 160mins, the strength of wood-crete decreased from 
0.33 MPa to 0.28 MPa. This means that though the treatment helps to extract soluble from 
sawdust to create a better bonding between sawdust and binder, prolong boiling time may 
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weaken sawdust particles themselves, thereby creating weaker wood-crete. The boiling time 
for the sawdust to be used for wood-crete production should be 140mins if no NaOH is 
included in the boiling water.  
Overall mean values of compressive strength with duration of boiling time, for all NaOH 
additions tested, are 0.41 MPa with duration of 100mins, 0.52 MPa at 120mins, 0.50 MPa at 
140mins and 0.37 MPa at 160mins. This again indicates that the compressive strength 
increased at first and then decreased with the duration of boiling time. However, the boiling 
time of 120mins gives the highest compressive strength compared to other treating times. 
There was an 11.8% increase in compressive strength when sawdust is boiled at 100mins to 
120mins and a 14.9% decrease in compressive strength when sawdust is boiled from 140mins 
to 160mins. This illustrates the effect of NaOH on the soluble content of sawdust (Table 7.1). 
Table 7.1 Experimental design and mean value of wood-crete property 1mm sawdust 
sieve size (without waste paper)  
NaOH 
(%) 



















































































































CS = Compressive Strength, Den = Density, NaOH = Sodium Hydroxide, Values in (  ) are cov. in % 
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7.3.2 Effect of NaOH Treatment on Compressive Strength of Wood-
Crete 
Figure 7.1 shows that overall mean compressive strength of various treating durations of 
wood-crete gradually increased as the percentage of NaOH increased from 0 to 3% and then 
decreased as the percentage of NaOH continued to increase from 4 to 6%. It is apparent that 
an addition of NaOH is able to extract the soluble content of sawdust effectively. Proven here 
is that the treating sawdust to be used for wood-crete production should be 3% with boiling 
time of 130mins. Although there is only 3% decrease in compressive strength when NaOH 
increased from 3% to 4%, there is a drop of 33% in compressive strength when sawdust is 
treated further from 4% to 6%. Whilst the treatment of sawdust with NaOH helps form a good 
bond and promote the ionization of hydroxyl group, treating sawdust with more than 4% of 
NaOH tends to create a weaker bond and weakens individual wood particle fibres, hence 
results in low compressive strength of the wood-crete made from the treated sawdust. 
 
Figure 7.1 Mean compressive strength vs NaOH for all boiling times 
The effect of NaOH treatment is also related to the boiling time (Table 7.1). With the 100 
minutes boiling time, there is a little effect between 0 to 2 % NaOH. However, from 2 to 3 %, 
there is a significant increase in the compressive strength. Changing NaOH from 5 to 6% 
resulted in an adverse effect, with compressive strength reducing from 0.65 to 0.30MPa. A 
similar trend was found for boiling time of 120 minutes. When boiling time was increased to 
140 minutes, even a 1% or 2% NaOH can result in a substantial increase of compressive 
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the compressive strength was achieved at 4% NaOH. A comparison of the last two columns 
of Table 7.1 (treatment times of 140 and 160mins) indicates that a long duration of boiling 
time may have resulted in significant effect on the strength of sawdust. The highest 
compressive strength was only 0.59MPa with the boiling duration of 160min in comparison 
to 0.87MPa with the boiling duration of 140min. 
7.3.3 Combined Effect of NaOH and Boiling Time 
Observed is that there was an increase in the compressive strength of blocks as the percentage 
of NaOH increased as well as boiling time (Table 7.2 and Fig 7.2). High compressive strength 
areas on Figure 7.2 are indicated with red zone and as strength decreases, colour changes 
from yellow, to green and blue. As reported by Vaickelionis and Vaickelioniene [147], a 
longer extraction time and a higher temperature (up to 100°C) afford a higher concentration 
of soluble materials [147]. Previous studies have shown that the major problems of wood 
composites are associated with the hydrophilic character of the cellulose structure of fibre and 
overcoming this problem means modifying the fibre surface by the physical and chemical 
methods to reduce the hydrophilic nature of sawdust which improves the sawdust–matrix 
bonding [144]. The treatment of wood fibre prevents sugar and tannins in the wood from 
reacting with the matrix which interferes with proper curing [147]. It can thus be inferred that 
the reason for the significant increase in strength of composite after treatment of sawdust is 
that there has been a change in the interface quality of sawdust which has consequently 
improved the bonding of sawdust and matrix resulting to better compressive strength.  
Figure 7.2 indicates that to achieve good compressive strength, the treating regimes for 
sawdust should be within the range of 3 to 4% with boiling duration between 135 and 140 
minutes (red zone on Figure 7.2). It is interesting to see that low percentage of NaOH at 
boiling time between 110 to 130 minutes gives similar result to high percentage of NaOH 
with longer boiling time above 155 minutes (Figure 7.2). This gives an indication that during 
initial boiling state of sawdust, there is no significant indication of change in sawdust matrix. 
However, as boiling time increases, the structural behaviour of sawdust particles begin to 
change and then weaken with excessive heating time. This has been further confirmed from 
the results from the wood-crete with an addition of waste paper (Table 7.2). Table 7.2 shows 
that at a low boiling time of 80 minutes, a higher percentage of NaOH is needed to achieve 
better compressive strength, although there is a variation when sawdust was treated from 2% 
of NaOH to 4% of NaOH, which may be due to the variation of raw materials or experimental 
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variation as much higher cov values of wood-crete treated with 4% of NaOH was observed in 







Figure: 7.2 Combined effect of NaOH and boiling time: A=2D and B=3D images 
Table 7.2 Experimental design and mean value of wood-crete property at various NaOH 
(Boiling time 80 minutes) 
NaOH 
(%) 






































































CS = Compressive Strength, Den = Density, NaOH = Sodium Hydroxide, DF = de-fibred, PS = Paper Strip, 
Values in (  ) are cov. in % 
7.3.4 Combined Effect of NaOH Treatment and Waste Paper on 
Compressive Strength of Wood-Crete 
Table 7.2 shows the effect of treating sawdust at various percentages of NaOH on the 
compressive strength of wood-crete in combination with waste paper. It is observed that there 
was an increase in compressive strength of wood-crete with the type of paper used and in 
percentage of NaOH. Wood-crete made with 75% of paper strip at 4% of NaOH achieved 
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higher compressive strength than those made with 75% of de-fibred at 4% of NaOH with 
about 16% increment in strength property. The same trend is noticed with wood-crete made 
with 50% of paper strip and 50% of de-fibred at 4% of NaOH and wood-crete made with 2% 
of NaOH both for 50% paper strip and 75% paper strip and 50% de-fibred and 75% de-fibred 
paper. Two significant evidences are confirmed here: the first is that the higher the percentage 
of NaOH, the better the compressive strength and the second is that the wood-crete with 
paper strip performs better in compressive strength than those with de-fibred paper. It is not 
clear why the treatment with 2% of NaOH has a better strength compared to 4% of NaOH, 
although there is a much higher cov for the results under 4% NaOH treatments, showing 
possible experimental operation variation. 
7.3.5 Combined Effect of Boiling Time and Waste Paper on 
Compressive Strength of Wood-Crete 
Figure 7.3 and 7.4 shows overall mean compressive strength across different water boiling 
times of both de-fibered and paper strip. The results for each individual regime of treatment 
are given in Table 7.4. In Table 7.3, it is observed that at a fixed percentage of NaOH with 
different boiling times, wood-crete made with 75% of de-fibred paper had about 3.8% 
increases in compressive strength compared to wood-crete made with 50% de-fibred paper. 
Same trend is noticed with 75% paper strip recording 11.7% increase in compressive strength 
than 50% paper strip. It can be seen that the average strength consistently increases with the 
boiling time increase, from 0.40 to 1.22MPa when the boiling time increased from 40 to 140 
minutes. The correlation can be established with a good fit of linear regression (Figure 7.3).  
Waste paper has also had an effect on the property of wood-crete (Figure 7.4). Overall the 
wood-crete with paper strips had a better compressive strength than those with de-fibred 
waste paper (Table 7.4 and Figure 7.4). A higher concentration of waste paper also gave rise 
to a better compressive strength. This is also in agreement with the results from previous 
study [146] which showed that 75% of de-fibred waste paper achieved a better strength than 
50% of de-fibred waste paper. It is also evident that as the percentage of NaOH reduced, there 
was a corresponding reduction in the compressive strength of wood-crete (Table 7.4).  
Figure 7.3 and 7.4 also shows that where there was an increase in percentage of waste paper 
and heating time, there was a corresponding increase in compressive strength of wood-crete. 
In general, it is observed that there is 12% increase in average compressive strength when 
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wood-crete is made with 50% paper strip compared to 50% de-fibred paper and an 18% 
increase when wood-crete is made with 75% paper strip compared to that when wood-crete is 
made with 75% de-fibred paper. A significant observation from tables 7.4 and 7.3 shows that 
comparing 140mins at 4% with 140mins at 6% (when boiling time was constant and 
percentage of NaOH increased from 4% - 6%), it was discovered that compressive strength 
begins to reduce. This goes further to show that increasing the percentage of NaOH from 4% 
leads to a decline in strength properties of wood-crete. 
Table 7.3 Experimental design and mean value of wood-crete property at various 
























































CS = Compressive Strength, Den = Density, NaOH = Sodium Hydroxide, DF = de-fibred, PS = Paper Strip, 
Values in (  ) are cov. in % 
Table 7.4 Experimental design and mean value of wood-crete property at different 
















































































































140 4 1.01 535 1.06 508 1.17 630 1.62 562 
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(9.0) (7.8) (12.3) (10.6) 
CS = Compressive Strength, Den = Density, NaOH = Sodium Hydroxide, DF = de-fibred, PS = Paper Strip, 
Values in (  ) are cov. in % 
 
Figure 7.3 Average compressive strength vs boiling time (table 7.4) 
 
 
Figure 7.4 Average compressive strength vs waste paper  
y = 0.0068x + 0.2296 
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7.3.6 Effect of Sawdust Size on Compressive Strength of Wood-Crete 
It is observed that the compressive strength of sawdust made with 1mm sieve size is higher 
than that made with 2mm and 3mm sieve size. Likewise, the compressive strength of sawdust 
made with 2mm sieve size is higher than that of 3mm sieve size (tables 7.1 and table 7.5). At 
140min boiling time, wood-crete made with 1mm has 15% increase in compressive strength 
than wood-crete made with 2mm while a 9% increase in compressive strength is noticed from 
2mm to 3mm sawdust size of wood-crete (Fig 7.5). The result further substantiates the fact 
that better strength is achieved with smaller particles of sawdust. 
 
Figure: 7.5: Mean compressive strength against different particle size at 140mins boiling 
time 
7.3.7 Correlation of Sawdust Treatment on Particle Size of Wood-
Crete 
Fig 7.6 shows that as boiling time increased from 140mins to 160mins, there was a 
considerable reduction in compressive strength of wood-crete made with different sawdust 
size. This shows that during boiling as particles collide with each other, heat transfer in small 
particle size is greater because the more the particles vibrate, translate and rotate, the greater 
the temperature generated amongst particles. Also, research shows that due to mass and heat 
transfer limitations, the larger the particle size, the lower is the yield of extracted products 
[148]. One can therefore conclude that during treatment, particle size 2mm and 3mm had a 



































Figure: 7.6: Effect of sawdust treatment on mean compressive strength vs different 
particle size 
Table 7.5 Experimental design and mean value of wood-crete property 2mm and 3mm 
sawdust sieve size (without waste paper)  
NaOH 
(%) 
Boiling time (min) 
  
  





























































































MEAN 0.37 (4.8) 584 0.25 (7.5) 582 0.31 (3.2) 530 0.22 
(6.2) 
527 
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7.3.8 Comparing Wood-Crete made with Treated Sawdust and 
Untreated Sawdust 
The effect of treating sawdust by boiling before use is shown with comparing results of 
untreated sawdust in previous chapter with results of treated sawdust without waste paper 
(Fig 7.7). It is observed that treating sawdust by boiling for 100mins had an increase in 
compressive strength of 22% compared to wood-crete without boiling (tables 7.1 and 6.2). 
Likewise, there was an increase in compressive strength of 33%, 32% and 17% when wood-
crete, treated at 120mins, 140min and 160mins respectively are compared with untreated 
wood-crete. This result was also observed when wood-crete was treated with NaOH at 
different percentages compared to untreated wood-crete. Comparing wood-crete made at 0% 
NaOH - boiling time 100min, 1% NaOH – boiling time 100mins, 2% NaOH – boiling time 
100 and 120mins, shows that treating sawdust at this stage does not improve the compressive 
strength of wood-crete. Thus a continuous treatment is required. However, results of 
treatment at 5% and 6% NaOH at boiling time 160mins both achieved a compressive strength 
of 0.24MPa when compared with wood-crete without treatment with a compressive strength 
of 0.26MPa which again proves that sawdust should not be treated at these stated levels as 
properties of sawdust begins to degrade. 
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Fig 7.8 shows that even with addition of waste paper, boiling time had a significant effect on 
compressive strength of wood-crete. The results of sawdust treatment by boiling at 50% de-
fibred waste paper shows that wood-crete begins to attain a higher strength of about 1.6% 
increment after 60mins of boiling sawdust compared to not boiling sawdust. However, at 75% 
addition of de-fibred waste paper, wood-crete begins to attain a higher strength of 1.2% 
increment compared to not boiling sawdust before use. As found from results (Fig 7.8), there 
was no increase in compressive strength at boiling time of 40mins compared to boiling time 
0min. Nevertheless, it was discovered that haven attained a higher strength at boiling time of 
60mins; there was a reduction in strength properties at boiling time of 80mins for both 50% 
and 75% de-fibred compared to boiling at 0min but strength properties increased again from 
100, 120 and 140mins. The reason for a low strength attained in boiling sawdust at 80mins is 
unknown however what result proves is that boiling sawdust at 140mins with addition of 50% 
de-fibred waste paper has a 23.8% increase in compressive strength compared to boiling 
sawdust at 0min with addition of 50% de-fibred waste paper. A similar increase of 13.5% in 
compressive strength was noticed in boiling sawdust at 140mins with addition of 75% de-
fibred waste paper and boiling sawdust at 0min with addition of 75% waste paper. 
 
Figure 7.8 Comparing effect of boiling time on wood-crete made with treated and 
untreated sawdust of de-fibred waste paper 
The importance of treating sawdust with NaOH is also compared here considering results in 
Table 7.4 and samples X1 and X2 from table 6.2. It is seen that treating sawdust at 4% of 































Boiling time (mins) 
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de-fibred waste paper respectively when compared to no addition of NaOH. It is revealed 
here that treating sawdust from 0% to 2% NaOH with addition of 50% de-fibred waste paper 
consistently showed increase in compressive strength of wood-crete but was slightly different 
from treating sawdust from 0 to 2% NaOH with addition of 75% de-fibred waste paper (Fig 
7.9). The influence of boiling time must have contributed to this variation in result which is 
not considered here. Most important here is that continuous treatment of sawdust up till 4% 
NaOH improves the compressive strength of wood-crete. 
 
Figure 7.9 Comparing effect of NaOH on wood-crete made with treated and untreated 
sawdust with addition of de-fibred waste paper 
7.3.9 Effect of Fibre Length on Compressive Strength of Wood-Crete 
Another factor to be considered here is the effect of fibre length on the compressive strength 
of wood-crete. With less information on the effect of length of paper fibre on composites, a 
few studies showed that generally impact strength is higher with longer fibres than shorter 
fibres [149]. It has been suggested that the mechanical properties of composites increase with 
increase in fibre length [150]. Both strength and stiffness increase can be realized with 
increasing fibre length if (1) adhesion between wood fibres and matrix is good, (2) fibres are 
uniformly dispersed in the matrix and (3) fibres are adequately oriented. This study shows 
that overall, there is an increase in strength of wood-crete blocks made of the same conditions 
with paper strip compared to those made with de-fibred paper (Tables 7.2 and 7.3). Taking 
wood-crete with 75% addition of paper fibre as an example (Figure 7.10), the change of 
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(the higher for paper strip) in compressive strength ∆y is 0.0002x2-0.0217x+0.8881, where x 
is the boiling time. For example, the strength value at 140mins boiling time is about 35% 
higher for the wood-crete with 75% of paper strip than that of the de-fibred waste paper. Very 
similar trend is observed across all treatments (Tables 7.2 and 7.3).  
 
Figure 7.10 Effect of fibre length on compressive strength 
7.3.10 Effect of De-Fibred and Paper Strip on Density of Wood-Crete 
It was noticed that the density of blocks made with de-fibred paper was lower than those 
made with paper strip. Figure 7.11 shows two key points: 1) The density of wood-crete made 
with waste paper are almost the same for all different boiling times (Line 1) although the 
compressive strength is different between different boiling times; 2) The blocks made with 
50% paper strip attained a higher mean density compared to those made with 50% de-fibred 
paper (Line 2) and the blocks made with 75% paper strip have a higher density than those 
with 75% de-fibred paper (Line 3). Comparing blocks made with 50% and 75% de-fibred 
paper, it is noticed that lower percentage of paper showed higher density. This trend is also 
noticed with blocks made with 50% and 75% paper strip (Table 7.2 and Figure 7.11). The 
reason for a higher density in blocks made with lesser percentage of paper compared to 
blocks made with higher percentage of paper may be due to compaction during making of 
wood-crete and loss of moisture. 
y = 0.0001x2 - 0.0166x + 0.9075 
R² = 0.88 
y = 0.0003x2 - 0.0383x + 1.7956 































Water boiling time (mins) 
75% De-fibred paper
75% Paper strip




Figure 7.11 Average compressive strength vs density (table 7.4) 
The mechanical properties of wood composites generally increase with increasing density. 
However, in previous study [146], it was discovered that as the density of wood-crete blocks 
decreased, there was an increase in the compression strength of blocks. This is again 
confirmed in this study (Figure 7.11). Considering the results of blocks made with 50% DF 
and those made with 75% DF, it can be seen that compressive strength increased with 
decrease in density. The trend also applies to those of blocks with 50% and 75% paper strips 
(Figure 7.11). This only suggests that the effect of fibre on mechanical properties is more 
significant compared to the effect of density. According to Migneault, et al. [150], the 
classical theory of mechanics shows that the load applied to a fibre-reinforced composite 
material is transferred from matrix to fibres by shear stresses along the fibre-matrix interface, 
thus transferring efficiency may increase with increasing fibre L/D ratio. The mechanical 
results observed support the argument [150] and are in conformity with the classical 
mechanics theory. 
Also proven here is that blocks made with PS showed compressive strength significantly 
higher than blocks made without paper. This is a proof that the presence of fibres contributes 
to the strength properties of composites. The highest strength property of the treated wood-
crete was 1.62MPa but not as comparable as those of normal concrete, but comparable and 
higher than those of hemp lime composites, e.g. hempcrete. The compression strength value 
of hempcrete is reported to be between 0.4 and 0.7MPa depending on mix design [96]. The 
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have been reported to be in the range of 20 to 35MPa and even up to 65MPa. This means that 
the treated blocks are not fit for a direct or stand-alone application as structural elements but 
like hempcrete, can be used in combination with supporting wood structures.  
Test results suggest that wood-crete is a ductile material that can sustain large deformations. 
This kind of deformation has already been noticed and discussed in details [146].  
7.3.11 Performance of Wood-Crete under Water Immersion 
Water absorption behaviour has been intensively studied due to its important features as it 
determines end-user applications of most wood composites when they are subjected to 
environment where moisture conditions change rapidly. Poor resistance of wood to moisture 
absorption can cause dimensional instability and undesirable effects on the mechanical 
properties of composite materials [151] [152]. Experimental set up was in accordance with 
the long term water absorption by total immersion as described in EN1208:1997. After the 28 
day period of water absorption, blocks were subjected to compressive strength assessment. 
7.3.11.1 Water absorption 
Water uptake of different blocks of wood-crete composites at different periods of immersion 
is shown in Table 7.6. The observation reveals the independent of the type of combinations 
used to make wood-crete. The water absorption increased with less amount of paper content 
in wood-crete. This was surprising because as expected, it was assumed that the presence of 
paper fibres in wood-crete would make absorption higher. The inference to this would be that 
the paper fibres were well coated with the matrix used and it has been reported that matrix 
absorbs little water [152]. This author also reported that the water absorption in composites is 
dependent on the presence of wood which interacts with water not only on the surface but 
also in bulk. The authors went further to explain that wood contains numerous hydroxyl 
groups (–OH), which are available for interaction with water molecules by hydrogen bonding. 
Three main regions where water can reside in composites may include: the lumen, the cell 
wall and the gaps between fibre and matrix in the case of weak interface adhesion. This thus 
explains the reason for high water absorption with samples made with sawdust to tradical 
lime ratio of 1:1 compared to those made with ratios 1:2 (Table 7.6).  
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Table 7.6 Effect of time of immersion on different samples of wood-crete composites 












All samples made with de-fibred paper and sawdust : tradical lime of 1:2 
A 75 473 0.089 0.092 0.094 
B 50 526 0.090 0.095 0.098 
C 30 604 0.094 0.099 0.102 
D 15 702 0.101 0.105 0.108 
E 10  713 0.099 0.102 0.103 
F 0 616 0.088 0.089 0.089 
All samples made with de-fibred paper and sawdust : tradical lime of 1:1 
G 50 411 0.094 0.097 0.099 
H 25 485 0.097 0.103 0.104 
I 10 530 0.093 0.098 0.101 
J 5 549 0.087 0.091 0.094 
K 0 640 0.090 0.091 0.092 
Table 7.6 also shows that across all blocks, the rate of water intake was higher in the first 7 
days. The blocks without waste paper also showed a saturation point (where no more water 
was absorbed and the water content in the blocks remained the same) after 14days of water 
immersion. However, all other blocks though continued to absorb water did not show great 
significance in absorption rate. Overall, water absorption is low, around 0.1% even after 
28days of water immersion. Test results make a confirmation that the wood-crete can be used 
in damp areas including bathrooms due to low water absorption rate, if it is not for load 
bearing purpose. However, they perform better where minimal wetting application is 
required. 
7.3.11.2 Compressive strength of wood-crete after water absorption 
The compressive test results of samples after day 28 are shown in Table 7.7. Comparing 
block B with G, only a 1.1% percentage difference is noticed in compressive strength 
likewise a 2% percentage difference when block E is compared with I (Figure 7.12 and Table 
7.7). This is evident that the ratio of sawdust to tradical lime did not necessarily play a 
significant role in the compressive strength of wood-crete after water absorption but rather 
other factors like the constituent of wood-crete e.g. the addition of waste paper (Figure 7.12). 
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However, a significant differences in compressive strength are observed in giving an insight 
of how well wood-crete behaves after being subjected to adverse weather conditions, 
although the water uptake was very low (Table 7.6). 
Table 7.7 Compressive strength at day 28 
No WP (%) Compressive strength (MPa) Compressive strength (MPa) 
28days water soaked Dry blocks 
All samples made with de-fibred paper and sawdust : tradical lime of 1:2 
A 75 0.094 0.800 
B 50 0.090 0.610 
C 30 0.088 0.480 
D 15 0.080 0.410 
E 10 0.074 0.350 
F 0 0.061 0.260 
No.  WP (%)  
All samples made with de-fibred paper and sawdust : tradical lime of 1:1 
G 50 0.092 0.490 
H 25 0.083 0.410 
I 10 0.071 0.310 
J 5 0.063 0.220 
K 0 0.068 0.210 
 





























Waste paper (%) 
Wood-Crete @ S:TL = 1:2
Wood-Crete @ S:TL = 1:1
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7.3.12 Performance of Wood-Crete under Fire 
Fire testing was carried out for a number of samples to ascertain the behaviour of composite 
materials under small scale fire testing (Table 7.8). The cone calorimetry testing was adopted 
which analyses the behaviour of materials when exposed to heat and a source of ignition. Test 
results helped provide valuable contribution to fire behaviour of composite material when 
used for construction on a big scale. Fire test at this stage basically was to give an insight on 
behavioural pattern of material. Analysis done helps predict performance of wood-crete that 
can then be verified by the single item test. The tests were run according to BS476-22 1987. 
As standard is well known for this type of test set up, principles and drawings of apparatus 
are not included here.  
Table 7.8 Experimental design for fire performance test 

















It was observed that upon testing, sample surface went in flames within 40 to 50 seconds and 
was out in 5 seconds. After subjecting composite blocks to 15mins of fire testing, results 
show that a temperature of about 700
0
C was reached with thermocouple on surface of 
material. This result is similar across all samples tested. This gives an indication that though 
as expected energy was transferred within composite, however there was no rapid transfer of 
energy considering the temperature (Fig 7.8b and 7.8c). Like with structural insulated panels 
(SIP), wood-crete when used for residential buildings should be in place for at least 15mins of 
fire exposure. It is seen that thermocouples at 30, 50 and 70mm remained in place after about 
15mins with temperature reaching 700
°
 C which gives an indication that heat generated did 
not travel deep into wood-crete blocks. Figs 7.8b and 7.8c also shows that there was no effect 
of addition of paper type on rate of burning or ignition on composite blocks as it was 
observed test showed very similar results. Samples compressive test of composite blocks was 
to be tested after fire testing to ascertain the structural behaviour of blocks after fire but due to 
the continued burning of blocks, this was unobtainable. However where possible, it is 
recommended that  wood-crete  be  used  with  a  protective  material  facing  or  behind  
brick and concrete so as to act as a protecting shield from fire especially in areas prone to fire. 
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However, the best way to avoid fire is by appropriate protection of from any ignition source. 
Individual fire test of samples is presented in appendix 4. 
 
Figure: 7.13 Temperature vs Time of Samples A1 
 
Figure: 7.14: Temperature vs Time of samples C1 
7.4 Interim Conclusions 
Improved wood-crete has been developed with sawdust having various treating regimes and 
addition of waste papers. The performance of the developed wood-crete has also been 
assessed under both dry condition and after subjecting to 28 day water soaking. The following 
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 Sawdust treatment resulted in a significant improvement of wood-crete, with the 
compressive strength being increased by about 34% for hot water boiling treatment 
with 4% NaOH treatment and addition of 75%PS. The magnitude of increase  was 
related to the treatment time; 
 An addition of NaOH was able to extract the soluble content of sawdust effectively, 
resulting in a gradual increase of compressive strength of wood-crete, but excess 
NaOH tended to weaken individual wood particle fibres for an adverse effect on the 
strength of wood-crete; 
 The combined effect of boiling time of sawdust and addition of waste paper on 
compressive strength of wood-crete was significant. The correlation of the waste 
paper reinforced wood-crete with boiling time of sawdust was linear from 0.40 to 
1.22MPa for the blocks developed; a higher percentage of waste paper also gave rise 
to a higher compressive strength; 
 The geometry of waste paper had an influence on the compressive strength of wood-
crete with the treated sawdust, with paper strip being more effective than de-fibred 
waste paper;  
 The density of wood-crete made with waste paper was almost the same for all 
different treating times of sawdust although the compressive strength was different. 
However, the blocks made with paper strip attained a higher mean density compared 
to those made with de-fibred paper; 
 28days water soaking resulted in a little water uptake (about 0.1%) of wood-crete 
whether sawdust to tradical lime ratio of 1:1 or 1:2. However, the decrease in 
compressive strength was significant, showing that wood-crete could be used in damp 
areas only if it is not for load bearing purpose.  
 Fire test results indicate that wood-crete can be in place for at least 15mins when 
exposed to fire.  
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CHAPTER 8 – WOOD-CRETE MADE FROM 
HARDWOOD AND SOFTWOOD 
8.1 Introduction 
This chapter investigates the effect of different wood species on the properties of wood-crete. 
Wood is essentially composed of cellulose, hemicelluloses, lignin, and extractives or other 
compounds that are found in smaller quantities e.g fats, resins, waxes, oils and starches. They 
are called as a group, extractives [153]. Cellulose consists of long, straight chains of glucose 
molecules which form the skeleton of plant wall and their fibres are long, strong and 
translucent. Hemicelluloses on the other hand are short, branched chains of glucose and other 
sugar molecules which fill space in plant wall and are more soluble in water.  
Lignin in wood is referred to as the glue that holds the cellulose fibres together and makes 
them rigid while extractives include plant hormones, resin and fatty acids along with other 
substances that help the tree grow and resist disease and pests. The proportions of these 
various chemical constituents of wood vary, but in softwoods there are normally 40-50% of 
cellulose, about 25 - 35% of hemicelluloses and 17 - 24% of lignin. In hardwoods there are 40 
– 50% of cellulose, 25-29% of hemicelluloses and 25 - 31% of lignin. Lignin has been 
reported by researchers to yield high performance concrete strength, set retarder for a cement 
composition and improve the compressive strength of cement pastes [154]. Furthermore, it 
has also been stated by Pourchez, et al. [155] that cellulose retards cement hydration process. 
The effect of cellulose is attributed to the increased viscosity of the water which imparts the 
movement of ions thus decreasing the dissolution rate of anhydrous phases and the 
precipitation of hydrates [155]. 
Softwoods are usually wood from gymnosperm trees such as conifers [156]. Just like 
hardwood, softwoods are not necessarily soft. Amongst some softwoods that are harder than 
hardwoods mainly in mechanical sense includes woods from douglas fir and yew. Though 
they are also less dense; less durable with high calorific values, they possess a fast growth 
rate and are light in colour. Softwood is the source of about 80% of the world's production of 
timber. Softwood fibres are of 2 – 6mm in length compared to hardwood fibres of 0.6 – 
1.5mm. Pine sawdust was chosen due to its resistance to shrinkage and swelling [157]. Pine 
wood has a density of about 510kg/m
3
. Sawdust from cedar wood was chosen due to high 
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shock resistance [157], good dimensional stability and pleasant scent of the wood which acts 
as a natural insect repellent which can add natural properties to wood-crete blocks. Cedar 
wood has a density of 480 – 580kg/m3.  
Hardwoods are generally wood from broad-leaved trees or referred to wood from angiosperm 
trees [156]. Though most hardwoods are hard in nature, there is an enormous variation in 
actual wood hardness. Hardwoods are known for their complex structures and are 
characterized with the presence of vessels or pores which can vary in size, shape of 
perforation plates and structure of cell wall such as spiral thickenings. Hardwoods finds its 
use in a wide range of applications such as fuel, tools, construction, boat building, furniture 
making, musical instruments, flooring, cooking, barrels and charcoal manufacturing. Due to 
the density of hardwood, it finds its use mainly in furniture applications. Hardwoods are 
usually strong in compression, tension and shear (strong along and across the grains). They 
possess a slow growth rate and are dark in colour. Oak wood was chosen for this study due to 
its common use for making furniture which leads to high availability of sawdust from 
sawmills. As well, oak wood is known for great strength and hardness, and is very resistant to 
insect and fungal attack because of its high tannin content and has a density of about 
750kg/m
3
. Beech wood sawdust was chosen as a result of good strength properties, abrasion 
resistance and high in resistance to shock associated with beech wood [157] with a density of 
730kg/m
3
. In general, oak wood and beech wood are the most used type of wood in 
production of furniture in European markets [158] which makes them well known and 
popular in sawmills. Other parameters of wood species used in this study can be summarised 
in Table 8.1. 
Table 8.1 Composition of different wood species 
 Beech Oak Pine Cedar 
Density (kg/m
3
) 730 750 510 530 
Cellulose (%) 44.0 42.0 44.0 45.0 
Hemicellulose (%) 24.5 29.0 28.5 13.2 
Lignin (%) 22.4 25.0 28.1 29.3 
Extractives (%) 2.0 4.4 3.8 10.2 
Ash (%) 0.3 0.3 0.4 0.2 
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8.2 Experimental Design 
Different types of wood species, hardwood beech and hardwood oak, softwood pine and 
softwood cedar were tested to determine the effect of various wood components on the 
strength and thermal properties of wood-crete. A total number of 54 wood-crete blocks were 
made.  
8.3 Results and Discussion 
8.3.1 Correlation of Density and Wood Species (sawdust) 
An important factor for the difference in densities of wood-crete composites is due to 
individual wood densities of hardwood and softwood and their composition (Table 8.2). The 
effect of wood density on the density of wood-crete may result from two different aspects: 
one is the density of wood itself as a higher density means that more amount of wood and cell 
materials per unit volume to the wood sawdust within the wood-crete made; the other is the 
structure of wood. The density of wood is in general related to wood anatomy and hence the 
relative proportions of cell types or tissues most especially in hardwood species (vessel, fibre, 
axial and radial parenchyma), along with also their dimensions and distribution, which have 
indications of the penetration and setting of the lime matrix. The level of effect is dependent 
on the balance of effects between the former and the latter. In this study, the density of most 
hardwoods is higher than softwoods naturally and this was reflected in the density of wood-
crete with the blocks made from hardwood sawdust recording an 18% increase when 
compared to the density of wood-crete blocks made from softwoods. Research however 
shows that most hardwoods have less air in them than softwoods which also affects wood 
density [159] [156].  
Furthermore, it was also noticed during wood-crete manufacturing that the softwood sawdust 
was lighter in texture than those of hardwood which made compaction in the mould more 
difficult than when using sawdust from hardwood which was finer and dense thus making 
compaction more compact. Wood-crete made from the mixed wood sawdust showed 18% 
reduction in density compared to wood-crete made from hardwood and 0.08% increase in 
density compared to wood-crete made from softwood (Table 8.2). Much more reduction in 
density compared to hardwood blocks and only slight increase in density compared to 
softwood blocks infers that the composition of the mixed wood sawdust may contain more 
softwood than hardwood, or the composition of the mixed wood may result in ‘bridging’ due 
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to the different stiffness between hardwood and softwood. Fig 8.1 also shows that density of 
wood-crete made from hardwood beech is 5.7% higher than density of wood-crete made from 
hardwood oak, likewise density of wood-crete from softwood pine is 10.3% higher than 
density of wood-crete made from softwood cedar. The highest density of wood-crete made in 
this study is about 70% higher than the lowest one (Table 8.2), showing a significant effect of 
wood species for the production of wood-crete (Table 8.1).  
Table 8.2 Mean density and compressive strength of wood-crete with experimental 
mixture design  








HWB Beech 1 3.93 (8.4) 934  
2 3.90 (7.0) 926 
3 3.44 (6.9) 929 
HWO Oak 1 2.19 (3.7) 859 
2 2.07 (10.1) 821 
3 1.95 (9.2) 816 
Softwood  
SWP Pine 1 1.37 (6.8) 696  
2 1.30 (4.5) 672 
3 1.23 (9.2) 655 
SWC Cedar 1 0.07 (2.3) 543 
2 0.20 (8.6) 561 
3 0.18 (3.3) 539 
Mixed  
MW 1 0.26 (19.4) 616 
2 0.18 (12.1) 610 
3 0.15 (8.1) 603 
* Values in (  ) are cov in %. S = Sawdust, TL = Tradical Lime, HWB = hardwood beech, HWO = hardwood 
oak, SWC = softwood cedar, SWP = softwood pine, MW = mixed wood 
 




Figure 8.1 Comparison of overall density among various wood species 
8.3.2 Correlation of Compressive Strength and Wood Species 
Fig 8.2 shows the correlation of compressive strength and wood species. It can be seen that 
the compressive strength of wood-crete beech is 29.1% higher than the compressive strength 
of oak and compressive strength of wood-crete pine is 79.3% higher than the compressive 
strength of wood-crete cedar. Overall, wood-crete made from hardwood had a much higher 
compressive strength than wood-crete made from softwood, on average 60.2% higher for the 
former compared to the latter. This may be due partly to the difference in the density (17.5%) 
between hardwood and softwood. A higher density of wood generally gives rise to a higher 
compressive strength and such the wood-crete would have a higher compressive strength due 
to the contribution of wood itself. It has also been reported that hardwoods are usually strong 
in compression, tension and shear while softwoods are strong in tension but weak in shear 



























Figure 8.2 Mean compressive strength vs wood species 
The property of composite is in general closely related to its density because a higher density 
means more compact of the composite. In order to determine the degree of compression of 
wood-crete made with various densities of wood species, i.e. hardwood and softwood species 
in this study, it was necessary to calibrate the density of blocks by taking into account the 
ratio of mix of wood-crete and the densities of individual wood species used in this study 
which include beech, oak, pine and cedar. The percentage of tradical lime was two-third in 
mix while sawdust was one-third in mix. The density of tradical lime is 1201kg/m
3
. 
Therefore, the calibrated density of wood-crete = 1201 (2/3) + ρ (1/3)  
Where, ρ = density of individual wood specie. This means that if the wood-crete has had the 
same compact, the density of the wood-crete would have been equal to the calibrated density. 
Therefore, the compressive strength is calibrated to those as the calibrated density (i.e. the 
same compact). The calibrated results are summarised in table 8.3. 




















HWB Beech 1 3.93 (8.4) 4.14 934 1041 
2 3.90 (7.0) 4.12 930 1041 
3 3.44 (6.9) 3.64 929 1041 
HWO Oak 1 2.19 (3.7) 2.41 859 1048 
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3 1.95 (9.2) 2.19 816 1048 
Softwood 
SWP Pine 1 1.37 (6.8) 1.59 696 966 
2 1.30 (4.5) 1.53 672 966 
3 1.23 (9.2) 1.46 655 966 
SWC Cedar 1 0.07 (2.3) 0.09 543 973 
2 0.20 (8.6) 0.25 561 973 
3 0.18 (3.3) 0.23 539 973 
* Values in (  ) are cov in %. S = Sawdust, TL = Tradical Lime, HWB = hardwood beech, HWO = hardwood 
oak, SWC = softwood cedar, SWP = softwood pine 
It can be seen from Table 8.3 that if the wood-crete had been made with the same compact 
(i.e. with the calibrated densities), the compressive strength was 26.4% higher for beech 
wood-crete compared to hardwood oak and 45.7% for softwood pine compared to softwood 
cedar. On average, the wood-crete made from hardwood sawdust records a much higher 
strength value (49.9%) than those made of softwood sawdust. This gives an indication that 
other factors such as higher lignin content in hardwood than softwood may affect the strength 
of wood-crete composites. Lignin is a contributing factor to high performance concrete 
strength and improves compressive strength of cement paste. The combination of cellulose, 
hemicelluloses and extractives (sugar, fatty acid e.t.c) content is higher in softwood than 
hardwood which is another possible factor for the low compressive strength with wood-crete 
made from softwood. For example, a research on the effect of sugar content on the property 
of composites showed that extracting sugar content from wood dust help improve the bonding 
strength of composite materials which has an influence on compressive strength of sawdust 
composites [142] [160] [144]. 
8.3.3 Correlation of Compressive Strength and Density 
Average measured densities for wood-crete for hardwood, softwood and mixed wood 
respectively are used to plot their relationship with compressive strength (Fig 8.3). It is 
observed that the compressive strength increases with an increase in the density of wood-crete 
regardless of wood species. For the wood-crete made from hardwood oak, compressive 
strength increased from 1.95 to 2.19 MPa (5.8%) when the density of wood-crete increased 
from 816 to 859 kg/m3 (2.6%) and for the pine wood-crete from 1.23 to 1.37 MPa (5.4%) 
when density of pine wood-crete increased from 655 to 696 kg/m
3
 (3.0%). The results are in 
line with the normal expectation of increasing compressive strength with increasing density. 
As discovered in previous study [146], compaction in mould is one factor that may have 
resulted in a higher compressive strength. Apart from compaction factor, another reason for 
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the difference in strength of wood-crete from different types of hardwood is a variation in the 
property of raw materials themselves, such as a little difference in the compressive strength 
and actual density of various types of wood themselves. Density of hardwood oak is slightly 
higher than that of beech hardwood and the density of softwood cedar is higher than that of 
softwood pine. 
The correlation of compressive strength with average density of wood-crete seems to be 
linear with a good degree of fit, R
2
=0.94 (Fig. 8.3). However, a further comprehensive design 
of density profile is required to achieve an accurate modelling result. 
 
Figure 8.3 Mean compressive strength against density 
8.3.4 Correlation of Particle Size and Compressive Strength 
It was noticed that the geometry of sawdust used had a significant impact on the strength of 
wood-crete. Of important point to note here as shown in Fig 8.4 is that the blocks made with 
sawdust to tradical lime ratio of 1:1 both for 1mm, 2mm and 3mm particle sizes, were not 
subjected to compressive test because the samples did not bond together after demoulding 
period of 24hours. This is because the strength properties of composites strongly depend on 
the stress transfer between particles and binder and strength reductions occur by either adding 
a disproportion of particles or increasing particle size. While better bonding is achieved with 
sawdust to tradical lime ratio of 1:2 rather than sawdust to tradical lime ratio of 1:1 which 
clearly shows poor bonding (Fig 8.4), the wood-crete made with sawdust to tradical lime ratio 
of 1:2 with 1mm sieve size of sawdust achieved higher strength when compared to those 
made with 2mm and 3mm sieve size of sawdust of each type of wood used (Fig 8.5). It is also 
y = 0.0092x - 5.1377 
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most interesting that the reduction of the compressive strength with the increase of the 
particle sizes is related to the density of wood species, i.e. the reductions in the compressive 
strength of hardwood-crete are more significant than those of softwood-crete. The reduction 
in compressive strength from 1mm to 3mm particle sizes is 5.8% for oak wood-crete, 6.6% 
for beech wood-crete, 3.4% for pine wood-crete and 27.9% for mixed wood. It was 
discovered that for cedar wood-crete, 2mm particle size achieved a higher compressive 
strength than 1mm particle wood-crete, while the strength is very similar between the wood-
crete made with 2mm and 3mm particle.  
The mean compressive strength of different particle size of hardwood, softwood and mixed 
wood are compared in Fig 8.5 likewise the mean density against particle size in Fig 8.6. It is 
evident that the compressive strength of wood-crete made with 1mm particle size hardwood 
had about 56% increase in strength properties when compared to same particle size of 
softwood. A 54% increase and 47% increase was also noticed in 2mm and 3mm particle sizes 
respectively. The effect of particle size on compression strength has been reported [161] 
where composite strength increased with decreasing particle size. Smaller particles have a 
higher total surface area for a given particle loading which indicates that strength increased 
with increasing surface area through a more efficient stress transfer mechanism [161]. Also, 
smaller particles can generally be well-bonded with binder compared to larger particles and 
such the applied stress can be eﬀectively transferred to the particles from the binder and from 
the binder to particles, which improves the strength or load bearing capacity of the wood-
crete under load. Much higher reduction in the compressive strength of wood-crete made 
from the mixed wood from 1mm to 3mm in comparison with those made from hardwood and 
softwood emphasizes an important consideration of the particle size distribution in 
manufacturing of wood-crete, because in practice it is very difficult to achieve a single wood 
species. This implies that sieve sizes should be controlled during manufacturing of wood-
crete in order to avoid low strength while ensuring that only wood-crete with desirable 
mechanical characteristics is formed.  
With density, it is seen that the density of wood-crete made with particle size 1mm is about 
0.8 and 1.5% higher than those of wood-crete made with particle size 2mm and 3mm 
respectively (Fig 8.6). The wood-crete made with the small particle size may be more 
compact. Large particles not only retain the micro void within the sawdust, but may also 
create ‘bridging’ between particles. 




Figure 8.4 Poor bonding of wood-crete made with sawdust to tradical lime ratio 1:1 
(demoulding after 24hours)  




Figure 8.5 Mean compressive strength against particle size 
 
Figure 8.6 Mean density against particle size 
8.3.5 Correlation of Wood Species with Thermal Conductivity  
One of the main purposes for developing wood-crete as a building material is to evaluate its 
potential for thermal performance which is key parameters in low carbon sustainable building 
construction already highlighted in the development of wood-crete with sawdust and waste 
paper. Thermal conductivity depends on the composition, density, pore structure, moisture 
content and temperature of a material [162]. In wood, the main influencing factors are wood 
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relation of volume or thickness to moisture content [163]. However, thermal conductivity is 
strongly influenced by density [162]. These have been reflected in the wood-crete developed 
in this study. It seems to be that wood-crete from softwood achieved a low thermal 
conductivity of 0.068 and 0.124 W/mK than wood-crete from hardwood of 0.114 – 0.171 
W/mK (Table 8.4). However, a scrutiny of the data in Table 8.4 showed that the trend of 
change in thermal conductivity of the wood-crete follows that of the density and compressive 
strength of the wood-crete (Figs 8.7 and 8.8), 
 
Figure 8.7 Mean density against mean thermal conductivity 
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i.e. the ranking of thermal conductivity = the ranking of density = beech wood-crete > oak 
wood-crete > pine wood crete > cedar wood-crete. The wood species may have little effect on 
the difference in the thermal conductivity of wood-crete. This may be true by considering the 
thermal properties of wood reported by previous worker [164], whose research on the thermal 
conductivity of five softwoods and five hardwoods showed that the average thermal 
conductivity for the former was 0.091 and for the latter 0.092 W/mK. Thermal conductivity of 
wood-crete from cedar sawdust was about 11% lower than wood-crete from pine wood while 
thermal conductivity of wood-crete from oak wood was about 5.6% lower than wood-crete 
from beech wood. These correspond to the fact that the density of cedar wood-crete is about 
22% lower than that of pine wood-crete, while the density of oak wood-crete is about 8% 
lower than beech wood-crete. In general, wood-crete from softwood had about 18.3% lower 
in thermal conductivity than wood-crete from hardwood. The above result is also in 
agreement with results discovered in previous study [146], where reduced density resulted in 
a low thermal conductivity.  
Also noticed here is that thermal conductivity reduced with a corresponding reduction in 
particle size of sawdust (Fig 8.9).  
 
Figure 8.9 Mean thermal conductivity against particle size 
Wood-crete made from 1mm particle size achieved a lower thermal conductivity than 2mm 
and 3mm particle size of sawdust. This again may be true when the thermal properties of 
wood particles by previous worker [165] whose research on the effect of particle size on the 
thermal conductivity of ZnS/diamond composites showed that thermal conductivity is 
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This effect is explained in terms of the interfacial thermal resistance which becomes 
increasingly dominant as the particles becomes smaller because that increased their surface to 
volume ratio [165]. 













Pine 1 0.092 1.37 696 
2 0.124 1.30 672 
3 0.117 1.23 655 
Cedar 1 0.068 0.07 543 
2 0.104 0.20 561 
3 0.096 0.18 539 
Oak 1 0.114 2.19 859 
2 0.151 2.07 821 
3 0.146 1.95 816 
Beech 1 0.123 3.39 934 
2 0.171 3.90 926 
3 0.166 3.44 929 
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8.4 Interim Conclusions 
The properties of wood-crete made from hardwood, softwood and mixed wood species has 
been developed and investigated. The compressive strength of wood-crete made from 
sawdust of softwood was similar and in some cases higher than that of hempcrete, while 
compressive strength of wood-crete made from hardwood was higher than that developed in 
chapters 6 and 7 of this thesis. This gives an indication that wood-crete can be made with 
various wood species resulting in different properties. In reality, it is not practicable to have 
sawdust from specific kinds of wood as most sawmills do not separate their sawdust during 
milling process. Hence, the wood-crete with the mixed wood species was specifically 
compared with single wood species of wood-crete. Specific outcomes from this chapter can 
be concluded as follows: 
 Wood-crete made from hardwood resulted in higher strength compared to those made 
from softwood having a 53% difference in the compressive strength on average. 
Hardwood beech wood-crete recorded a 61% increase in compressive strength when 
compared to hardwood oak wood-crete; likewise softwood pine recorded a 79% 
increase in compressive strength when compared to softwood cedar wood-crete. 
 The constituents of wood (lignin, cellulose, hemicelluloses and extractives) all 
contributed to the strength properties of wood-crete composites. 
 To enable better bonding between sawdust and binder, a 1:2 of sawdust to binder ratio 
has been advisable. 
 Wood-crete made with smaller particle size of 1mm achieved better compressive 
strength than those made with 2mm and 3mm particle sizes respectively. A reduction 
in compressive strength with an increase of particle size was strongly related to wood 
species. 
 Wood-crete made from softwood has a lower thermal conductivity compared to wood-
crete made from hardwood with a 19.4% reduction in thermal conductivity value. 
 Mixing wood species for wood-crete production did not result in an average 
performance equivalent to the average performance of wood species, indicating an 
adverse effect of the mixing, such as ‘bridging’ between particles. 
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CHAPTER 9 – CONCLUSIONS AND 
RECOMMENDATIONS 
9.1 Conclusions 
It has been established during the analysis of this research work that low-income housing 
existed primarily due to the problems around housing delivery caused by various factors 
including urban population growth. It has also been ascertained in the course of this thesis 
that low-cost materials helps achieves low-cost housing and as a result low-income earners or 
middle class in the society are able to afford to rent or buy homes without financial 
difficulties. Wood-crete produced in this study helps solve various problems raised in the 
course of this thesis which include: waste management and environmental problem – wood-
crete construction products provides a solution to waste management through reuse of wood 
and paper waste thereby reducing cost of recycling and incineration. The production of wood-
crete also stops sawdust and paper waste from going to landfill sites which has been seen 
from literature review of this study to cause pollution and contamination having significant 
impact of the health of residents within landfill sites. As part of the environmental benefits of 
the use of wood-crete, it provides those in the wood industry a means of discarding their 
waste whilst enabling the creation of a new commercial viable environmental friendly 
product for the construction industry. The use of wood-crete in light of this provides a 
potential solution for dealing with the increasing amounts of wood waste and promotes a 
waste management practice that helps mitigate the effect of waste on the environment, thus 
promoting sustainable and green environmental practices especially in developing countries. 
With alternative building materials being considered that can achieve adequate strength 
properties, have good thermal performance and with less impact on the environment, an 
alternative material (wood-crete) needed to be developed. Wood-crete was produced by 
mixing sawdust, waste paper and tradical (which acts as a binder) to create a building 
materials. Not only does the use of locally sourced materials help to reduce cost of building 
projects, they contribute to the benefit of the local community and sustainability at large. Due 
to the vast problems associated with our environment, there is requirement for a bilateral and 
multilateral collaboration to facilitate creative innovations on how to curtail waste 
management practices by turning waste into value added products. With reference to the main 
waste considered for this study (sawdust and paper), turning these waste into value added 
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products will help provide those in the wood and paper industries a means of discarding their 
wastes whilst enabling the creation of new commercial environmental friendly product for the 
construction industry. The merits associated with the use of local building materials are 
numerous to mention; ranging from environmental principles which includes renewable, 
energy efficient, affordable, recyclable potentials to social involvement which includes self-
construction, family and community working together. Above all, local building materials 
have the potential to enhance a sustainable construction practice. 
Wood-crete when compared with hempcrete is of similar thermal performance but most 
importantly has an improved strength property and focused on use of waste materials which 
has a positive effect to the environment. Just like cement-bonded wood composites (CBWC) 
and hempcrete, wood-crete with addition of structural support can be used in construction and 
most beneficial in developing countries because of their relatively low cost as wood used are 
waste products from sawmills, basic use of simple technology during production process, 
reduced weight of composites making handling easier and labour less tedious hence 
promoting the use of local materials.  
Three different methods were used in the course of this study for the production of wood-
crete. First method used in the development of wood-crete shows the suitability of making 
wood-crete from sawdust and paper waste achieving mechanical properties based on 
compressive strength and thermal conductivity. Based on this method, it is advisable to make 
wood-crete with sawdust and tradical lime at ratios 1:2 with addition of 75% waste paper as it 
achieved the best compressive strength of 0.80MPa.  
Haven successfully made wood-crete out of sawdust and paper waste, second method which 
involved making wood-crete from treated sawdust solved the problem of poor bonding 
strength between sawdust and binder used (tradical lime) which was discovered to be the 
main reason for low compressive strength of wood-crete. Main conclusions and suggestions 
on the use and properties of wood-crete are centred on this second method. Wood-crete made 
with the second method should be based on the modification of sawdust by hot water boiling, 
alkaline treatment and the addition of different types of waste paper (de-fibred paper and 
paper strip) to achieve the highest compressive strength of 1.62MPa which involved treating 
sawdust by boiling at 140mins, addition of 4% of NaOH and 75% of paper strip with sawdust 
sieve size of 1mm and S/TL ratio of 1:2. This method is advised during production of wood-
crete as it gives the best compressive strength properties of wood-crete.  
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The third method, based on investigating the effect of different wood-species on the property 
of wood-crete showed that extractives affect the strength of wood-crete. Based on this 
method, wood-crete should be made where possible with sawdust from hardwood. Highest 
compressive strength value of 3.93MPa was achieved with wood-crete made from beech 
wood. These three methods focused on the development of a new building material (wood-
crete) made from sawdust, waste paper, and tradical lime with consideration for cheaper, 
locally and environmentally friendly materials to meet desired needs, enhance self-efficiency 
in construction thus enabling sustainable development. Across all three methods:  
 The use of sawdust and binder had a direct effect on the strength properties of wood-
crete, with 1:2 ratio of sawdust to binder having a better bonding between sawdust and 
binder and between sawdust particles than ratio 1:1. 
 Highest strength of wood-crete was achieved with particle size 1mm compared to 
particle size 2mm and 3mm 
Other significant findings include: 
 Surface modification, processing of cellulosic fibril and the extraction of lignin and 
hemi-cellulosic compounds with alkali had an effect on compressive strength of 
wood-crete. 
 Properties of wood-crete were closely related to the type of wood sawdust used for 
wood-crete with sawdust from hardwood giving rise to higher compressive strength 
 Wood-crete composites had good thermal conductivity ranging from 0.046W/mK to 
0.069W/mK and thus could be used for thermal insulating materials for building 
construction. 
 Water absorption test and fire test interestingly showed that wood-crete meets with 
agreeable standards and like most building materials, suitable for non and semi-
structural applications. 
Taking a look at the results of compressive strength of wood-crete made from hardwood, it is 
fair to say that scientifically, treating hardwood beech sawdust with 4% NaOH at 140mins 
achieves a better strength. However, making wood-crete from only hardwood is not 
commercially viable to achieve as sawdust is not separated in sawmills during the sawing 
process of wood. If this has to be taken into account in reality, the cost implication of 
achieving wood-crete from hardwood sawdust would make wood-crete production 
unaffordable thus this study proposes the second methodology for the production of wood-
crete. 
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Conclusively, results have shown that treating sawdust before use gives rise to a higher 
compressive strength of wood-crete which the second method used for the development of 
wood-crete clearly shows. Also studies have shown that treatment of wood fibres makes them 
immune to rot and insect damage. This is very important when considerations are made to the 
use of wood-crete in developing countries most prone to insects. From water absorption test 
and corresponding compressive test done on samples, it is advisable not to use wood-crete in 
areas of high percentage of dampness as this would have a huge effect on its structural 
application and impact strength. In all three methodologies used in this study, wood-crete was 
able to withstand considerable amount of impact load and considered, like hempcrete, most 
suitable for wall panelling or other non- and semi-structural applications with good thermal 
insulating properties.  
9.2 Recommendations for Future Work  
Results from development of wood-crete focused on the structural and thermal properties of 
wood-crete as an infill material. Future work should be undertaken to clearly define wood-
crete performance as a structural in-fill and set design guidelines for wood-crete in-filled 
timber stud walls:  
 Additional compressive tests on wood-crete in-filled walls  
 Other combinations of wood-crete needs to be investigated to validate its full 
potentials to be used in load bearing walls and stand-alone structural application in the 
building industry.  
 Full scale fire test 
 Different high density wooe-crete infill walls can be tested to find out how wood-crete 
can perform as a load bearing material when used compositely with timber. This 
should lead to the development of a corresponding modelling. 
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ABSTRACT 
This study was to develop a new building material, wood-crete, using sawdust, waste paper 
and tradical lime. The paper presents the processing technologies, factors which affect the 
performance of the developed composites and properties of wood-crete. The results showed 
that lightweight sustainable blocks can be produced with good insulating and other relevant 
properties for building construction. The composition of mix (addition of waste paper), had a 
dominant influence on both strength and thermal conductivity, reflecting its effect on the 
structure of composite and contribution of self strength of paper fibres. The combined effect 
of sawdust, waste paper and tradical lime had a direct effect on the strength properties of 
wood-crete. Of significant importance was the contribution of self strength of wood-crete due 
to the influence of the size of sawdust particles used. The developed wood-crete was able to 
withstand considerable amount of impact load and considered, like hempcrete, most suitable 









Wood-Crete is a new material made from sawdust or other wood wastes, waste paper and 
Tradical Lime with consideration for cheaper and locally available materials to meet desired 
needs, enhance self-efficiency, and lead to an overall reduction in construction cost for 
sustainable development.  
Wood waste, a major constituent of Wood-Crete, may be sawdust from the sawing of wood 
or any other wood wastes. Since wood is used in large quantities in many different sectors 
and is a part of our everyday lives, the volumes of sawdust and other recovered wood 
available are also large. Sawdust could be loose particles or wood chippings obtained as by-
products from sawing of timber into standard useable sizes. The size of sawdust particles 
depends on the kind of wood from which the sawdust is obtained and also on the size of the 
teeth of the saw [1]. Between 10% and 13% of total content of log is reduced to sawdust in 
milling operations, depending largely on the average width of the blade, thickness of the 
timber sawed and technology of the sawing process [2]. Other wood wastes may include 1) 
solid or chipped wood in its natural stage without chemical contamination, 2) glued, coated 
lacquered wood without halogenic materials as timber preservative, 3) wood with halogenic 
materials (i.e. PVC) but no timber preservatives and 4) wood with timber preservatives [3]. 
According to COST Action E31 [4], the annual quantities of recovered wood in Europe reach 
about 30 million tonnes. 
Waste paper and Tradical Lime are the other components of Wood-Crete. Waste paper is 
added to enhance material characteristics of lightweight and insulating properties while 
Tradical Lime, a specially designed binder, pre-formulated air lime based binder for making 
low energy, high carbon capture, durable and high quality products, is used as a binder.   
Wood-Crete has been developing in this study, intending to achieve similar properties but 
more cost effective as those of Hempcrete. Hempcrete is the term used for the light weight, 
insulating and breathable material produced after mixing Hemp shive with a lime based 
binder and water. It can be cast around a load bearing frame (such as a timber frame) within 
temporary formwork or can be spray applied. It is left to set, after which time a variety of 
finishes can be applied.  
Lime requires less energy to produce than cement, with much lower carbon emissions, 
because it uses kilns at a lower temperature [5-6]. It has been reported that approximately 
110kg of CO2 per m
3
 of Tradical Hemcrete walling material is sequestrated – more for roof 
insulation. This carbon is then locked into the fabric of the buildings constructed with the 
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Tradical Hemcrete products thus having beneficial effects through reversing the carbon debt 
[7]. It is estimated that one square metre of lime hemp concrete wall stores between 14 and 
35 kg CO2 over its life span of 100 years.  
The use of hemp shives were introduced in the early 1990s in France in a bid to make 
concrete lightweight [3]. Mixture of hemp shives and cementitious binder creates a building 
material with different properties including mechanical, thermal and acoustic properties that 
differ from those of conventional concrete. With a low density, thermal conductivity and 
better acoustic insulation properties, such material is advantageous for use in construction [1, 
7, 8]. Amongst these material properties, hemp concrete when used for wall application is not 
load-bearing. Table 1 summarises some material properties of a lime hemp concrete mixture 
for wall application in comparison with those of other building materials [9]. 
Table 1 Material properties of lime-hemp concrete with other building materials  














Steel 210000 350-1000 7500-8500 52.00 
Concrete 20000 12-80 20000 1.50 
Cellular 
Concrete 
1000-2500 5 420-1250 0.14-0.23 
Brick 10000-25000 25 – 60 1300-1700 0.27-0.96 
Wood 230–20000 4 – 34 350-900 0.12-0.3 
Lime 
Hempcrete 
24 0.4 445 0.17 
 
The ratio of mix of hemp concrete determines the compressive strength of the material. 
Compressive strength values for Hemp-Crete vary from 0.02 to 1.22MPa [3, 10], depending 
on the composition of the mixture. This is not strong enough for the material to be load-
bearing and an additional load-bearing structure is needed. It is also reported that the hemp 
lime ratio of 3:1 is similar in strength to a 4:1 and 5:1 mix [8]. In addition, depending on the 
amount of hydrated lime in the binder mix, the maximum compressive strength is obtained 
after a period of time ranging from several months up to several decades [10]. Splitting 
tensile strengths, depending on the mixture, vary from 0.12 to 0.23 MPa [8]. Thermal 
conductivity was reported ranging from 0.07 to 0.11 W/mK [3, 10]. 
This study aims at developing a novel sustainable building material (Wood-Crete) which is 
lightweight, has good insulating properties and is able to withstand considerable amount of 
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impact load. The study is part of a large project investigating the use of waste materials (e.g. 
wood wastes and waste paper) in the production of low cost and durable building materials, 
and this is the first paper of this series to present the manufacturing technologies and 
characteristics of the developed novel building material, Wood-Crete, made from sawdust, 
which is comparable to Hemp-Crete 
2 MATERIALS AND METHODS 
Binders (Tradical lime HB) was sourced from Lime Technology Ltd. UK and commercial 
Ordinary Portland cement (OPC) was mixed with sawdust sourced from the Wood Workshop 
at Brunel University, London. The sawdust particles were refined to 1mm mesh size. Waste 
paper (newspaper) also a constituent in this experiment was de-fibred firstly by soaking in 
water. The average microscopic measurement taken for 50 fibres was 1211.79µm in length 
and 25.97µm in breadth. The de-fibred waste paper was then mixed with sawdust and 
Tradical lime to improve the insulating properties and reduce the density of block samples.  
Preceding block formation, the wood particles were dried in the oven at 100
0
C for 24 hours to 
reduce the amount of water and then mixed with Tradical lime and cement at the designed 
ratios, as summarised in Table 2. The de-fibred waste paper added was calculated in 
percentage ratio of sawdust by weight. These various ratios of sawdust to Tradical lime to 
cement were designed with the intension of ascertaining the effect of lime and cement 
compositions on the strength of Wood-Crete. The ratios of sawdust to lime and cement used 
were based on economic considerations and permissible impact on the strength ascertained 
using the dropping method, as explained by Zziwa, et al. [11], where preliminary trial 
specimens of varying compositions of sawdust and cement were made, dried and dropped 
from waist height (approximately 1m) to assess their structural integrity.  
Wood-Crete blocks were made by mixing waste paper in water before the required amount of 
sawdust and lime were added in the mixer. This method is advised so that the waste paper can 
be thoroughly wetted. Amount of water added for every sample was 750ml per every 400kg 
of sample. The mix was uniformly distributed into the square moulds which were treated with 
a mould release agent. The mixtures were placed in a forming mould for 24 hours before de-
moulding while maintaining a relative humidity between 46% - 49% for all samples. 
Preparation of specimens for testing strength properties was based on BS EN12390-2 [12]. 
Wood-Crete blocks were moulded in the dimension of 100mm x 100mm x 100mm. The 
actual volume of the blocks was taken from the measurement of samples after drying. 
Samples were sandpapered for evenness and flatness in all sides while sample mass was 
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determined using a weighing scale. The density of the blocks was calculated from mass and 
volume. Three replicates were taken for each type of Wood-Crete blocks. 
The de-moulded Wood-Crete blocks were further cured for 32 days and tested for 
compressive strength at 20°C/65% relative humidity by applying a gradually increasing load 
under an universal Instron.  The test pieces were placed between a supporting base and a flat 
steel plate. The machine applied a uniform load at a rate of 6mm/min until the maximum 
failure load was reached. The maximum load (in Newton) was automatically recorded and the 
compressive strength was calculated as maximum failure stress per unit area. The thermal 
conductivity was determined by using TCi Thermal Conductivity analyser which uses a novel 
analysis NDT technique. Samples were placed on a sensor which produces an amount of heat 
on application of current. The heat provided results in a rise in temperature at the interface 
between the sensor and the sample – typically less than 2ºC. This temperature rise at the 
interface induces a change in the voltage drop of the sensor element. Both thermal 
conductivity and effusivity are measured directly and rapidly, providing a detailed overview 
of the thermal characteristics of the sample material. The results are then displayed on the 
system’s computer. 
Table 2 Experimental mixture design 





















































S/TL (1:1) – 2mm sieve 
S/TL (1:1) – 2mm sieve 
S/TL (1:1) – 3mm sieve 







3 RESULTS AND DISCUSSION 
3.1 Density of Wood-Crete 
It is observed that the density of Wood-Crete blocks was closely related to the composition of 
sawdust, waste paper, Tradical lime and cement (Table 3). Overall the density of Wood-Crete 
decreases with the increase of the waste paper added. For X-series of Wood-Crete, an 
increase in waste paper from 10 to 75% weight of sawdust resulted in a consistent reduction 
in the density of Wood-Crete from 713 to 473 kg/m3, about 1/3 reduction in density. This 
trend is also observed in the Y series of Wood-Crete composites made, with a reduction from 
640 to 411 kg/m3 when waste paper was increased from 0 to 50% weight of sawdust. The 
reason for the lower density of pure sawdust and tradical lime composites compared with 
those of composites with 10 and 15% waste paper in the X-series experiment is still 
unknown. The only suspicion is the experimental deviation for some of the specimen made in 
this group as the cov is also abnormally high (Table 3). 
Table 3 Mean density and compressive strength of Wood-Crete 













X1 75 473 0.80 (2.0) 
X2 50 526 0.61 (15.1) 
X3 30 604 0.48 (6.4) 
X4 15 702 0.41 (5.5) 
X5 10 713 0.35 (5.7) 
X 0 616 0.26 (19.4)  
S:TL=1:1 5.88 
Y1 50 411 0.49 (2.9) 
Y2 25 485 0.41 (10.3) 
Y3 10 530 0.31 (11.6) 
Y4 5 549 0.22 (4.6) 
Y5 0 640 0.21 (0.0) 
S:C=1:1 37.33 
Z 0 424 0.06 (37.3) 
S:C=1:2 10.00 




W1 20 397 0.27 (15.7) 
W2 15 404 0.22 (19.3) 
W3 10 416 0.18 (20.0) 
S:TL=1:1 (2mmSieve size) 18.45 
XX1 25 409 0.29 (14.6) 
XX2 10 376 0.19 (22.3) 
S:TL=1:1 (3mm Sieve size) 13.15 
XXX1 25 364 0.20 (18.0) 
XXX2 10 356 0.12 (8.3) 
Hempcrete  445 0.4  
Concrete  20000 12 - 18  
 
A comparison of the density of X series and Y series shows that the density of Wood-Crete 
blocks made with 1:2 mix ratio of sawdust to tradical lime had a higher density than those 
made with 1:1 mix ratio of sawdust to tradical lime (Table 3). Theoretically, as the density of 
sawdust is lower than that of tradical lime (about 210kg/m3 to 1201kg/m3), it is expected that 
the densities of X series would be greater than those of Y series by more than 1.5 times. 
However, wood-crete blocks made with 1:1 ratio of sawdust to tradical lime showed a density 
difference of less than 1.1 times compared to similar ratio in the X series. It can thus be 
inferred that the sawdust may have more significant influence on the density of Wood-Crete 
than Tradical lime. 
3.2 Correlation of density and size of sawdust  
Wood-Crete made with 2mm sieve and 25% of waste paper, has higher density than that 
made with 3mm sieve at 25% waste paper, with the former being about 15% higher than the 
latter. A similar trend is found for the composites with 10% waste paper (Table 3). The 
density of Wood-Crete made with 2mm and 3mm sieve of sawdust was very low compared to 
the densities of all other samples made with 1mm sieve (Table 3). The smaller the size of 
particles of sawdust, the higher the density is achieved. The geometry of sawdust particles 
may be related to the structure of the final composites; large particles may limit the 
compaction of formatting composites, resulting in a reduction in density. Lower density of 
sawdust itself in comparison with Tradical lime can also contribute to a lower density of the 
final composites.  
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3.3 Compression strength of Wood-Crete 
Compressive strength of Wood-Crete blocks are summarised in Table 3. It is very interesting 
that there was an increase in compression strength of blocks with the decrease of the density 
of the Wood-Crete. This may be due to the presence of waste paper in mix which acts as 
fibrous substance to network the materials and improve the bonding between sawdust and 
Tradical lime and among them whilst reducing density of blocks.   
Another important property of Wood-Crete noticed during testing was the large deformation 
that can undergo after reaching the ultimate load. An example of the failure is given in Figure 
1. Main failure mode of sawdust-Crete blocks was ductile followed by shear cracks in the 
core of blocks. This reveals that Sawdust-Crete has a quasi-ductile behaviour unlike the 







Figure 1 Behaviour of Wood-Crete under compressive loading 
Considering that these developed lightweight materials, as other existing hempcretes, are 
intended to be used in combination with structural elements, such observed ductile behaviour 
may be attractive as it enhances the accommodation and adjustment between structural and 
non-structural elements which helps improve the absorption of small displacements and 
dumping, which always occur in houses and buildings [13]. 
The strength properties of Wood-Crete were not as good as those of normal concrete, but 
comparable to those of hemp lime composites, e.g. hempcrete. The compression strength 
values required for materials to be used as pavements ranges between 20 and 25 MPa while 
that for beams is between 20 and 35 MPa and up to 65 MPa for the reinforced concrete 
depending on the expected loads [11]. The compressive strength values of the Wood-Crete 
composites were incomparable with those of concrete bricks which mean that they are not fit 
for a direct or stand-alone application as structural elements. The strength values, ranging 
from 0.26 to 0.80 MPa for the Wood-Crete made, were rather comparable to compressive 
strength of hemp-Crete which is 0.4 MPa (Table 1).  
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The compressive strength achieved and various densities depended upon the ratio of sawdust 
to lime and cement used in addition to the percentage of waste paper. The Wood-Crete blocks 
with sawdust lime ratio of 1:2 showed higher compressive strength compared to those made 
with a ratio of 1:1. This suggests that higher proportion of tradical lime in the composite 
helps achieve stronger blocks. The composites did fail prematurely which again suggests that 
the sawdust:lime:cement matrix exhibited plasticity properties to some extent. This 
suggestion is, however, supported by previous work [11]. There is a strong probability that 
the mechanical properties and dimensional stability of composites can be improved with 
increasing amounts of the additives as reported previously for other lime based composites 
[14] and also with the treatment of sodium hydroxide at different temperatures [15].  
3.3.1 Effect of waste paper on compression strength   
There was an increase in compression strength of Wood-Crete blocks with an increase in the 
proportion of waste paper, whether for the 1:1 mix or 1:2 mix of Wood-Crete (Table 3). The 
compressive strength increased from 0.26 to 0.80MPa when the waste paper was increased 
from 0 to 75% sawdust for the ratio of 1:2 of sawdust to Tradical lime (X-series) and from 
0.21 to 0.49 when the waste paper was increased from 0 to 50% for the ratio of 1:1 of 
sawdust to Tradical lime (Y-series) Wood-Crete blocks (Table 3). Overall, the compressive 
strength consistently increases with the increase of the waste paper (Figure 2), reaching 54% 
increase in compressive strength for 75% addition of waste paper. The test results also 
indicated that an inclusion of waste paper below 5% did not improve the compressive 
strength. These results are of importance for a mixture design: an inclusion of a small 
percentage of waste paper may not increase compressive strength of Wood-Crete due 
probably to the lower compressive strength of waste paper itself compared to the sawdust and 
Tradical lime. At this point, the waste paper simply acts as filler for the Wood-Crete. Waste 
paper may not affect the formation of Wood-Crete. However, a further increase of waste 
paper, such as from 5 - 75% in this study, could improve the structure of the Wood-Crete: a 
more consolidated bonding structure of the Wood-Crete may be established and hence give 
rise to a consistent increase in compressive strength of the Wood-Crete. The waste paper at 
this time acts as network links within the composites, improving bonding between waste 
paper with sawdust, between waste paper and Tradical lime and among them, and enhancing 





Figure 2 Increase in compressive strength with waste paper  
3.3.2 Effect of sawdust and Tradical lime on compression strength  
Figure 3 shows the difference of compressive strength of Wood-Crete made with different 
ratio of sawdust to Tradical lime: 1:2 for X series and 1:1 for Y series. Both X2 and Y1 have 
50% waste paper (% sawdust), X5 and Y3 have 10%, and X and Y5 have 0% paper content. 
It is apparent that lower sawdust content gives rise to a higher compressive strength of Wood-
Crete. The strength of Wood-Crete with a ratio of 1:2 (sawdust: tradical lime) is about 25% 
higher than that with 1:1 ratio comparing. The effect of tradical lime on compression strength 
of Wood-Crete has also been reflected in Figure 3. Wood-Crete made with higher sawdust 
means lower concentration of binder ratio achieving lower compressive strength. Without 
waste paper, an increase in tradical lime from 50% to 70% results in an increase in the 
compressive strength of 25%. With 10% waste paper, an increase of Tradical lime from 45% 
to 65% results in an increase of 14% compressive strength, and with 50% waste paper, an 
increase of Tradical lime from 40% -57% results in 25% increase of compressive strength of 
Wood-Crete.  
Figure 4 shows the percentage of total sawdust and Tradical lime in relation to the 
compressive strengths for X and Y series. It is apparent that the strength linearly decreases 
with the increase of total sawdust and tradical lime. The bonding between sawdust and binder 
and between sawdust particles may be more comprehensive and stronger for the Wood-Crete 
with ratio of 1:2 than those of 1:1. The interface between particles may be more compact. 


























Waste Paper (%) 
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with ratio 1:1 were fragile due to their low density which indicates poor bonding between the 
binder and sawdust.  
 
Figure 3 Compressive strength with different ratios of sawdust and waste paper 
 
Figure 4 Effect of total sawdust and tradical lime on compressive strength 
3.3.3 Combined effect of sawdust and waste paper on compressive strength 
It is evident that the combined effect of sawdust and waste paper had a significant effect on 
the compressive strength of Wood-Crete. With the total sawdust and waste paper increased 
from 33.3% to 46.7%, the compressive strength increased about 3.5 times, see Figure 5 (X-
series) as an example. The combined effect reflects the compaction of sawdust and waste 
paper: relatively small particles and paper fibres at this point may have filled many gaps 































y = -0.0259x + 2.8511 
R² = 0.9904 
y = -0.0147x + 1.686 






































Figure 5 Compressive strength against total sawdust and waste paper 
3.3.4 Correlation of density and compressive strength 
The average measured densities for Wood-Crete for X and Y series are plotted against 
compressive strength in Figures 6. It is interesting that for both X and Y series Wood-Crete 
blocks, the compressive strength increases linearly with the decrease of density of Wood-
Crete. The compressive strength increased from 0.35 to 0.80 MPa when the density decreased 
from 713 to 473 kg/m3 for X series Wood-Crete blocks and from 0.20 to 0.50 MPa when 
density decreased from 640 to 411 kg/m3 for Y-series Wood-Crete blocks. This result defies 
the normal expectation of increasing density with increasing compressive strength. The 
addition of waste paper may have added to the improvement of strength and a reduction in 
the density of Wood-Crete. 
y = 0.0388x - 1.0303 



































Figure 6 Compressive strength against density 
3.3.5 Combined effect of cement and Tradical lime on Wood-Crete 
The test results show that Wood-Crete made with the combined binder of cement and 
Tradical lime (W2 and W3) has a lower compressive strength compared to Wood-Crete made 
with only Tradical lime as the binder (Table 3). Comparing samples W3 and Y3 made with 
same ratio of sawdust and percentage of waste paper, W3 has the compressive strength of 
0.18MPa in comparison of 0.31MPa for Y3. The rationale behind this may be the different 
hydration processes of two different binders. Different hydration schedules between binders 
may result in 1) inconsistent structure of the cured products because of local curing process 
of one binder, 2) incompact structure because if one binder hydrates first, the hydrated 
product may be damaged during the curing process of the second binder, 3) insufficient 
bonding due to the lack of binder. This means the same amount of binder has been divided 
into two processes. When the first hydration takes place, the limited binder may not be 
distributed and cover the whole surface area of sawdust and paper. However, when the 
second hydration takes place, the hydrated products and sawdust and waste paper all work as 
aggregates. It is thus suggested that single binder should be used whilst making Wood-Crete 
and if the binders are to be combined, the hydration process of individual binders should be 
worked out for careful analyses before mixing.  
3.3.6 Effect of size of sawdust on compressive strength of Wood-Crete 
The compressive strength of Wood-Crete with 2mm sieve size of sawdust is higher than that 
with 3mm sieve size of sawdust: at both 10 and 25% waste paper, the former is about 50% 
higher than the latter (Table 3).  Although the strength is relatively low, the result proves that 
S = -0.0017D + 1.5082 




































with smaller particles of sawdust at a higher percentage of waste paper, better strength is 
obtainable. The size of sawdust may have influenced the penetration of the Tradical lime into 
the particles, that is, the larger particle may prevent a thorough penetration of Tradical lime, 
resulting in inconsistent structure of Wood-Crete and hence reduction in the compressive 
strength. 
4. THERMAL CONDUCTIVITY 
The test results showed that Wood-Crete blocks have a good thermal insulation property. 
Thermal conductivity of the Wood-Crete blocks tested (X1 – X4) has a thermal conductivity 
ranging from 0.045 – 0.070 (Table 4). Thermal conductivity values achieved indicate that the 
Wood-Crete blocks can be used as in-fill wall panels since their strength is suitable for such 
applications with good thermal properties.  
Table 4 Mean thermal conductivity of Wood-Crete: X-Series 








75 473 0.80 0.046 
50 526 0.61 0.069 
30 604 0.48 0.063 
15 702 0.41 0.052 
4.3 Correlation of compressive strength with thermal conductivity  
It is evident that an increase of compressive strength from 0.41 to 0.61 MPa, thermal 
conductivity increases from 0.052 to 0.069 W/mK. Further increase of the strength to 0.80 
MPa, the thermal conductivity decreased from 0.069 to 0.046 W/mK. The increase in the 
strength of wood-crete means an improvement of both network and bonding systems of the 
materials which reflects in an improvement of heat conduction, i.e an improvement of 
thermal conductivity. However, much lower thermal conductivity (0.046W/mK) may be due 
to the dominated influence of nature of pores within the materials which is discussed in more 
details in next section.  
4.4 Correlation of density with thermal conductivity  
Overall thermal conductivity increased with a decrease in density (Table 4). Thermal 
conductivity increased from 0.046 W/mK with density of 473kg/m3 to 0.069W/mK with 
density of 526 kg/m3. However, further increase of density from 604kg/m3 to 702 kg/m3 
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resulted in a decrease of thermal conductivity from 0.063 to 0.052 W/mK. Thermal 
conductivity may be influenced by the degree of all processes of heat transfer such as heat 
conduction, convection and radiation. The efficiency of heat conduction is directly related to 
the density of material, i.e. with the increase of density, the conduction is improved, and 
hence, thermal conductivity increases. The convection may also play an important role in the 
thermal conductivity. The convection is related to the amount and geometry of pores and 
network system within the materials and this may be one of the reasons for the lower thermal 
conductivity of the wood-crete with a density of 702kg/m3 compared to that of 604kg/m3 
because the pores may be too small for the formation of convection. The effect of porosity on 
the thermal conductivity of solids has also been reported by previous worker [16]. It was 
stated that the reduction in thermal conductivity depends on not only the volume fraction of 
pores but also their aspect ratio and their spatial distribution. 
Both the correlation of compressive strength and density with thermal conductivity indicates 
that the addition of waste paper and composition of wood-crete and hence the structure of 
wood-crete may have played an important role on the thermal conductivity of the wood-crete 
blocks made. An increase in waste paper may have helped establish networks and bonding 
systems between sawdust particles and sawdust and binder, resulting in an increase of 
compressive strength. A high percentage of waste paper in general resulted in reduction in 
density, therefore, the thermal conductivity decrease. 
5. CONCLUSIONS 
A new building material has been developed by using waste wood, waste paper and tradical 
lime. Overall performance of wood-crete was very similar to that of hempcrete. The 
compressive strength of the developed wood-crete ranged from 0.06MPa to 0.80MPa 
indicating that like hempcrete, the new materials can be used as in-fills for wall panels and 
hollow blocks. The composites had good thermal conductivity ranging from 0.046W/mK to 
0.069W/mK and thus could be used for thermal insulating materials for building construction. 
With some artistic designs and good wall finishes (e.g. wall papers), wood-crete blocks can 
be used for interior for non- or semi-structural panelling application. The properties of Wood-
Crete composites were closely related to its composition with percentage of waste paper 
having an increasing effect on the compressive strength of wood-crete and ratio of sawdust to 
tradical lime having an effect on the bonding strength of wood-crete.  
There is potential in the combined use of sawdust and waste paper as reinforcement in Wood-
Crete composites for the building construction helping in reducing waste disposal costs and 
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generating incomes from sales of sawdust by sawmills and waste paper to the building and 
construction industry. 
The research programme is continued on how to improve the strength properties of Wood-
Crete blocks for structural application and to develop the whole building systems by using 
Wood-Crete composites. 
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ABSTRACT 
Wood-crete, a new building material has previously been developed from sawdust, inorganic 
binder and addition of waste paper, finding its use mainly for wall panelling or other non- and 
semi-structural applications with good thermal insulating properties.  
In this study, the properties of wood-crete were investigated based on the type of wood 
sawdust – hardwood (beech and oak) and softwood (pine and cedar). The results showed that 
(1) the compressive strength of wood-crete was closely related to the wood species, with the 
compressive strength of 3.93MPa being for hardwood wood-crete compared to 1.37MPa and 
0.26MPa of wood-crete from softwood and mixed wood respectively; (2) wood-crete from 
hardwood sawdust had a higher density than those made from softwood sawdust and mixed 
wood; (3) particle size had a significant influence on the strength properties and density of 
wood-crete with wood-crete made from 1mm particle size recording a higher compressive 
strength and density compared to 2mm and 3mm particle size. The optimum size for wood-
crete was dependent on the wood species; (4) thermal conductivity of wood-crete was closely 
related to the chemical composition of various wood species, with softwood wood-crete 
having about 20% lower thermal conductivity compared to hardwood wood-crete; (5) a ratio 
of 1:2 of sawdust to binder was found advisable for the production of wood-crete for various 
wood species and particle sizes investigated. The compressive strength of wood-crete made 
from sawdust of both softwood and hardwood was similar to or higher than that of 
hempcrete, indicating their suitability for wall panelling or other non- and semi-structural 
applications. The results of this study provide an important foundation for choosing what 
wood species, particle sizes and combinations of sawdust to be used for the production of 
wood-crete. 
 
Keywords: Wood-crete; tradical lime, sawdust, compressive strength, wood species; thermal 
conductivity. 
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Wood-Crete is a new material made from sawdust or other wood wastes, and Tradical lime 
with consideration for low cost and locally available materials to meet desired needs, 
enhancing self-efficiency and leading to an overall reduction in construction cost for 
sustainable development. Wood-crete from different hard and soft wood is being developed 
in this study, intending to achieve similar properties to those of wood-crete in previous study 
[1] but most importantly to determine the different specific wood properties posed on 
strength properties of wood-crete. Wood waste, a major constituent of wood-crete, may be 
sawdust from the sawing of softwood or hardwood, or any other softwood and hardwood 
wastes (for instance, wood chips). Since wood is used in large quantities in many different 
sectors and is a part of our everyday lives, the volumes of sawdust and other recovered wood 
available are also large. Sawdust could be loose particles or wood chippings obtained as by-
products from sawing of timber into standard useable sizes. 
Wood-crete as developed in previous study [1] is intended to achieve similar properties but 
more cost effective as those of Hempcrete. The term used for the light weight, insulating and 
breathable material produced after mixing Hemp shive with a lime based binder and water is 
known as hempcrete [1]. Its use involves casting it around a load bearing frame (such as a 
timber frame) within temporary formwork or can be spray applied. 
Sawdust has been used in combination with inorganic binders to produce wood-cement 
composites replacing sand and aggregate in concrete mix. There are a number of merits 
offered by wood and inorganic binders over some conventional building materials presently 
used. These composites combine the properties of both the wood fibre and matrix, which 
makes them more valuable to the building industry. Inorganic wood composite, such as 
wood-cement composite, has been studied in a great detail. It has been reported that the 
properties of wood-cement composites are dependent on wood species and other processing 
parameters (e.g. Blankenhorn et al) [2]: (1) as hydration time increased, the compressive 
strength of wood-cement composite increased; (2) mild chemical modification could provide 
some improvements in the compressive strength values for acetic acid and sodium hydroxide 
wood-cement composites compared to unmodified composites; (3) as the cement-to-wood 
ratio decreased, the compressive strength of the wood-cement composite decreased; (4) the 
effects of chemical modification on compressive strength depended on the hardwood species. 
Hardwoods have also been reported to have a lower compatibility with cement than 
softwood, partly due to the inhibitory properties of hydrolysable hemicellulose and other 
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extractives present in hardwoods [3]. Experimentation with a group of four hardwoods and 
five softwoods from North America [4] revealed that hardwoods adversely affected tensile 
strength and exothermic behaviour of cement more than softwood. 
Additionally, it has been reported that various chemical components of different wood 
species affects wood-cement composites [5]. Lignin has been reported to yield high 
performance concrete strength, set retarder for a cement composition and improve the 
compressive strength of cement pastes [6]. Furthermore, it has also been stated by Pourchez 
et al (2006) [7] that cellulose retards cement hydration process. The effect of cellulose is 
attributed to the increased viscosity of the water, which imparts the movement of ions, 
decreasing the dissolution rate of anhydrous phases and the precipitation of hydrates [7]. 
Likewise, it has been reported that water-soluble extractives of wood (hemicelluloses, starch, 
sugar, tannins, certain phenols and even lignin) can retard and sometimes inhibit the normal 
setting and strength development properties of cement during the production of wood/cement 
composites [8]. 
This study was to investigate the effect of wood species and other relevant experimental 
parameters on the properties of wood-crete. The composition and hence quality of sawdust 
may vary considerably from one to another resource, even of pure softwood or hardwood or a 
combination of various percentages of hardwood and softwood or various wood species 
within softwood and hardwood. A better understanding of raw materials and related influence 
on wood-crete production is highly desirable for the development of this new construction 
material.  
1.1 2. MATERIALS AND METHODS 
1.2 2.1 Materials 
Table 1 show materials used for the production of wood-crete which includes sawdust, binder 
(tradical lime) and water including their composition and weight. Sawdust and binder were 
mixed in ratios 1:2.  
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Table 1: Material composition and weight 
Materials Density (kg/m3) Weight 




Tradical lime 1201 240g 
Water 1000 450ml 
2.1.1 Hardwood and Softwood 
Softwood chosen for this study is pine and cedar. Pine sawdust was chosen due to its 
resistance to shrinkage and swelling [9]. Sawdust from cedar wood was chosen due to high 
shock resistance [9], good dimensional stability and pleasant scent of the wood which acts as 
a natural insect repellent which can add natural properties to wood-crete blocks [9].  
Hardwood chosen for this study includes oak and beech. Oak wood was chosen for this study 
due to its common use for making furniture which leads to high availability of sawdust from 
sawmills. As well, oak wood is known for great strength and hardness, and is very resistant to 
insect and fungal attack because of its high tannin content. Beech wood sawdust was chosen 
as a result of good strength properties, abrasion resistance and high in resistance to shock 
associated with beech wood [9]. In general, oak wood and beech wood are the most used type 
of wood in production of furniture in European markets [10] which makes them well known 
and popular in sawmills. Other parameters of wood species used in this study can be 





Table 2 Composition of different wood species 
 Beech Oak Pine Cedar 
Density (kg/m3) 730 750 510 530 
Cellulose (%) 44.0 42.0 44.0 45.0 
Hemicellulose (%) 24.5 29.0 28.5 13.2 
Lignin (%) 22.4 25.0 28.1 29.3 
Extractives (%) 2.0 4.4 3.8 10.2 
Ash (%) 0.3 0.3 0.4 0.2 
Table 3 Material properties of lime-hemp concrete and some other building materials  














Steel 210000 350-1000 7500-8500 52.00 
Concrete 20000 12-80 20000 1.50 
Cellular 
Concrete 
1000-2500 5 420-1250 0.14-0.23 
Brick 10000-25000 25 – 60 1300-1700 0.27-0.96 
Wood 230–20000 4 – 34 350-900 0.12-0.3 
Lime 
Hempcrete 
24 0.4 445 0.17 
2.1.2 Binder 
The binder used for wood-crete production is tradical lime. Tradical lime is also referred to as 
pure air lime which fulfils the qualities of fineness and reactivity. Tradical lime binder is a 
substance that sets and hardens independently and can bind other materials together. They 
have been used in the production of tradical hemp lime products for natural high performing 
and sustainable construction materials. Tradical lime hardens due to hydration and hardens 
even underwater or when constantly exposed to wet weather. Tradical lime is used in the 
production of mortars used for building masonry, for rendering or plastering, for decorating 
in both renovation and new build constructions. Tradical lime is known for its elasticity, 
durability (long lasting quality mortars), workability, vapour permeability and healthy 




The manufacturing of wood-crete from specific sawdust followed the same process as 
described in previous work [1]. This involved the mixing of binder (tradical lime) with 
sawdust. The process involved measuring the required amount of sawdust needed and binder 
at the designed ratios. The ratios of sawdust to tradical lime used were based on economic 
considerations and permissible impact on the strength ascertained using the dropping method, 
as explained by Zziwa, et al 2006 [11], where preliminary trial specimens of varying 
compositions of sawdust and cement were made, dried and dropped from waist height 
(approximately 1m) to assess their structural integrity.  
Table 4 shows the trial making used to determine the workable mix ratio of water to lime. 
During trial making, the mix made with water to total mix weight less than 450ml was found 
unworkable while the trial mix of water above 450ml was found to be slurry. Only the mix 
with the amount of water of 450ml for every 360g of total mix weight was found workable. 
Therefore, this ratio is termed as the mix workability ratio.  
Table 4 Mix ratio in trial making 
Water (ml) Total mix weight (g) Workable mix 
300 360 No 
400 360 No 
500 360 Yes (slurry) 
480 360 Yes (Slurry) 
450 360 Yes 
The mix ratio developed is also important to ensure individual wood particles to be fully 
encased by the binder to attain acceptable properties. Sawdust and binder (tradical lime) were 
mixed together before the addition of water so as to attain consistency in the mix. Consistent 
and uniform mixing was carried out to allow for clumps to be broken down and binding 
powder (tradical lime) to be dispersed evenly throughout the sawdust. Continuous mixing 
was done for a further few minutes after the addition of all materials in the mix. The mix was 
then uniformly distributed into the square moulds which were treated with a mould release 
agent. Preparation of specimens for testing strength properties was based on BS EN12390-2 
[12] (making and curing specimens for strength tests). Wood-crete blocks were moulded in 
the dimension of 100mm x 100mm x 100mm. It was noticed that due to the light weight of 
sawdust, there was almost no compaction under self-weight, hence the tendency to create 
larger voids in moulds which could lead to low density and low strength. For each mix 
combination, three replicates were made for each sawdust to tradical lime of ratios 1:2 and 
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ratio 1:1. A total of 72 samples were made.  Of significant note is that the degree of 
compaction has a great impact on the density of wood-crete. In a bid to ensure equal 
compaction in the mould, a minimum of eight tamps was performed on each mould with 
minor force before levelling. The importance and advantage of tamping help remove voids 
and fill gaps whilst creating a consistent end product. The mixtures were placed in a forming 
mould for 24 hours to allow for setting before de-moulding while maintaining a relative 
humidity between 46% and 49% for all samples. The setting of inorganic binders is the result 
of a series of chemical reactions causing a succession of crystallization stages [13]. The 
samples were left at open air cure in the lab for 32days to attain the required amount of 
strength before being subjected to various kinds of tests  
2.3 Testing 
Prior to testing, the actual volume of the blocks was taken from the measurement of samples 
after drying. Samples were sandpapered for evenness and flatness in all sides while sample 
mass was determined using a weighing scale. The density of the blocks was calculated from 
mass and volume. Three replicates were taken for each type of wood-crete blocks. 
Wood-crete blocks were tested for compressive strength at 20°C/65% relative humidity by 
applying a gradually increasing load under a universal Instron.  The test pieces were placed 
between a supporting base and a flat steel plate. The machine applied a uniform load at a rate 
of 6mm/min until the maximum failure load was reached. The maximum load (in Newton) 
was automatically recorded and the compressive strength was calculated as maximum failure 
stress per unit area.  
Thermal conductivity was tested for various wood-species to investigate the difference in 
thermal conductivity of wood-crete made from both hardwood and softwoods. The thermal 
conductivity was determined by using Isomet Thermal Conductivity analyser. A sensor is 
placed on a sample which produces an amount of heat on application of current (Fig 1). The 
heat provided results in a rise in temperature at the interface between the sensor and the 
sample. Both thermal conductivity and effusivity are measured directly and rapidly, 
providing a detailed overview of the thermal characteristics of the sample material. The 
results are then displayed on the system’s computer. Thermal effusivity is a measure of a 
materials ability to exchange thermal energy with its surrounding while thermal conductivity 




Figure 1: Thermal conductivity test 
2 RESULTS AND DISCUSSION 
3.1 Correlation of density and wood species (sawdust) 
An important factor for the difference in densities of wood-crete composites is due to 
individual wood densities of hardwood and softwood and their composition (Table 5). The 
effect of wood density on the density of wood-crete may result from two different aspects: 
one is the density of wood itself as a higher density means that more amount of wood and cell 
materials per unit volume to the wood sawdust within the wood-crete made; the other is the 
structure of wood. The density of wood is in general related to wood anatomy and hence the 
relative proportions of cell types or tissues most especially in hardwood species (vessel, fibre, 
axial and radial parenchyma), along with also their dimensions and distribution, which have 
indications of the penetration and setting of the lime matrix [5]. The level of effect is 
dependent on the balance of effects between the former and the latter. In this study, the 
density of most hardwoods is higher than softwoods naturally and this was reflected in the 
density of wood-crete with the blocks made from hardwood sawdust recording an 18% 
increase when compared to the density of wood-crete blocks made from softwoods. Research 
however shows that most hardwoods have less air in them than softwoods which also affects 
wood density [14] [15].  
Furthermore, it was also noticed during wood-crete manufacturing that the softwood sawdust 
was lighter in texture than those of hardwood which made compaction in the mould more 
difficult than when using sawdust from hardwood which was finer and dense thus making 
compaction more compact. Wood-crete made from the mixed wood sawdust showed 18% 
reduction in density compared to wood-crete made from hardwood and 0.08% increase in 
density compared to wood-crete made from softwood (Table 5). The term mixed sawdust 
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refers to wood waste from the sawing of wood of various types of both soft and hard woods 
without making reference to the percentage of hardwood or softwood in the mix. It is 
important to make use of this type of wood waste because in reality, sawmills do not separate 
their wood waste by wood species or wood type. Much more reduction in density compared 
to hardwood blocks and only slight increase in density compared to softwood blocks infers 
that the composition of the mixed wood sawdust may contain more softwood than hardwood, 
or the composition of the mixed wood may result in ‘bridging’ due to the different stiffness 
between hardwood and softwood. Fig 2 also shows that density of wood-crete made from 
hardwood beech is 5.7% higher than density of wood-crete made from hardwood oak, 
likewise density of wood-crete from softwood pine is 10.3% higher than density of wood-
crete made from softwood cedar. The highest density of wood-crete made in this study is 
about 70% higher than the lowest one (Table 5), showing a significant effect of wood species 
for the production of wood-crete (Table 2).  
Table 5 Mean density and compressive strength of wood-crete with experimental 
mixture design  




Density (Kg/m3)  
Hardwood 
HWB Beech 1 3.93 (8.4) 934  
2 3.90 (7.0) 926 
3 3.44 (6.9) 929 
HWO Oak 1 2.19 (3.7) 859 
2 2.07 (10.1) 821 
3 1.95 (9.2) 816 
Softwood  
SWP Pine 1 1.37 (6.8) 696  
2 1.30 (4.5) 672 
3 1.23 (9.2) 655 
SWC Cedar 1 0.07 (2.3) 543 
2 0.20 (8.6) 561 
3 0.18 (3.3) 539 
Mixed  
MW 1 0.26 (19.4) 616 
2 0.18 (12.1) 610 
3 0.15 (8.1) 603 
Values in (  ) are cov in %. S = Sawdust, TL = Tradical Lime, HWB = hardwood beech, HWO = hardwood oak, 





Figure 2: Comparison of overall density among various wood specie 
 
3.2 Correlation of compressive strength and wood species 
Fig 3 shows the correlation of compressive strength and wood species. It can be seen that the 
compressive strength of wood-crete beech is 29.1% higher than the compressive strength of 
oak and compressive strength of wood-crete pine is 79.3% higher than the compressive 
strength of wood-crete cedar. Overall, wood-crete made from hardwood had a much higher 
compressive strength than wood-crete made from softwood, on average 60.2% higher for the 
former compared to the latter. This may be due partly to the difference in the density (17.5%) 
between hardwood and softwood. A higher density of wood generally gives rise to a higher 
compressive strength and such the wood-crete would have a higher compressive strength due 
to the contribution of wood itself. It has also been reported that hardwoods are usually strong 
in compression, tension and shear while softwoods are strong in tension but weak in shear 
[15]. However, softwoods are generally strong along the grains while hardwoods are strong 
both along and across the grains. This difference may also contribute to the higher 

























Figure 3: Mean compressive strength vs wood species 
The property of composite is in general closely related to its density because the higher 
density means more compaction of the composite. In order to determine the degree of 
compression of wood-crete made with various densities of wood species, i.e. hardwood and 
softwood species in this study, it is necessary to calibrate the density of blocks by taking into 
account the ratio of mix of wood-crete and the densities of individual wood species used in 
this study which include beech, oak, pine and cedar. The percentage of tradical lime was two-
third in mix while sawdust was one-third in mix. The density of tradical lime is 1201kg/m3. 
Therefore, the calibrated density of wood-crete = 1201 (2/3) + ρ (1/3)  
Where, ρ = density of individual wood specie. This means that if the wood-crete has had the 
same compaction, the density of the wood-crete would have been equal to the calibrated 
density. Therefore, the compressive strength is calibrated to those that would have been the 
densities the same as the calibrated density (i.e. the same compaction). The calibrated results 
are summarised in table 6. 















HWB Beech 1 3.93 (8.4) 4.14 934 1041 
2 3.90 (7.0) 4.12 930 1041 
3 3.44 (6.9) 3.64 929 1041 
HWO Oak 1 2.19 (3.7) 2.41 859 1048 



































3 1.95 (9.2) 2.19 816 1048 
Softwood 
SWP Pine 1 1.37 (6.8) 1.59 696 966 
2 1.30 (4.5) 1.53 672 966 
3 1.23 (9.2) 1.46 655 966 
SWC Cedar 1 0.07 (2.3) 0.09 543 973 
2 0.20 (8.6) 0.25 561 973 
3 0.18 (3.3) 0.23 539 973 
Values in (  ) are cov in %. S = Sawdust, TL = Tradical Lime, HWB = hardwood beech, HWO = hardwood oak, 
SWC = softwood cedar, SWP = softwood pine 
It can be seen from the Table 6 that the wood-crete had been made with the same compaction 
(i.e. with the calibrated densities). The compressive strength was 26.4% higher for beech 
wood-crete compared to hardwood oak and 45.7% for softwood pine compared to softwood 
cedar. On average, the wood-crete made from hardwood sawdust records a much higher 
strength value (49.9%) than those made of softwood sawdust. This gives an indication that 
other factors such as higher lignin content in hardwood than softwood may affect the strength 
of wood-crete composites. Lignin has been reported by researchers to be a contributing factor 
to high performance concrete strength and improve compressive strength of cement paste. 
The combination of cellulose, hemicelluloses and extractives (sugar, fatty acid e.t.c) content 
is higher in softwood than hardwood which is another possible factor for the low compressive 
strength with wood-crete made from softwood. For example, research on the effect of sugar 
content on the property of composites showed that extracting sugar content from wood dust 
helps improve the bonding strength of composite materials which has an influence on 
compressive strength of wood-crete [16] [17] [18]. 
3.3 Correlation of compressive strength and density 
Average measured densities for wood-crete for hardwood, softwood and mixed wood 
respectively are used to plot their relationship with compressive strength (Fig 4). It is 
observed that the compressive strength increases with an increase in the density of wood-
crete regardless of wood species. For the wood-crete made from hardwood oak, compressive 
strength increased from 1.95 to 2.19 MPa (5.8%) when the density of wood-crete increased 
from 816 to 859 kg/m3 (2.6%) and for the pine wood-crete from 1.23 to 1.37 MPa (5.4%) 
when density of pine wood-crete increased from 655 to 696 kg/m3 (3.0%). The results are in 
line with the normal expectation of increasing compressive strength with increasing density. 
As discovered in previous study [1], compaction in mould is one factor that may have 
resulted in a higher compressive strength. Apart from compaction factor another reason for 
the difference in strength of wood-crete from different types of hardwood is a variation in the 
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property of raw materials themselves, such as a little difference in the compressive strength 
and actual density of various types of wood themselves. Density of hardwood oak is slightly 
higher than that of beech hardwood and the density of softwood cedar is higher than that of 
softwood pine. 
The correlation of compressive strength with average density of wood-crete seems to be 
linear with a good degree of fit, R
2
=0.94 (Fig. 4). However, a further comprehensive design 
of density profile is required to achieve an accurate modelling result. 
 
Figure 4: Mean compressive strength against density 
3.4 Correlation of particle size and compressive strength 
It was noticed that the geometry of sawdust used had a significant impact on the strength of 
wood-crete. Of important point to note here as shown in Fig 5 is that the blocks made with 
sawdust to tradical lime ratio of 1:1 both for 1mm, 2mm and 3mm particle sizes, were not 
subjected to compressive testing because the samples did not bond together after demoulding 
period of 24hours. This is because the strength properties of composites strongly depend on 
the stress transfer between particles and binder and strength reductions occur by either adding 
a disproportion of particles or increasing particle size. Wood-crete made with sawdust to 
tradical lime ratio of 1:2 with 1mm sieve size of sawdust achieved higher strength when 
compared to those made with 2mm and 3mm sieve size of sawdust of each type of wood used 
(Fig 6). In addition to the increase in strength associated with short fibres, it has also be 
discovered in a previous study by Migneault [19], that short fibres are the easiest to mix 
which enables fibres to be properly coated with matrix thus having effect on mechanical 
properties. It is also most interesting that the reduction of the compressive strength with the 
y = 0.0092x - 5.1377 
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increase of the particle sizes is related to the density of wood species, i.e. the reductions in the 
compressive strength of hardwood-crete are more significant than those of softwood-crete. 
The reduction in compressive strength from 1mm to 3mm particle sizes is 5.8% for oak 
wood-crete, 6.6% for beech wood-crete, 3.4% for pine wood-crete and 27.9% for mixed 
wood. It was discovered that for cedar wood-crete, 2mm particle size achieved a higher 
compressive strength than 1mm particle wood-crete, while the strength is very similar 
between the wood-crete made with 2mm and 3mm particle.  
The mean compressive strength of different particle size of hardwood, softwood and mixed 
wood are compared in Fig 6, likewise the mean density against particle size in Fig 7. It is 
evident that the compressive strength of wood-crete made with 1mm particle size hardwood 
had about 56% increase in strength properties when compared to same particle size of 
softwood. A 54% increase and 47% increase was also noticed in 2mm and 3mm particle sizes 
respectively. The effect of particle size on compression strength has been reported [20] where 
composite strength increased with decreasing particle size. Smaller particles have a higher 
total surface area for a given particle loading which indicates that strength increases with 
increasing surface area through a more efficient stress transfer mechanism [20]. Also, smaller 
particles can generally be well-bonded with binder compared to larger particles and such the 
applied stress can be eﬀectively transferred to the particles from the binder and from the 
binder to particles, which improves the strength or load bearing capacity of the wood-crete 
under load [19]. Much higher reduction in the compressive strength of wood-crete made from 
the mixed wood from 1mm to 3mm in comparison with those made from hardwood and 
softwood emphasizes an important consideration of the particle size distribution in 
manufacturing of wood-crete, because in practice it is very difficult to achieve a single wood 
species. This is because sawmills do not separate their wood waste during the sawing or 
milling process of wood. This implies that sieve sizes should be controlled during 
manufacturing of wood-crete in order to avoid low strength while ensuring that only wood-
crete with desirable mechanical characteristics is formed.  
It is seen that the density of wood-crete made with particle size 1mm is about 0.8 and 1.5% 
higher than those of wood-crete made with particle size 2mm and 3mm respectively (Fig 7). 
The wood-crete made with the small particle size may be more compact while large particles 






Figure 5: Poor bonding of wood-crete made with sawdust to tradical lime ratio 1:1 
(demoulding after 24hours)  
 





































b) 3mm sawdust wood-crete  




Figure 7: Mean density against particle size for all wood species 
3.5 Correlation of wood species with thermal conductivity  
One of the main purposes for developing wood-crete as a building material is its thermal 
performance which is a key parameter in low carbon sustainable building construction. 
Thermal conductivity depends on the composition, density, pore structure, moisture content 
and temperature of a material [21] [22] . In wood, the main influencing factors are wood 
species, density, moisture content, direction of heat flow (anisotropy), inclination of grain and 
relation of volume or thickness to moisture content [23]. However, thermal conductivity is 
strongly influenced by density [21]. These have been reflected in the wood-crete developed in 
this study. It seems to be that wood-crete from softwood achieved a low thermal conductivity 
of 0.068 and 0.092 W/mK and wood-crete from hardwood achieved 0.114 – 0.123 W/mK 
(Table 7). However, a scrutiny of the data in Table 7 showed that the trend of change in 
thermal conductivity of the wood-crete follows that of the density of the wood-crete, i.e. the 
ranking of thermal conductivity = the ranking of density = beech wood-crete > oak wood-
crete > pine wood crete > cedar wood-crete. The wood species may have little effect on the 
difference in the thermal conductivity of wood-crete. This may be true by considering the 
thermal properties of wood reported by a previous worker [24], whose research on the 
thermal conductivity of five softwood and five hardwood showed that the average thermal 
conductivity for the former was 0.091 and for the latter 0.092 W/M.
0
C. Thermal conductivity 
of wood-crete from cedar sawdust was about 15% lower than wood-crete from pine wood 
while thermal conductivity of wood-crete from oak wood was about 3.8% lower than wood-




























about 22% lower than that of pine wood-crete, while the density of oak wood-crete is about 
8% lower than beech wood-crete. The above result is also in agreement with results 
discovered in the previous study [1], where reduced density resulted in a low thermal 
conductivity.  













Pine 0.092 113.582 1.37 696 
Cedar 0.068 106.156 0.07 543 
Oak 0.114 115.277 2.19 859 
Beech 0.123 116.014 3.39 934 
4 CONCLUSION 
The wood-crete made with hardwood, softwood and mixed wood species has been developed 
and the properties of the made wood-crete composites have been analysed. The compressive 
strength of wood-crete made from sawdust of softwood was similar to that of hempcrete and 
in some cases higher while compressive strength of wood-crete made from hardwood was 
higher than that developed in previous series of wood-crete [1]. This gives an indication that 
wood-crete made from specific types of wood can as well be used as in-fills in construction. 
However, the compressive strength of wood-crete were not comparable to those of normal 
concrete as the strength values were lower than those of concrete and some other building 
materials (table 3). Nevertheless, the compressive strengths were higher than those of 
hempcrete which is currently used in construction. 
The properties of wood-crete were related to its composition and type of sawdust from 
different kinds of wood species. Conclusively,   
 Wood-crete made from hardwood resulted in higher strength compared to those made 
from softwood having a 53% difference in the compressive strength on average. 
Hardwood beech wood-crete recorded a 61% increase in compressive strength when 
compared to hardwood oak wood-crete; likewise softwood pine recorded a 79% 
increase in compressive strength when compared to softwood cedar wood-crete. 
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 The constituents of wood (lignin, cellulose, hemicelluloses and extractives) all 
contributed to the strength properties of wood-crete composites. 
 To enable better bonding between sawdust and binder, a 1:2 of sawdust to binder ratio 
has been advisable. 
 Wood-crete made with smaller particle size of 1mm achieved better compressive 
strength than those made with 2mm and 3mm particle sizes respectively. A reduction 
in compressive strength with an increase of particle size was strongly related to wood 
species. 
 Wood-crete made from softwood has a lower thermal conductivity compared to 
wood-crete made from hardwood with a 19.4% reduction in thermal conductivity 
value. 
 Mixing wood species for wood-crete production did not result in an average 
performance equivalent to the average performance of wood species, indicating an 
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ABSTRACT 
The properties of wood-crete were investigated based on the modification of sawdust by hot 
water boiling, alkaline treatment and the addition of different types of waste paper. The 
results showed that (1) surface modification, processing of cellulosic fibril and the extraction 
of lignin and hemi-cellulosic compounds with alkali had an effect on the compressive 
strength of wood-crete, with treating sawdust with 4% NaOH at 140mins of boiling time 
achieving the highest increase of 260% compressive strength; (2) boiling sawdust from 
100mins to 140mins saw a gradual increase in compressive strength but reduced at a higher 
boiling time; (3) the combined effect of enhanced sawdust and addition of waste paper had a 
direct effect on the compressive strength of wood-crete with paper strip recording a much 
higher strength of 1.62 MPa compared to 1.06 MPa of de-fibred paper; (4) the treating 
sawdust with NaOH more than 4% weakened the individual wood particles thus leading to 
poor strength of wood-crete; and (5) water soaking resulted in a little water uptake (about 
0.1%) of wood-crete whether with 1:1 or 1:2 sawdust to tradical lime ratio, but significant 
decrease in compressive strength, showing that the wood-crete could be used in damp areas 
only if it is not for load bearing purpose. The findings of this study provide an important 
background and foundation for achieving better strength of wood-crete and for directing a 
better uses of this potential low carbon sustainable product in construction. 
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Wood-crete is a new material made from sawdust or other wood wastes or materials, and 
Tradical lime with consideration for cheaper and locally available materials to meet the 
desired needs, enhance self-efficiency and lead to an overall reduction in construction cost for 
sustainable development. Wood-crete has been developed in this research programme, 
intending to achieve similar properties but more cost effective than those of cement bonded 
composites and hempcrete. A number of advantages of wood-crete over other conventional 
wood composite materials include better insulation properties, resistance to water absorption, 
fire performance and strength properties [1] [2]. When compared with hempcrete, wood-crete 
can reduce material cost, reuse wood wastes, and has similar thermal performance and an 
improved strength. Just like cement-bonded wood composites (CBWC) and hempcrete, 
wood-crete with an addition of structural support can be used in construction and most 
beneficial in developing countries because of their relatively low cost as wood used are waste 
products from sawmills [1], the basic use of simple technology during production process, the 
reduced weight of composites making handling easier and labour less tedious [3], and the use 
of local materials. As part of the environmental benefits of the use of wood-crete, it provides 
those in the wood industry a means of discarding their waste whilst enabling the creation of a 
new commercially viable, environmentally friendly product for the construction industry [4]. 
It will provide a solution to the increasing amounts of wood waste and promote a waste 
management practice that helps mitigate the effect of waste on the environment, thus 
promoting a sustainable and green environmental practice most especially in developing 
countries. Wood-crete is produced with a binder known as tradical lime which is known for 
its elasticity, durability (long lasting quality mortars), workability, vapour permeability, and 
healthy material (natural and solvent-free) when compared to the use of cement.  
The strength of wood-crete is directly related to the bonding strength between sawdust and 
tradical lime [5]. The chemistry between the bonding of sawdust and binders has been argued 
by a number of authors [6-8]: Wood contains a number of substances, including 
hemicelluloses, starches, sugars, phenols and hydroxylated carboxylic acids which could 
dissolve and affect lime crystallization. The major problems of wood composites are 
associated with the hydrophilic character of the cellulose structure of fibre [5]. Researchers 
have suggested some propounding solutions to the above problem by stating the necessities to 
modify cellulose fibre surface by scientific methods to reduce the hydrophilic nature of 
sawdust thereby improving the sawdust–matrix bonding [5] [6]. Research has shown that as a 
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result of the enhancement through different surface modification of sawdust interface, there is 
a significant increase in the strength of composites [7] [8]. The partial removal of the 
components of sawdust which include cellulose, hemi-cellulose, lignin (the main components 
that contribute to the strength, flexural and impact properties of composites) and pectin, 
waxes, and water-soluble substances [5] with alkali solution and the modification of cellulose 
fibre was reported by Zaikov et al, 2004 [6]. Modification of sawdust as stated by Prompunjai 
and Sridach (2010) [5] include de-waxing, alkali treatment, cyanoethylation and benzolation. 
Several studies have noted that the reason for cohesion of matrix with the treated sawdust is 
that as lignin is removed, the middle lamella joining the ultimate cells becomes more plastic 
and homogeneous due to the gradual elimination of micro-voids [5]. It has also been stated 
that during modification by alkaline treatment, the hydrogen bonding in the network structure 
is disrupted, thereby increasing surface roughness [5]. The treatment removes a certain 
amount of lignin wax and oils covering the external surface of the fibre cell wall, 
depolymerises cellulose and exposes the short length crystallites [7] [9]. The bonding 
between sawdust and hydrophobic matrix has a direct effect on the mechanical properties of 
composite materials while studies have also shown that the removal of hemicelluloses 
produces less dense and less rigid inter-fibrillar region [5]. 
This paper presents the outcomes from an extensive research on the development of novel 
building materials, wood-crete. The paper focuses on the development of the wood-crete with 
the treated sawdust, which otherwise is burnt or landfilled. Various treatments were proposed 
to optimise the property of wood-crete and the performance of the developed wood-crete was 
assessed.   
 195 
 
2 MATERIALS AND TREATMENT 
2.1 Raw materials and treatments and wood-crete fabrication 
Preceding block formation the sawdust sourced from wood workshop at Brunel University 
was refined to 1mm sieve size. The materials are then divided into three groups: the first 
group of the materials was treated with NaOH at various percentages, namely 0, 1, 2, 3, 4, 5 
and 6% and boiled in water with duration of 100, 120, 140 and 160 minutes. This group of 
materials is used for the experiments of wood-crete without the addition of waste paper. The 
second group of the materials was treated with NaOH of 0, 2, 4, 6 and 8% and boiled in water 
for the duration of 80mins. The third group of materials was treated with NaOH of 2 and 4% 
and boiled in water for the duration of 40, 60, 100, 120 and 140 minutes. The second and 
third group of the treated materials was used for the experiments of wood-crete with the 
addition of waste paper (de-fibred and paper strip at 50% and 75%). More details of 
experimental designs is included in Tables 1 and 2. The treated sawdust solution was washed 
with distilled water to remove the adsorbed alkali and soluble like sugar which tends to 
inhibit hydration as noticed in wood-cement composites [5]. The treated sawdust was then 
dried in an oven at 100±3°C for 24hours and sealed in an airtight container before use.  
Tradical lime HB sourced from Lime Technology Ltd. UK was used as binder and mixed 
with sawdust in ratio 2:1.  
Two types of waste paper were used for purpose of comparison. The first type of waste 
papers (newspaper) was de-fibred firstly by soaking in water, dried and then blended. The 
average microscopic measurement taken for 50 fibres was 1211.79µm in length and 25.97µm 
in breadth. The second type of waste papers (paper strip) used is measured 279.4mm in 
length and 10.0mm in breath. The de-fibred and paper strip waste papers were then mixed 
with sawdust and Tradical lime to improve the insulating properties and reduce the density of 
block but most importantly contributing to self-strength of wood-crete [250].  
The amount of water used for all blocks varied depending on the type of mix combination. 
The blocks made without the addition of waste paper used 80ml per every 100g of mix. The 
blocks made with paper strip (shredded paper) used 136ml per every 100g of mix while the 
blocks made with de-fibred paper used 193ml per every 100g of mix. This was determined by 
the mix workability during sample trial making. During sample trial making, the mix made 
with water to total mix weight less than the above stated for every combination was termed 
unworkable, while trial samples made with water higher than those stated above for every 
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combination was termed to be slurry. This was important in other to be able to control the 
amount of water for every mix which has a direct effect on the density of sample. 
The de-fibred paper and paper strips added were calculated in percentage ratio of sawdust by 
weight. Wood-crete blocks were made by mixing waste paper in water before the required 
amount of sawdust and lime were added in the mixer. This method is advised so that the 
waste paper can first be thoroughly wetted [250]. The mix was uniformly distributed into the 
square moulds which were treated with a mould release agent. Preparation of specimens for 
testing strength properties was based on BS EN12390-2 [11]. Three replicates of samples 
were made for each fabrication of wood-crete. The mixtures were placed in a forming mould 
for 24 hours before de-moulding while maintaining a relative humidity between 46% and 
49% for all samples. Wood-crete blocks were moulded in the dimension of 100mm x 100mm 
x 100mm.  
2.2 Testing 
Actual volume of the blocks was taken from the measurement of samples after drying. 
Samples were sandpapered for evenness and flatness in all sides while sample mass was 
determined using a weighing scale. The density of the blocks was calculated from mass and 
volume. Three replicates were taken for each type of the wood-crete blocks and the mean 
value taken. 
The de-moulded wood-crete blocks were further cured for 32 days and tested for compressive 
strength at 20°C/65% relative humidity by applying a gradually increasing load under an 
universal Instron.  The test pieces were placed between a supporting base and a flat steel 
plate. The machine applied a uniform load at a rate of 6mm/min until the maximum failure 
load was reached. The maximum load (in Newton) was automatically recorded and the 
compressive strength was calculated as maximum failure stress per unit area.  
Both the wet strength and water uptake of the developed wood-crete were also evaluated. 
Experimental set up was carried out according to long term water absorption by total 
immersion as described in BS EN1208:1997 [12]. Excess water adhering to surface, not 
absorbed by the test sample is removed by drainage or taken into account by deduction of the 
initial water uptake. For this test set up, excess water on the surface not absorbed by test 
sample was removed by deduction method. The method involved weighing the test sample to 
the nearest 0.1g to determine its initial mass, m0. The test sample is then placed in the water 
tank in such a position that it is totally immersed in water with the top face of the test 
specimen (50 ± 2) mm below the water level. Sample is removed after 10s, holding it 
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horizontally and placed within 5s, in a plastic tray of known mass. Test sample and tray are 
weighed together to determine the mass of the test specimen, m1, including the initial water 
uptake. Test sample is then placed in the water tank and a sufficient load is applied to keep 
the sample totally immersed in water, with the top face of the test sample (50 ± 2) mm below 
the water level. After the 28day period of water absorption test, samples were subjected to 
compressive test and results were compared to samples made with the same conditions 
without being subjected to water absorption.  
2.3 Experimental mix design 
The detailed experimental designs are included in Tables 1, 2 and 3 in the section of results 
and discussion, including various boiling times and addition of NaOH, wood-cretes with and 
without waste papers. The sawdust to binder ratio remained 1:2 for all mix designs. 
3 RESULTS AND DISCUSSION 
3.1 Effect of water boiling treatment on the compressive strength of wood -crete 
Table 1 shows that the compressive strength of wood-crete increased gradually as the water-
boiling time increased from 80mins to 140mins and then decreased at 160mins. The average 
compressive strength of wood-crete without an addition of NaOH increased from 0.25 to 0.33 
MPa and then decreased to 0.28MPa. These results are in agreement with the previous studies 
conducted by Aigbomian and Fan [250], a compressive strength of 0.26 MPa was achieved 
for the wood-crete made with sawdust without boiling treatment. It is apparent that the 
boiling time less than 120mins has little effect on the compressive strength but rather tends to 
weaken the bonding between sawdust and binder. This may also explain why, as boiling time 
increased from 140mins to 160mins, the strength of wood-crete decreased from 0.33 MPa to 
0.28 MPa. This means that though the treatment helps to extract soluble from sawdust to 
create a better bonding between sawdust and binder, a prolong boiling time may weaken 
sawdust particles themselves, thereby creating weaker wood-crete. The boiling time for the 
sawdust to be used for wood-crete production should be 140mins if no NaOH is included in 
the boiling water.  
Overall mean values of compressive strength with duration of boiling time, for all NaOH 
additions tested, are 0.41 MPa with duration of 100mins, 0.52 MPa at 120mins, 0.50 MPa at 
140mins and 0.37 MPa at 160mins. This again indicates that the compressive strength 
increased at first and then decreased with the duration of boiling time. However, the boiling 
time of 120mins gives the highest compressive strength compared to other treating times. 
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There was an 11.8% increase in compressive strength when sawdust is boiled at 100mins to 
120mins and a 14.9% decrease in compressive strength when sawdust is boiled from 140mins 
to 160mins. This illustrates the effect of NaOH on the soluble content of sawdust (Table 1). 






























(kg/m3 CS (MPa) 
Den 
(kg/m3 CS (MPa) 
Den 
(kg/m3 CS (MPa) 
Den 
(kg/m3 
0 0.25 (8.0) 640 0.27 (1.9) 627 
0.33 
(18.6) 610 0.28 (5.3) 629 
1 0.15 (12.3) 617 
0.39 
(16.7) 641 0.41 (2.2) 640 0.29 (9.9) 628 
2 0.15 (8.9) 639 
0.16 
(10.9) 632 0.63 (3.7) 640 0.59 (2.1) 635 
3 0.73 (2.4) 622 0.78 (6.6) 622 
0.79 
(12.0) 603 0.57 (15.8) 614 
4 0.67 (5.3) 609 0.75 (8.3) 615 0.87 (5.1) 619 0.39 (10.4) 611 
5 0.65 (5.7) 602 0.68 (7.2) 611 
0.26 
(17.0) 623 0.24 (16.9) 631 
6 0.30 (9.1) 610 
0.58 
(11.6) 605 0.24 (4.5) 610 0.24 (5.0) 614 
MEAN 0.41 (7.4) 620 0.52 (9.0) 622 0.50 (9.0) 621 0.37 (9.3) 623 
CS = Compressive Strength, Den = Density, NaOH = Sodium Hydroxide, Values in (  ) are cov. in % 
3.2 Effect of NaOH treatment on compressive strength of wood-crete 
Figure 1 shows that overall mean compressive strength of various treating durations of wood-
crete gradually increased as the percentage of NaOH increased from 0 to 3% and then 
decreased as the percentage of NaOH continued to increase from 4 to 6%. It is apparent that 
an addition of NaOH is able to extract the soluble content of sawdust effectively. Proven here 
is that the treating sawdust to be used for wood-crete production should be 3% with boiling 
time of 130mins. Although there is only 3% decrease in compressive strength when NaOH 
increased from 3% to 4%, there is a drop of 33% in compressive strength when sawdust is 
treated further from 4% to 6%. Whilst the treatment of sawdust with NaOH helps form a 
good bond and promote the ionization of hydroxyl group, treating sawdust with more than 
4% of NaOH tends to create a weaker bond and weakens individual wood particle fibres, 




Figure 1 Mean compressive strength vs NaOH for all boiling times 
 
The effect of NaOH treatment is also related to the boiling time (Table 1). With the 100 
minute boiling time, there is a little effect between 0 to 2 % NaOH. However, from 2 to 3 %, 
this is a significant increase in the compressive strength. Changing NaOH from 5 to 6% 
resulted in an adverse effect, with compressive strength reducing from 0.65 to 0.30MPa. A 
similar trend was found for boiling time of 120 minutes. When boiling time was increased to 
140 minutes, even a 1% or 2% NaOH can result in a substantial increase of compressive 
strength, which increased about 30% or 100% respectively although over 170% increase in 
the compressive strength was achieved at 4% NaOH. A comparison of the last two columns 
of Table 1 indicates that a long duration of boiling time may have resulted in significant 
effect on the strength of sawdust. The highest compressive strength was only 0.59MPa with 
the boiling duration of 160min in comparison to 0.87MPa with the boiling duration of 
160min.  
3.3 Combined effect of NaOH and boiling time 
Observed is that there was an increase in the compressive strength of blocks as the percentage 
of NaOH increased as well as boiling time (Table 3 and Fig 2). High compressive strength 
areas on Figure 2 are indicated with red zone and as strength decreases, colour changes from 
yellow, to green and blue. As reported by Vaickelionis and Vaickelioniene 2006, a longer 
extraction time and a higher temperature (up to 100°C) afford a higher concentration of 
soluble materials [13]. Previous studies have shown that the major problems of wood 

































and overcoming this problem means modifying the fibre surface by the physical and chemical 
methods to reduce the hydrophilic nature of sawdust which improves the sawdust–matrix 
bonding [5]. The treatment of wood fibre prevents sugar and tannins in the wood from 
reacting with the matrix which interferes with proper curing [13]. It can thus be inferred that 
the reason for the significant increase in strength of composite after treatment of sawdust is 
that there has been a change in the interface quality of sawdust which has consequently 
improved the bonding of sawdust and matrix resulting to better compressive strength. Figure 
2 indicates that to achieve good compressive strength, the treating regimes for sawdust should 
be within the range of 3 to 4% with boiling duration between 135 and 140 minutes (red zone 
on Figure 2). It is interesting to see that low percentage of NaOH at boiling time between 110 
to 130 minutes gives similar result to high percentage of NaOH with longer boiling time 
above 155 minutes (Figure 2). This gives an indication that during initial boiling state of 
sawdust, there is no significant indication of change in sawdust matrix. However, as boiling 
time increases, the structural behaviour of sawdust particles begin to change and then weaken 
with excessive heating time. This has been further confirmed from the results from the wood-
crete with an addition of waste paper (Table 2). Table 2 shows that at a low boiling time of 80 
minutes, a higher percentage of NaOH is needed to achieve better compressive strength, 
although there is a variation when sawdust was treated from 2% of NaOH to 4% of NaOH, 
which may be due to the variation of raw materials or experimental variation as much higher 
cov values of wood-crete treated with 4% of NaOH was observed in comparison with the cov 








Figure 2 Combined effect of NaOH and boiling time: A=2D and B=3D images 
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Table 2 Experimental design and mean value of wood-crete property at various NaOH 
(Boiling time 80 minutes) 
NaOH 
(%) 

















0 0.30 (3.2) 551 0.33(4.2) 532 
0.44 
(11.0) 650  0.58 (5.0) 596 
2 0.62 (3.3) 539 0.72 (5.3) 520 0.81 (6.6) 642 1.03 (2.7) 591 
4 
0.36 
(12.5) 547 0.38 (7.4) 518 0.42 (5.8) 638 
0.48 
(10.1) 587 
6 0.73 (5.1) 536 0.80 (6.2) 513 1.06 (3.4) 641 1.01 (8.2) 583 
8 0.82 (2.9) 544 0.81 (6.9) 535 0.95 (4.7) 644 1.25 (4.1) 595 
 CS = Compressive Strength, Den = Density, NaOH = Sodium Hydroxide, DF = de-fibred, PS = Paper Strip, 
Values in (  ) are cov. in % 
3.4 Combined effect of NaOH treatment and waste paper on compressive strength of 
wood-crete 
Table 2 shows the effect of treating sawdust at various percentages of NaOH on the 
compressive strength of wood-crete in combination with waste paper. It is observed that there 
was an increase in compressive strength of wood-crete with the type of paper used and in 
percentage of NaOH. Wood-crete made with 75% of paper strip at 4% of NaOH achieved 
higher compressive strength than those made with 75% of de-fibred at 4% of NaOH with 
about 16% increment in strength property. The same trend is noticed with wood-crete made 
with 50% of paper strip and 50% of de-fibred at 4% of NaOH and wood-crete made with 2% 
of NaOH both for 50% paper strip and 75% paper strip and 50% de-fibred and 75% de-fibred 
paper. Two significant evidences are confirmed here: the first is that the higher the 
percentage of NaOH, the better the compressive strength and the second is that the wood-
crete with paper strip performs better in compressive strength than those with de-fibred paper. 
It is not clear why the treatment with 2% of NaOH has a better strength compared to 4% of 
NaOH, although there is a much higher cov for the results under 4% NaOH treatments, 
showing possible experimental operation variation.  
3.5 Combined effect of boiling time and waste paper on compressive strength of 
wood-crete 
Figure 3 shows overall mean compressive strength across different water boiling times of 
both de-fibered and paper strip. The results for each individual regime of treatment are given 
in Table 3. It can be seen that the strength consistently increases with the boiling time 
increase, from 0.40 to 1.22MPa when the boiling time from 40 to 140 minutes. The 
correlation can be established with a good fit of linear regression (Figure 3).  
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Waste paper has also had an effect on the property of wood-crete (Figure 4). Overall the 
wood-crete with paper strips had a better compressive strength than those with de-fibred 
waste paper (Table 3 and Figure 4). A higher concentration of waste paper also gave rise to a 
better compressive strength. This is also in agreement with the results from previous study by 
the authors [250] which showed that 75% of de-fibred waste paper achieved a better strength 
than 50% of de-fibred waste paper. It is also evident that as the percentage of NaOH reduced, 
there was a corresponding reduction in the compressive strength of wood-crete (Table 3).  
Figure 3 and 4 also shows that where there was an increase in percentage of waste paper and 
heating time, there was a corresponding increase in compressive strength of wood-crete. In 
general, it observed that there is 12% increase in average compressive strength when wood-
crete is made with 50% paper strip compared to 50% de-fibred paper and an 18% increase 
when wood-crete is made with 75% paper strip compared to that when wood-crete is made 
with 75% de-fibred paper. 
Table 3 Experimental design and mean value of wood-crete property at different 
































40 4 0.35 (4.9) 549 0.47 (4.0) 529 0.59 (6.4) 658 0.69 (3.0) 591 







60 4 0.63 (1.5) 545 0.69 (8.7) 516 
0.74 
(10.8) 648 0.77 (6.5) 588 
100 2 0.63 (3.2) 550 0.80 (9.2) 511 0.97 (6.3) 649 
1.32 
(10.3) 580 
100 4 0.70 (4.5) 546 0.83 (8.6) 509 0.10 (2.7) 645 
1.33 
(15.2) 582 
120 2 0.87 (9.1) 540 
0.91 
(11.4) 502 0.99 (2.2) 648 1.27 (4.3) 590 
120 4 
0.90 
(10.2) 539 0.98 (3.6) 498 1.04 (6.5) 642 1.16 (5.7) 584 
140 2 0.94 (1.8) 536 1.04 (5.5) 503 1.11 (9.7) 644 1.56 (2.4) 576 





CS = Compressive Strength, Den = Density, NaOH = Sodium Hydroxide, DF = de-fibred, PS = Paper Strip, 




Figure 3 Average compressive strength vs boiling time 
 
Figure 4 Average compressive strength vs waste paper 
3.6 Effect of fibre length on compressive strength of wood-crete 
Another factor to be considered here is the effect of fibre length on the compressive strength 
of wood-crete. With less information on the effect of length of paper fibre on composites, a 
few studies showed that generally impact strength is higher with longer fibres than shorter 
fibres [14]. It has been suggested that the mechanical properties of composites increase with 
increase in fibre length [15]. Both strength and stiffness increase can be realized with 
increasing fibre length if (1) adhesion between wood fibres and matrix is good, (2) fibres are 
uniformly dispersed in the matrix and (3) fibres are adequately oriented. This study shows 
that overall, there is an increase in strength of wood-crete blocks made of the same conditions 
with paper strip compared to those made with de-fibred paper (Tables 2 and 3). Taking wood-
y = 0.0068x + 0.2296 


































































crete with 75% addition of paper fibre as an example (Figure 5), the change of compressive 
strength can be plotted as polynomial regression with a good fit. The difference (the higher 
for paper strip) in compressive strength ∆y is 0.0002x2-0.0217x+0.8881, where x is the 
boiling time. For example, the strength value at 140mins boiling time is about 35% higher for 
the wood-crete with 75% of paper strip than that of the de-fibred waste paper. Very similar 
trend is observed across all treatments (Tables 2 and 3).  
 
Figure 5 Effect of fibre length on compressive strength 
3.7 Effect of de-fibred and paper strip on density of wood-crete 
It was noticed that the density of blocks made with de-fibred paper was lower than those 
made with paper strip. Figure 6 shows two key points: 1) The density of wood-crete made 
with waste paper are almost the same for all different boiling times (Line 1) although the 
compressive strength is different between different boiling times; 2) The blocks made with 
50% paper strip attained a higher mean density compared to those made with 50% de-fibred 
paper (Line 2) and the blocks made with 75% paper strip have a higher density than those 
with 75% de-fibred paper (Line 3). Comparing blocks made with 50% and 75% de-fibred 
paper, it is noticed that lower percentage of paper showed higher density. This trend is also 
noticed with blocks made with 50% and 75% paper strip (Table 2 and Figure 6). The reason 
for a higher density in blocks made with lesser percentage of paper compared to blocks made 
with higher percentage of paper may be due to compaction during making of wood-crete and 
loss of moisture. 
y = 0.0001x2 - 0.0166x + 0.9075 
R² = 0.88 
y = 0.0003x2 - 0.0383x + 1.7956 





































Fig 6 Average compressive strength vs density 
The mechanical properties of wood composites generally increase with increasing density. 
However, in previous study [250], it was discovered that as the density of wood-crete blocks 
decreased, there was an increase in the compression strength of blocks. This is again 
confirmed in this study (Figure 6). Considering the results of blocks made with 50% DF and 
those made with 75% DF, it can be seen that compressive strength increased with decrease in 
density. The trend also applies to those of blocks with 50% and 75% paper strips (Figure 6). 
This only suggests that the effect of fibre on mechanical properties is more significant 
compared to the effect of density. According to Migneault et al 2008 [15], the classical theory 
of mechanics shows that the load applied to a fibre-reinforced composite material is 
transferred from matrix to fibres by shear stresses along the fibre-matrix interface, thus 
transferring efficiency may increase with increasing fibre L/D ratio. The mechanical results 
observed support the argument [15] and are in conformity with the classical mechanics 
theory. 
Also proven here is that blocks made with PS showed compressive strength significantly 
higher than blocks made without paper. This is a proof that the presence of fibres contributes 
to the strength properties of composites. The highest strength property of the treated wood-
crete was 1.62MPa but not as comparable as those of normal concrete, but comparable and 
higher than those of hemp lime composites, e.g. hempcrete. The compression strength value 
of hempcrete is reported to be between 0.4 and 0.7 depending on mix design [16]. The 
compressive strength values of blocks were incomparable with those of concrete bricks which 






the treated blocks are not fit for a direct or stand-alone application as structural elements but 
like hempcrete, can be used in combination with supporting wood structures.  
Test results suggest that wood-crete is a ductile material that can sustain large deformations. 
This kind of deformation has also being noticed and discussed in previous series of wood-
crete development [250].  
3.8 Performance of wood-crete under water immersion 
Water absorption behaviour has been intensively studied due to its important features as it 
determines end-user applications of most wood composites when are subjected to the 
environment where moisture conditions change rapidly. Poor resistance of wood to moisture 
absorption can cause dimensional instability and undesirable effects on the mechanical 
properties of composite materials [17] [18]. Experimental set up was in accordance with the 
long term water absorption by total immersion as described in EN1208:1997. After the 28 
day period of water absorption, blocks were subjected to compressive strength assessment. 
3.8.1 Water absorption 
Water uptake of different blocks of wood-crete composites at different periods of immersion 
are shown in Table 4. The observation reveals the independent of the type of combinations 
used to make wood-crete. The water absorption increased with less amount of paper content 
in wood-crete. This was surprising because as expected, it was assumed that the presence of 
paper fibres in wood-crete would make absorption higher. The inference to this would be that 
the paper fibres were well coated with the matrix used and it has been reported that matrix 
absorbs little water [18]. This author also reported that the water absorption in composites is 
dependent on the presence of wood which interacts with water not only on the surface but 
also in bulk. The authors went further to explain that wood contains numerous hydroxyl 
groups (–OH), which are available for interaction with water molecules by hydrogen 
bonding. Three main regions where water can reside in composites may include: the lumen, 
the cell wall and the gaps between fibre and matrix in the case of weak interface adhesion. 
This thus explains the reason for high water absorption with samples made with sawdust to 
tradical lime ratio of 1:1 compared to those made with ratios 1:2 (Table 4). 
Table 4 Effect of time of immersion on different samples of wood-crete composites 
No WP (%) Density of samples 
before immersion 
(kg/m3) 









All samples made with de-fibred paper and sawdust : tradical lime of 1:2 
A 75 473 0.089 0.092 0.094 
B 50 526 0.090 0.095 0.098 
C 30 604 0.094 0.099 0.102 
D 15 702 0.101 0.105 0.108 
E 10  713 0.099 0.102 0.103 
F 0 616 0.088 0.089 0.089 
All samples made with de-fibred paper and sawdust : tradical lime of 1:1 
G 50 411 0.094 0.097 0.099 
H 25 485 0.097 0.103 0.104 
I 10 530 0.093 0.098 0.101 
J 5 549 0.087 0.091 0.094 
K 0 640 0.090 0.091 0.092 
Table 4 also shows that across all blocks, the rate of water intake was higher in the first 7 
days. The blocks without waste paper also showed a saturation point (where no more water 
was absorbed and the water content in the blocks remained the same) after 14days of water 
immersion. However, all other blocks though continued to absorb water did not show great 
significance in absorption rate. Overall, water absorption is low, around 0.1% even after 
28days of water immersion. Test results make a confirmation that the wood-crete can be used 
in damp areas including bathrooms due to low water absorption rate, if it is not for load 
bearing purpose. However, they perform better where minimal wetting application is 
required. 
3.8.2 Compressive strength of wood-crete after water absorption 
The compressive test results of samples after day 28 are shown in Table 5. Comparing block 
B with E, only 6% percentage difference is noticed in compressive strength likewise a 2% 
percentage difference when block E is compared with I (Figure 8 and Table 5). This is 
evident that the ratio of sawdust to tradical lime did not necessarily play a significant role in 
the compressive strength of wood-crete after water absorption but rather other factors like the 
constituent of wood-crete e.g. the addition of waste paper (Figure 8). However, a significant 
differences in compressive strength are observed in giving an insight of how well wood-crete 
behaves after being subjected to adverse weather conditions, although the water uptake was 




Table 5 Compressive strength at day 28 
No WP (%) Compressive strength (MPa) Compressive strength (MPa) 
28days water soaked Dry blocks 
All samples made with de-fibred paper and sawdust : tradical lime of 1:2 
A 75 0.094 0.800 
B 50 0.090 0.610 
C 30 0.088 0.480 
D 15 0.080 0.410 
E 10 0.074 0.350 
F 0 0.061 0.260 
No.  WP (%) 
All samples made with de-fibred paper and sawdust : tradical lime of 1:1 
G 50 0.092 0.490 
H 25 0.083 0.410 
I 10 0.071 0.310 
J 5 0.063 0.220 
K 0 0.068 0.210 
 





























Waste paper (%) 
Wood-Crete @ S:TL = 1:2




Improved wood-cretes have been developed with sawdust having various treating regimes 
and addition of waste papers. The performance of the developed wood-crete has also been 
assessed under both dry condition and after subjecting to 28 day water soaking. The 
following conclusions can be drawn: 
i) Hot water treatment resulted in a significant improvement of wood-crete, with the 
compressive strength being increased by about 30% and 260% for hot water boiling 
treatment and hot water with 4% NaOH treatment respectively. The magnitude of 
increase  was related to the treatment time; 
ii) An addition of NaOH was able to extract the soluble content of sawdust effectively, 
resulting in a gradual increase of compressive strength of wood-crete, but excess NaOH 
tended to weaken individual wood particle fibres for an adverse effect on the strength 
of wood-crete; 
iii) The combined effect of boiling time of sawdust and addition of waste paper on 
compressive strength of wood-crete was significant. The correlation of the waste paper 
reinforced wood-crete with boiling time of saw dust was linear from 0.40 to 1.23MPa 
for the blocks developed; a higher percentage of waste paper also gave rise to a higher 
compressive strength; 
iv) The geometry of waste paper had an influence on the compressive strength of wood-
crete with the treated sawdust, with paper strip being more effective than de-fibred 
waste paper;  
v) The density of wood-crete made with waste paper was almost the same for all different 
treating times of sawdust although the compressive strength was different. However, 
the blocks made with paper strip attained a higher mean density compared to those 
made with de-fibred paper; 
vi) 28% water soaking resulted in a little water uptake (about 0.1%) of wood-crete whether 
sawdust to tradical lime ratio of 1:1 or 1:2. However, the decrease in compressive 
strength was significant, showing that the wood-crete could be used in damp areas only 
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ABSTRACT 
This study was to develop a new building material, wood-crete, using sawdust, waste paper 
and tradical lime. The paper presents the processing technologies, factors which affect the 
performance of the developed composites and properties of wood-crete. Properties of wood-
crete were investigated based on; (1) the type of wood sawdust – hardwood (beech and oak) 
and softwood (pine and cedar); (2) modification of sawdust by hot water boiling, alkaline 
treatment and the addition of different types of waste paper. The results showed that; (1) 
lightweight sustainable blocks can be produced with good insulating and other relevant 
properties for building construction with compressive strength of up to 3.93MPa; (2) the 
compressive strength of wood-crete was closely related to the wood species, with the 
compressive strength of 3.93MPa being for hardwood wood-crete compared to 1.37MPa and 
0.26MPa of wood-crete from softwood and mixed wood respectively; (3) surface 
modification, processing of cellulosic fibril and the extraction of lignin and hemi-cellulosic 
compounds with alkali had an effect on the compressive strength of wood-crete, with treating 
sawdust with 4% NaOH at 140mins of boiling time achieving the highest increase of 260% 
compressive strength. The properties were closely related to the composition of wood-crete 
with an addition of waste paper being a dominant influence on strength, reflecting its effect 
on the structure of composite and contribution of self strength of paper fibres. Of significant 
importance was the contribution of self strength of wood-crete due to the influence of the size 
of sawdust particles used. The developed wood-crete was able to withstand considerable 
amount of impact load and considered, like hempcrete, most suitable for wall panelling or 
other non- and semi-structural applications. 
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